— Better Homes and Gardens’ 


build this fully loaded 


‘achieve new levels 
of precision ... 


ISSU 
NOVEMBER 2004 


Display until Novemb: 


er 
07792567 LII 5 ] 


66'9$'v'S' 


PURVEYORS 
OF FINE 
MACHINERY °” 


® 
12 SPEED HEAVY-DUTY | — 2HP DUST COLLECTOR W/ .3 MICRON BAG SINGLE SPINDLE BORING MACHINE 


14" FLOOR DRILL PRESS | « Motor: 2HP, 220V, single-phase, 3450 RPM + Motor: HP, 110V, single-phase, TEFC 
+ Motor: ' HP, 110V, single-phase g Motoramp awe 2 amp» SERS |. Table size: n x 817 
* Precision ground cast iron table MATS on capaci sao CFM + Table travel - side to side: 6" 
+ Table size: 117/s" squar: pote pes realy idu + Table travel - front to back: As x 
E RUN + 6" inlet has "Y" fitting w/ ___ FREE AME i] 

+ Table tilt: 90° L&R orti RSV PIERII 2 STAGE CYCLONE + Table travel - vertical: 2'/; 

$ A penings Grizzly RRR CE 
+ Swing: 14' + Impeller: 12" balanced nore cx + Drill bit capacity: 5/7 
* Drill chuck: Ye" "fe" em steel, radial fin OFGI022! pa peed BASO REM 


* Amps: 12 
+ Power transfer: direct drive 
+ Approx. shipping weight: 160 Ibs 


+ Drilling capacity: */:" steel 

s Spindle taper: MT#2 + Bag capacity: 5.4 cubic feet 

* Spindle travel: 31/4" 5 + Approx. shipping 

+ Overall height: 64" weight: 123 lbs 

+ Built-in light (bulb not included) 

+ Approx. shipping weight: 171 Ibs 
AVERY POPULAR MACHINE! 


= 
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EJ 00. | 
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+ Height w/ bags inflated: 78" 


LEVER CONTROLLED TABLE ADJUSTMENT 
HANDWHEEL CONTROLLED HEIGHT ADJUSTMENT 


G0540 
(1505901 | INTRODUCTORY PRICE 


$ 00 
- 25 


1/2 HP SHAPER THE ULTIMATE 14" BANDSAW 17" HEAVY-DUTY BANDSAW 

+ Motor: 1'/2 HP, 110/220V, single-phase RUNE anari phase TEPC « Motor: 2 HP, 110/220V, single-phase, TEFC 

- Precision around cast iron table + Precision ground cast iron table QUICK BLADE E 

g Pp pes n RELEASE SYSTEM! + Precision ground cast iron table 
. Table size: 20'⁄:" x 18" DOW + Table tilt: 45° right, 10° left i Table tilt: 45° right, 10° left 
HOWN | Ty ery - : 2 à 
- 2 interchangeable spindles: oprigvAt WING 61706 AE ea ene ME - Floor to table height: 37'⁄" 
1/2" &3/4 E + Cutting capacity/throat: 16'/4" 


+ Cutting capacity/throat: 13'/;" 
+ Maximum cutting height: 6" 


+ Spindle travel: 3" 

+ Spindle openings: 
1174", 3172", & 5" 

+ 2 spindle speeds: 
7000 & 10,000 RPM 

+ Max. cutter diameter: 5" 

+ Approx. shipping weight: 


+ Maximum cutting height: 12" 
3 37 n + Deluxe extruded aluminum fence a 
- 921/2" - 931/2 

Us S aed ERAS - Blade size: 131//" long (/s" - 1" wide) 

blade speeds; MADEIN lla + 2 blade speeds: 1600 & 3300 FPM 
RASS PES: T I80,9001 + Dual 4" dust ports 

1500 83200 FPM FACTORY + Approx. shipping weight: 


+ 4" dust port Av XB 
“Approx. shipping 435 342 Ibs. 
weight: 198 Ibs. b 


221 Ibs. 
FENCE& 
MADEIN 
INCLUDES FENCE M ITER SAUCE NUDED 50 8001 
wee MIMA GANGE G0555 INCLUDED! mE REL 
ONLY ITT) 
$425% $3750 5750” 
THE ULTIMATE 10” CONTRACTOR STYLE — | 10" LEFT-TILTING SLIDING TABLE ROUTER TABLE 
TABLE SAW W/CAST IRON WINGS & TABLE! SUPER HEAVY-DUTY TABLE SAW + Precision ground cast iron table 
+ Motor: 2 HP, 110V/220V, single-phase + Motor: 3 HP, 220V, single-phase, 3450 RPM + Extruded aluminum sliding table & fence : 
+ Precision ground cast iron table size * Precision aruna c iron table size (w/2 solid + Main table surface: 30°/:"x 9'/;" 
w/wings: 27" x 39°/e" extension wings): 27" x 40'/s" + Slidi le surface: 30 x 12/4" 
+ SHOP FOX?” Aluma-Classic" Fence + SHOP FOX” Classic Fence HAND WHEELS . UO me: 4 : 


+ Arbor: 5/2" 


+ Arbor: 5/6" + Rip capacity: 30" RT 
+ Extension rails available to rip 50" + Heavy-duty cast iron miter gauge  SẸE-THRUGUARD! | ' Table pele 34 LPs LAM 
+ Capacity: 3 '/"@ 90°, 21%" @ 45* | Depth of cut: 3" @ 90°, 2/4 @ 45° + Table tilt: 45 E n ! 

p + Split fence size: 10°/s" x 2" 


+ Approx. shipping + Approx. shipping 


+ Built-in dust port: 2" 


weight: Ais weight: 

298 Ibs. das y 465 Ibs. + Approx. shipping 

= weight: 124 Ibs. 

H ^ RM MADE IN 

= MADEIN G1023SL 150.9001 

ZSERIES. Iso End EXCELLENT PRICE! HOTTEST FACTORY! 

! SELLING G0528 

G0444Z $895% d TABLE SAW 
INTRODUCTORY PRICE m FS INTHE | INTRODUCTORY PRICE 


3295" 


$5250 eh COUNTRY. | 
3 FANTASTIC 


MEDIA CODE j d 
SHOWROOMS: 
AD2290 I 1-800- 5 2 3-47 TY BELLINGHAM, WA 
6410 MUNCY, PA 
CUSTOMER SERVICE: 570.546.9663 + FAX: 800.438.5901 SPRINGFIELD, MO 


* ALMOST A MILLION SQUARE FEET PACKED TO THE RAFTERS WITH MACHINERY & TOOLS 
* 2 OVERSEAS QUALITY CONTROL OFFICES STAFFED WITH QUALIFIED GRIZZLY ENGINEERS 


* HUGE PARTS FACILITY WITH OVER 1 MILLION PA 


RTS IN STOCK AT ALL TIMES 


* TRAINED SERVICE TECHNICIANS AT ALL 3 LOCATIONS » MOST ORDERS SHIPPED THE SAME DAY 


6" x47" HEAVY-DUTY JOINTER 
* Motor: 1HP, 110V/220V, single-phase [E-SERIES] | 


* Precision ground cast iron table 

* Cutterhead knives: 3 HSS + Max. depth of cut: 

HANDWHEEL TABLE ADJUSTMENT * Rabbeting capacity: 

+ Heavy-duty center 
mounted fence: 4" x 29!/," 

* Approx.shipping 

D weight: 235 Ibs 

» » FREE SAFETY PUSH BLOCKS! 

FREE DUST Hoo! 

INCLUDES JACK SCREW & 

ACCESSORY SPRING KIT! 


G1182ZHW | 


ONLY 
$425% 

127" LEAN & MEAN PORTABLE PLANER 

+ Motor: 2HP, 110V, single-phase, 15 AMPS 

* Cutterhead knives: 2 double edged HSS 

+ Cutterhead speed: 10,000 RPM 

* Max. depth of cut: ?/22" 

* Max.cutting height: 6" 

* Min. stock thickness: "/«" 

+ Feed rate: 32 FPM 

+ Cuts per inch: 52 

+ Thermal overload protection 

* Top mounted return rollers 

+ Extra large table extensions 

* Approx. shipping 

weight: 78 lbs 


INCLUDES KNIFE SETTING JIG 
& WRENCH! 


2 


1/8" THICK 
DOUBLE SIDED BLADES! 


GRIZZLY GIFT CERTIFICATES: ALWAYS THE PERFECT GIFT! 


8"x 75" JOINTERS 
+ Motor: 2HP, 110V/220V, single-phase, TEFC, 3450 RPM 
* Precision ground cast iron table (incl. two 5" extensions) | 
* Cutterhead speed: 5500RPM = Max. depth of cut: '/ 
+ Magnetic safety switch (220V only) FREE 
* Heavy-duty center mounted fence SAFETY PUSHBLOCKS! | 


INCLUDES JACK SCREW & | 
* Approx. shipping seg 484lbs ACESSORYSPRINGKTT 


MADE IN 


G0500 1509001 
4BLADE FACTORY! 
CUTTERHEAD 


$ 00 
795 CUTTERHEAD 


$1195% 


15" PLANER WITH CLOSED STAND 
* Motor: 3HP, 220V, single-phase, 3450 RPM 
+ Precision ground cast iron table size: 14 "/; x 20" 
* Cutterhead dia meter: 3" 
* Cutterhead knives: 3 HSS 
* Cutterhead speed: 5000 RPM 
* Max. depth of cut: '/;" 
+ Max. cutting height: 6'/s" 
+ Min. stock length: 8" 
Min. stock thickness: 3⁄6" 
+ Feed rate: 16 FPM & 20 FPM 
+ Dust port: 4" 
* Approx. shipping 
weight: 560 Ibs 
SOLID CAST IRON CONSTRUCTION 
WELDED STEEL STAND 


G0551 
INTRODUCTORY PRICE 


$675% 


INTRODUCING THE 


E- WORKSHOP. PLANNER 


Lay out your 
DREAM 
WORKSHOP 


Customize it to scale ' 
with machines, 
cabinetry, dust collection 
lines and more! 


_Workshop Planner 
m otam 


SAVEIT 


PRINT IT 
SEND IT 


20" PLANER 
Motor: 3 HP, 220V, single-phase 
* Precision ground cast iron table size: 20" x 25/4" 
* Cutterhead knives: 4 HSS 
+ Cutterhead diameter: 31/1" 


4 BLADE CUTTERHEAD! 
* Cutterhead speed: 5500 RPM 
+ Max. depth of cut: '/;" ADJUSTABLE BED ROLLERS 
& ANTI-KICKBACK FINGERS! 


+ Max. cutting height: 8/5" 

* Min. stock length: 7" 
Feed rate: 18 & 23 FPM 

* Dust port: 5" 
* Approx.shipping 
weight: 776 lbs 


oo wtp 


w 
61033 B] 
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$1295” 


OSCILLATING SPINDLE / 12" DISC SANDER | 

* Motor: 1 HP, 110V, single-phase, TEFC 

* Precision ground cast iron tables 

* Disc sander table: 17'/2" x 10", tilts 45° 

* Oscillating sander table: 14'/2" x 141/2', tilts 45" 

+ Spindle sizes: 

1A 5/8 11/2" & 2" 

* Spindle speed: 1725 RPM 

* Spindle oscillation: 

.* 60SPM 
* Stroke length: 1" 

* Approx. shipping 
weight: 180 Ibs 


MITER GAUGE INCLUDED! 


G0529 
INTRODUCTORY PRICE 


$395% 
Holm S0203 
Oet. 21st - fu 31st 


G0529 


$5400 


See our website for details! 


28" x39" DOWNDRAFT SANDING TABLE 

+ Motor: ' HP, 110V, single-phase, TEFC 

* Table surface area: 28" x 39?/" 

* Air suction capacity: 1600 CFM 

+ Filter:.5 &.35 micron + Filter size: 16" x25" x 1 
+ Impeller: 9/7 x 7" 


MADE IN squirrel cage 
150 9001 * Two 110V outlets for 
FACTORY! portable sanders 


* Overall height: 397/" 
^ + Quiet operation 
* Approx. shipping 
weight: 252 Ibs 


wrroicrat 18" WIDE BELT SANDER 
WD * Motor: 5 HP, 220V, single-phase 
+ Conveyor feed motor: '/; HP 
* Elevation motor: '/3 HP. 
* Sanding belt oscillation: 
Va" - 5/6" 
* Conveyor speed: 


POSITIONING 


very 


| 
| 
| 
| 


MADEIN ;O 
, 1509001 
FACTORY! 


16.4, 23, 32.8 FPM 
— Min. board length: 8'/2 
| drums: 3550 RPM 
60527 


+ Max. board width: 171/2" 
* Max. board thickness: 6" 
Min. board thickness: '/s" 
Surface speed of 
» ;* Approx. shipping 
! weight: 1012 Ibs, 
A i] 
INTRODUCTORY PRICE 
$ 00 


What's 
Better 
Than 

An 

All 
Terrain 
Vehicle 
For 
Steady 
Strength? 


Freud's New FJ85K Heavy Duty Jig a — cn Coni ) 


ELECTRONIC CRUISE CONTROL . Remains Steady qom toad pe Fine, Fast, 


Maintains constant Curved or Straight Cuts 
| yx | You want a car that gives a smooth ride & good mileage in 
i T À a variety of terrains. How about a jigsaw that gives smooth 
J Powers through cuts and generates up to 3,000 strokes per minute in a 
a knots! | variety of materials? 


There’s never an uphill battle with the FJ85K Heavy Duty 

Variable Speed Jigsaw with Electronic Cruise Control. 
TOOL-FREE BLADE CHANGE SYSTEM | This revolutionary feature allows the jigsaw's speed to 
remain constant under load. So, whether you encounter 
flaws or knots in the wood the cutting speed will remain 
| the same without vibration. You have speed control on 
1 your router, why not on your jigsaw? 


This powerful 6 amp jigsaw also features a Quick-Fix blade 
change system for easy, tool-free operation. It’s as easy 
as 1-2-3. The variable speed & 3 orbital settings give superior 
cuts in a wide range of materials, and the coated, non-marring 
base prevents damage to delicate work pieces. All of this 
i comes in a convenient kit box. 


Enee | | freud 
INCLUDED d Precisely what you need. 
as | (U.S.) 1-800-472-7307 www.freudtools.com (CANADA) 1-800-263-7016 
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avoiding router burns on wood 


38 forming perfect slots with your router 
DIY vs. pro routers: what's the difference? 88 how to wisely choose a router table 


easy-access drill/driver organizer 
turned salad bowls 
picture-perfect bookends 

Arts & Crafts nightstand/end table 
easy-to-make desk clock 

kids’ lap desk 


say good-bye to power-sanding snafus 
build a better finish with solvents 


wise buys: mitersaw lasers 
bright ideas for workshop lighting 
4 shop-proven products 


editor's angle 
sounding board 
short cuts 


ask WOOD 


i This seal is your assurance that we 
shop tips build every project, verify every fact, 
what’s ahead and test every reviewed tool in our 

workshop to guarantee your success 
and complete satisfaction. 


woodmagazine.com 


DP-00271 


Benchtop Router Table Plan 
DP-00151 


Tilt-Top Router Table Plan 
DP-00064 


Heavy-Duty Router Table Plan 
WP-WT-1002 


Download any of the above plans 
starting at just $6.95, or have them mailed 


directly to you with prices starting at $9.95. 


To download the information yourself 
or to preview over 400 other plans 
and articles, go to 
woodmagazine.com/plans. 
Call toll free 1-888-636-4478 


for paper-plans credit card orders. 
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Kevin designed and built this 


four-piece set to serve as end 
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FASTEST GROWING MACHINERY LINE IN THE U.S.A. 


INNOVATIVE PRODUCTS 
DESIGNED FOR PRACTICAL USE 


VVE pesien our MACHINES TO THE MOST STRINGENT STANDARDS, TRIPLE CHECK EACH ONE FOR Ay! e 
QUALITY ASSURANCE AND BACK EVERY MACHINE WITH A FULL TWO-YEAR WARRANTY! 


SHOP FOX 


HEAVY-DUTY COMBINATION 
SANDER 


ackle your tougher sanding operations 
T* this rugged and reliable machine. 
Unlike many belt-driven sanders, the 
W1712 uses a direct ball bearing drive from 
the motor to the sanding disc and belt 
to deliver a vibration-free positive 
torque flow. For increased sanding 
versatility and control, both cast iron 
tables acceptthe miter gauge. 


* 1%HP1 
motor 


* Precision ground cast iron 
tables 


+ Sanding belt size: 6" x 48" 
* Disc size: 12" 

+ Quick change belt release 
+ Sanding belt speed: 878 FPM 
+ Disc speed: 1725 RPM 


*- Approx. shipping weight: 
178 Ibs. 


OV, single-phase 


2 HP, 10" CONTRACTOR TYPE SAW 


Te machine is ready to rip with heavy-duty cast iron 


IE wings and the new Shop Fox? Aluma- 
Classic" Fence. A sturdy base, cast iron miter gauge with 
adjustable quick stops, and a rail mounted magnetic switch 


are some standard features that make this saw irresistible to 
contractors and home shop woodworkers 
alike. Weighing in at 292 Ibs., this saw 
will provide operating stability for 

saa better cutting accuracy. 


+ 2 HP, 110V/220V, 
single-phase motor 


+ Precision ground cast iron 
table with T-slots 


+ Table size: 39%" x 27" (with 
cast iron extension wings) 

+ Max. depth of cut: 314" 

+ Ripping capacity: 28" 

+ Arbor speed: 4250 RPM 

+ P Approx- shipping weight: 310 lbs. 


MORTISING MACHINE 
e designed this machine for mortising ease. 
Wi: super heavy-duty fence & hold down 
eliminates unwanted wood movement and 
“sticking chisels". Unique swiveling base 
allows easy off the bench operations while 
the extra height and depth capacity 
allows the use of much larger stock. 
Features like a 22" long solid steel 
quick-positioning handle, 8-tool 
holder, easy two-door chuck 
access, large base and twin 
hardened and ground columns 
insure perfect mortises every time. 
+ % HP, 3450 RPM motor 
* Adjustable depth stop rod 
+ Mortises lumber to 8%" thick 
+ Jacobs taper #2 spindle 
+ Double support columns 
+ fh ST #2 chuck 
+ Approx. shipping weight: 90 Ibs. 


10" LEFT TILT TABLE SAW 


ith a left tilting blade and nearly 450 Ibs. of vibration dampening 
W's this saw will definitely take center stage in any shop We've 

included 2 large cast iron wings, a jumbo miter gauge with 
patented adjustment feature, and a powerful 3 or 5 HP motor with triple drive 
belt system. The Shop Fox? Classic Fence with a 26' rip capacity provides 
a compact and sturdy means for dependable 
and accurate ripping. 
(Longer rails are available.) 


WTZT. 
SHOP FOX* 
10° Left Tilt Table Saw 
with 5 HP Motor 


+ 3 or 5 HP, 220V, single-phase 
motor 


+ Precision ground cast iron 
table with T-slots 


+ Table size: 40/7" x 27" with wings 
+ Max. blade height: 3" 

+ Ripping capacity: 26" standard 
+ Arbor speed: 4250 RPM 

+ Aue shipping weight: 552 Ibs. 


ee 


SHOP FOX” is a nume trademark 
of Woodstock International, Inc. 


sales@shopfox.hiz 


5829 


TO SEE OUR INNOVATIVE MACHINES 
AT AN AUTHORIZED DEALER, PLEASE 
CALL FOR THE LOCATION OF A DEALER NEAR YOU! 


SHOPFOX.BIZ + 1-800-840-8420 WOODSTOCK) 


INTERNATIONA ING: 


Circle No. 0583 


TURN OFF 
- THE LIGHTS. 


By installing Solatubes in your 
home, you'll be able to capture 
and redirect sunlight to the areas 
that need it most. 

Let Solatube fill your home 
with beautiful, natural daylight. 
Switch to the sun. Call for free 
information or a dealer near you. 
Code 1076. 


1-800-966-7652 
www.solatube.com 


:9y SOLATUBE. 
“The Miracle Skylight. 


— Dealer Inquiries Welcome— 


editor’s angle 


Router rules to live by 


Perhaps no tool is more loved 
by woodworkers than the 
router. Small wonder. From 
cutting edge joints to jointing 
edges, the versatile router 
does it all. That's why we've 
devoted much of this issue to 
it. And despite the router’s 
many attributes, it's essentially 
a very simple machine, as are 
the rules for choosing and 
using one. Here are some of 
our favorites. 


know three guys who spend every Three guys who definitely know their stuff when it 


LES playing with woodworking 
tools and building projects. In 
between, they talk shop with woodworkers 
near and far. And for this they get paid. Nice 
work if you can find it, don't you think? 
I'm talking about Chuck Hedlund, our 

resident master craftsman; Kevin Boyle, 
senior design editor; and Jeff Mertz, design 
editor. Collectively, these guys have tried 
nearly every router, jig, and bit ever put on 
the market. There's not a router technique 
they haven't experienced. So, to mine their 
store of knowledge, I sat down with them 
recently to uncover their best rules for 
router use. Here's what they said: 

Choose a basic router. Don't put a 

lot of emphasis on exotic features when 
buying a router. Our resident router 
whizzes prefer no-nonsense tools, such as 
the venerable Porter-Cable 690. Nothing 
fancy, just an easy-to-adjust, accurate, and 
low-maintenance machine. Their favorite 
versions come with a D-handle. 

Pick a laminate trimmer for 

your second router. Big is not 
necessarily better when it comes to routers. 
In the WOOD? shop we reach for a lami- 
nate trimmer when using !4"-or-smaller 
round-over and chamfer bits. You just can’t 
beat the one-handed control this tool offers. 

Use a router table. We do about 80 

percent of our routing work on a table. 
Why? A table provides a high degree of 


comes to routers: (from left) Kevin Boyle, Chuck 
Hedlund, and Jeff Mertz. 


control, accuracy, and safety, especially 
with big bits. It also enables the use of 
adjustable fences, hold-downs, stop blocks, 
and dust-collection ports. 

By the way, neither Chuck, Kevin, nor 
Jeff has found the ideal router for a router 
table. “The perfect router for table use has 
yet to be invented,” according to Chuck. 
“Right now, if I had $1,000 to invest in a 
router table, I'd buy a shaper.” 

Select specialty bits carefully. 

The bits that get used again and again in 
the WOOD magazine shop are pretty basic: 
Ys" and 3" round-overs, a chamfer bit, and 
a rabbeting bit with bearing set. Chuck and 
Kevin admit a fondness for two specialty 
bits though. “I really like solid carbide 
spiral bits over straight bits because they 
slice wood instead of chopping it,” con- 
cedes Chuck. And Kevin loves his locking- 
rabbet set for sturdy, quickly made drawers. 

Get a handle on feed rate. To get 

smooth, burn-free cuts, move the router 
or your workpiece at a steady feed rate. 
And listen to the router. If it slows, take 
lighter, multiple cuts. 


Happy routing! 
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ae and Pneumatics. 


1 FIVE YEAR WARRANTY 
REX me 


Power Tools and Pneumatics 


"VW/hara Great Pro te Danin 
VVIICI C GreCdl Frojects DCUITI 


sounding board 


Our bulletin board for letters, comments, and timely updates 


Glues: revisiting a sticky subject 


Because of manufacturer and reader 
inquiries regarding the woodworking 
glues test in the September 2004 issue 


(no. 157, pages 80-85), we took a second | 


look at the test methodology and results 
and found the following: 

m An error occurred in creating the chart 
titled “A Few Glues Excel in Edge-Grain to 
End-Grain Joints.” The glue bead for 
Titebond III should have extended off the 
chart because the wood failed before the 
glue in all of the test samples. 

m The sample size for the strength 

test mentioned above and the water- 
resistance test on page 84 were restricted 
to three and two samples, respectively. In 
samplings this limited, the degree of accu- 
racy may not be sufficient to ensure the 
certainty of results due to the variability in 


the wood grain structure of the test pieces. 


Variations in grain orientation and wood 
density, even within the same board, can 
have dramatic effects on glue integrity. 
For example, Titebond IIl bonds broke 
under an average of 208 PSI in our 24- 
hour submersion test, but an independent 
test conducted by Teco, a lab in Eugene, 
Oregon, reveals that Titebond III passes 
the industry standard ANSI (American 
National Standard Institute) / HPVA 
(Hardwood Plywood Veneer Association) 
Type 1 test, HPVA's most stringent test 
for water resistance. In the Teco test, 
three veneers of 1Aex1x3" birch were 
glued face to face with Titebond III to form 
3^ex1x3" plywood samples (20 total). 


Those samples were submerged in boiling | 


water for four hours and then dried for 


HOW TO REACH US 


Editorial questions and feedback: 

m E-mail woodmail@woodmagazine.com; 
call 800/374-9663 and press option 2; or 
write to WOOD magazine, 1716 Locust St., 
GA-310, Des Moines, IA 50309-3023. 


Subscription assistance: 

= To notify us of an address change, or to 
get help with your subscription, go to 
woodmagazine.com/service; call 
800/374-9663 and press option 1. Outside 
the U.S., call 515/247-2981. Or write to: 


In Type 1 water-resistance testing, a glued 
specimen in wet and dry states is locked in 
jaws and subjected to shearing force. 


20 hours. The specimens were boiled 
again for four hours, cooled in tap water, 
then 10 of them were tested wet for shear 
strength at a rate of 600—1,000 PSI. The 
other half of the samples were dried and 
subjected to the same shear test. 

The bottom line: No other one-part glue 
that we know of has passed Type 1 test- 


WOOD magazine, P.0. Box 37439, Boone, IA 
50037-0439. Please enclose your address label 
from a recent magazine issue. 


m To find past articles: 
Go to our continuously updated online index at 
woodmagazine.com/index. 


@ To order past issues and articles: 
Order past issues of WOOD magazine and our 
special issues at woodmagazine.com/store, or by 
calling 800/346-9663. Be aware that many early. 


ing. Would we use Titebond III for exterior 
projects? Yes—its squeezeout is a breeze 
to manage and clean up compared to a 
polyurethane glue. If you're looking to 
bond wood with a nonwood material, then 
pick a poly. As with any exterior glue, we 
suggest securing joints on outdoor pro- 
jects with stainless steel fasteners or other 
proper reinforcement. 
a In the chart on page 85 we graded 
"speed of set" by giving the fastest glues 
the highest grades. However, in complex 
glue-ups, a longer open time (slower 
speed of set) proves to be an advantage. 
Viewed that way, the slower-setting glues 
would receive the higher grades. , 
m Speaking of open time, the article lists F 
different open times for Titebond III on 
pages 84 and 85. The actual open time in 
our tests of this product was 20 minutes 
(a figure that will vary depending on the 
humidity and temperature of your shop). 
m In light of these findings, we feel it is 
only fair to designate Titebond III as the 
top overall woodworking glue. It passes 
Type 1 water-resistance testing, 
it's easy to clean up, performed y 
without failure in our severe 
edge-grain to end-grain 
strength test, and has 
ample open time for 
complicated glue-ups. 
You can use it for interior and 
exterior projects with confidence. 
You'll pay a price higher than 
other PVA glues but much lower 
than polyurethane glues. 

—MWO0D magazine editors 


issues are sold out. For reprints, send $5 per 
article (no phone orders), including the article 
name and issue number, to: WOOD Article 
Reprint Service, P.0. Box 349, Kalona, IA 
52247; make check or money order payable 
to WOOD magazine. 


m Updates to previously published projects: 
For an up-to-date listing of changes in 
dimensions and buying-guide sources 
from issue 1 through today, go to 
woodmagazine.com/editorial. 
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"Gauge of sheet metal and quality of construction 
is far better than the Taiwan made products." 1 800 132 40 65 
D. Snavely - New York j = 5 ? 
Call Today for 
FREE Catalog! 


“The ease of the installation and the 
efficiency of the unit is just what I was 
looking ne I don't have a big shop but the 
dust was still a problem. Not anymore!” 


D. Shaputis - Colorado 


ust pleased with the overall 
ity of the product. The 
ttings, heavy gauge metal, 
nice welding, overall j 
appearance, very 
professional.” 

G. Sapach - Pennsylvani: 


*Tm 
a 


2hp Commercial 

Hands down, this machine 
tested best, so we named it 
Top Tool." 


WOOD Magazine - Dec. 2003 


"System works "The entire system is quality! (and 
flawlessly. Assembly _ does it work) I am one happy 
was straight forward. customer!" 

Great product." D. Duvendack - Michigan 


K. Richardson - Washington 
"Thanks for finally being able to 
deal with a professional company. 
Your effort with customer service 
is excellent.” 


“Couldn’t have been 
mapped out and | 
configured any better 
-all worked perfectly! 
Right from the 
deginning, Rich was 
extremely helpful, | 
asked a lot of great — 
questions and “knew” 
what I needed... great 
job." 

|. D. Schermerhorn - New York 


T. Starace - New York 


"Service was always great. One of the 

main reasons I chose Oneida was for 

the design service and it was all that I 

. hoped for. I felt that the system 
recommended to me was exactly what 

my shop needed." 

R. Weir - Massachusetts 


"I'm at that age now where I “ deserve” a 
Rolls Royce. Excellent quality and service." 


D. Peterson - Minnesota 


"Its hard to believe 
there is no dust in my 
shop. I love to sand — 
now. Since I've had 
the unit, I've added a : 
drum sander and 3 

there is still no dust. The internal filter is — .. 
easy to clean. I'd recommend the unit to 
everyone." 


.."the unit's performance is 
exceeding my wildest expectations. 
It was significantly quieter than 
my old 16 gal. shop vac. Pick up 
performance is tremendous. There 
1s no doubt in my mind that I made 
the right decision in choosing 
Oneida over the other cyclone 
systems currently on the market. 
I couldn't be happier with it's 
performance. It is obvious that the 
Oneida piping design provides 
optimum performance. 

B. Wilson - Pennsylvania 


J. Garrison - Illinois 


Call For Details! 
Dedicated to Dust Collection Since 1993. 


15-25hpSystems ^ wwwonelda-air.com 


Oneida Air Systems, Inc. 1001 W. Fayette St., Syracuse, NY 13204 


buys 


our editors test 


mitersaw 
lasers 


Looking for a way to add speed, convenience, and accuracy to your mitersaw and radial-arm 
saw cuts? An aftermarket laser shoots a bright red light across your workpiece showing the 
precise path of the blade, so you don't have to extend your mark across the piece with a 


square or tediously align the blade's teeth with the marked line. You simply mark your work- 
piece, align the mark with the laser line, and make the cut. We tested each of these lasers 
on a mitersaw, but you'll find similar versions of each for use on a radial-arm saw. 


Bladepoint mounts to your saw in place of the 
factory-supplied blade washer and casts a laser 
line straight along the left side of the blade and 
onto the workpiece. An internal centrifugal switch 
automatically turns on the button-battery-powered 
laser as the blade speeds up, and turns it off as it 
slows, maximizing battery life. | got about 2 hours 
of continuous run time from the batteries; start- 
and-stop cutting will make them last much longer 
in actual use. 

To use Bladepoint, | place my workpiece on the 
left (waste on the right), start the saw to light the 


Unlike other mitersaw lasers I've seen, Laserkerf 
shows the entire kerf. The model 125, with its Ye" 
wide laser line, matched my blade's width so well | 
could consistently split a pencil line regardless of 
which side of the blade | sawed on, even in bevel 
and compound cuts. | did find it easy to bump and 
would always test its alignment before any work 
session to prevent miscutting a valuable piece of 
stock. Fortunately, alignment knobs let me make 
those adjustments fairly easily. 

Installation is different for nearly every mitersaw, 
and the Laserkerf Web site gives you some idea of 


The Laser Line Cutting Guide (model LLINEMS) 
from Penn State Industries installs on the miter- 
saw's blade guard, which has never impressed me 
as a terribly stable mounting surface. However, for 
the most part, | was surprised at how accurately it 
shows the cutting line. For miter cuts, it was dead- 
on or within ¥2". | can't recommend it for bevel or 
compound cuts though: As the saw head tilts, the 
guard droops, and with it the laser line, causing 
cuts to be off as much as %2". 

Installation took me about 20 minutes, mostly 
because | moved the laser unit farther up on the 
guard than shown in the instructions so it would 
cast its line across the front edge and width of a 


laser, then move my workpiece to the right until 
the cut line just "kisses" the right edge of the laser 
line. Whether making miters, bevels, or compound 
cuts, Bladepoint proves reliably and repeatably 
dead-on. However, because it marks only the left 
edge of the blade, it's little help for cuts made with 
your keeper piece on the right, as sometimes hap- 
pens when cutting crown molding at its "installed" 


angle between the fence and tabletop. 
—Tested by Jim Harrold, Executive Editor 


617/770-4575; bladepoint.com 


what's involved for your saw, although those 
instructions—like the general instructions that 
come with the laser—are sometimes unclear. The 
laser unit mounts behind the blade and you attach 
its manual power switch near the saw handle. 
Both mount solidly with strong adhesive strips. 
| tested the 110-volt version, and a AA-battery- 
powered model also is available. Both also come 
in a thin-kerf configuration with a narrower laser. 
—Tested by Bill Krier, Editor-In-Chief 


859/494-0790; laserkerf.com 


6"-wide board. Unlike blade-washer-style lasers, 
you can align the Laser Line Cutting Guide to show 
either the right or left edge of the blade, or even 
switch from one side to the other between cuts if 
you like. The adjustments are easy, requiring only 
one test cut. 

Periodic realignment is advised, especially if you 
move your saw frequently. (Mine bumped my leg in 
transit and got knocked out of whack.) And remem- 
ber to manually turn off the unit after every cut to 
extend the life of the button-style batteries. 

—Tested by Owen Duvall, Project Editor 


800/377-7297; pennstateind.com 
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A catch-all tool for 
your catch-all drawer. 


If you're gonna own one power tool, this should be it. Ryobi's new HP Series ^wdriver/ 


drill is lightweight, affordable, comfortable and ly 


tile. 2096 more powerful, too, 


making any home repair or installation project faster and easier. It's 


the perfect tool for smaller hands and smaller projects. So when you're 


putting up drapes or installing closet shelves, reach for the HP. Right 


Available there in the catch-all draw: where your screwdriver used to be. 


witb 7.2, 9.6 or 12V www.ryobitools.com 
batteries, plus charger, 
case and bits. 


Sold Exclusively at The Home Depot 


router clinic 


Buying a router: 
need you go pro? 


What's the real difference between a 


router costing $100 and another 


costing twice that? The answer might 


surprise you. 


hopping for a router at the home 
QS you see two router kits side 

by side: Both boast plunge and fixed 
bases, 2 horses under the hood, 1⁄2" and 1⁄4" 
collets, similar features, and lengthy 
warranties. Yet one sells for $99 and the 
other for $240. There must be some differ- 
ence between the machines, but should you 
pay the difference? That depends on how— 
and how much—you'll use that tool. 


The class system for 
power tools: DIY and pro 
Power-tool manufacturers typically design, 
build, and market their machines to suit one 
of two types of users: the do-it-yourself 
(DIY) user or the professional. (See "What 
Kind of Router User Are You?" at right.) 
Both have different needs and place differ- 
ent demands on their tools. 

For example, the DIY user may have less 
experience with power tools (this may be 
his first router), so such ergonomic touches 


as large soft-grip handles and a trigger-style | 


power switch give him confidence to 
operate the tool safely and effectively while 
growing his skills. Function trumps finesse 
for this user with depth-setting systems that 
operate intuitively, sometimes at the 
sacrifice of fine adjustability. The DIYer 
uses the tool less frequently, for shorter 
periods of time, and is more likely to 
replace the router than repair it, so service- 
ability means less to him. 

The pro, on the other hand, may use the 
tool all day, every day and is more 
concerned with power, performance, and 
precision than ergonomics. In fact, a pro 
may not use the handles at all, opting to 
grip the tool around the motor if that best 
suits the job at the time. He's also more 
inclined to perform routine maintenance, 


so the router 
design he chooses 
should promote 
ease of self-service with such features as 
externally replaceable motor brushes. 
Although those profiles appear to be 
black-and-white, in truth there are many 
“grey” users. For instance, an up-and- 
coming woodworker may buy a pro router 
because he doesn’t want to mess with buy- 


| ing a step-up router later. And we've seen 


DIY-level routers in pro shops (typically 
dedicated to a specific occasional task) 
alongside the pro routers assigned to 
tougher daily assignments. 


We chopped up two perfectly good routers in our quest to learn the 
differences between low-dough and top-price routers. 


Pro routers outperform 
DIY when the heat is on 
You can't judge a router by its outward 

_ appearance, so we went undercover to see 
what separates DIY and pro routers, disas- 
sembling and cutting away 2-hp routers 
from Bosch and Skil (both manufactured by 
the Robert Bosch Tool Company). After 
tearing into the tools, we showed them to 
Lance Stonehocker, the top router service 
technician at Puckett Tools & Equipment, a 
local Skil/Bosch authorized service center. 


WHAT KIND OF ROUTER USER ARE YOU? 


DIY 


Professional 


E Earns a living with tools, and _ 
needs to have high-quality tools — 


E Less informed about what is 
available in the market. 


‘| athand. ~ 


E Choice of brand reflects years of 
experience and expectations of 
quality and precision. 


E Likely to buy from specialty 
Store, catalog, or online. 


ool 


W Uses a router for short bursts of 
activity (5-10 minutes at a time). 


W Turns a router on and leaves it on 
for 30 minutes or more at a time. 


Uses a router occasionally, 
perhaps once or twice a month. 


. B Uses a router regularly, more than 
once a week. | a 


W When router fails, is likely to 
replace it with another router. 


W More likely to repair a router 
than replace it. 


E Low price and ease-of-use are 
. top priorities. - 


Bi Precision, power, and durability 
are top priorities. im 


Continued on page 14 
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Introducing Freud's New Dial-A-Width Stacked Dado Set 


No More Shims 
For a perfect fit every time, all you need to do is dial. Freud's SD608 Dial-A- 
Width Dado set performs like an ordinary stacked dado set, but the shims 
have been replaced with a patented dial system, which allows you to adjust 
the width via an exclusive dial hub capable of micro adjustments. Each 
"click" of the dial adjusts the blade by .004'— that's thinner than a sheet of 
paper. The adjustable width range for the dial is 1/4" to 29/32". 


Easy and Accurate 
Freud's innovative adjustable-hub design not only eliminates the need for 
shims, but allows you to fine tune the width of the dado without ever 
removing the dado cutter from your table saw. No more wasted time mak- 
ing adjustments and re-adjustments. A simple click of the dial ensures Š 
accuracy the first time. N 


Flawless Finish 
The SD608 features the same premium materials and quality as all of 
Freud products. The blade bodies are laser cut for extreme accuracy, and 
the precision-ground arbor holes ensure precise blade alignment on any 
table saw. The MicroGrain carbide is manufactured specifically by Freud 
for splinter-free, flat-bottom grooves in all materials — including problem 
materials like veneered plywood or melamine. 


Choose the dado set that produces the best finish and highest-quality cuts ® 
of any dado set today- choose Freud. Whether you're a production shop, 
custom woodworker, or serious woodworker, Freud makes it easy for you to - 


endlessly create dadoes with flawless flat-bottom grooves. 


The Psychology of Woodworkin 
For Freud's full line of high quality dado sets, go to: s ERAT me 
www.freudtools.com (CANADA) 1-800-263-7016 


Hungry for more info. 
xf ON routers? 


d 


Routing techniques and 
more created by the 
editors of WOOD. magazine 


os HAS is e 
Raised-Panel Doors Made Easy 
DS-053a 


Five Ways to Get the Most 
Out of Your Router 
DS-037 


Mid-Size Plunge Router Review 
TR-013 


Ew 


How To Table-Mount Your Router ; 
DA-00022 


Download any of the techniques or 
tool reviews starting at just $4.95. 
To download the information yourself or to 
preview over 400 other plans and articles, go to 


WD1104 


clinic 


Stonehocker says a router s number 
one enemy is heat, which shortens the 
life of the motor and bearings. The 
photos, right, show how differences in 
the bearings and armature assemblies of 
the Skil (DIY) and Bosch (pro) 
machines impact their heat resistance. 

m Motor armature: The armature is the 
part of the motor that spins, turning the 
shaft and the collet that holds the bit. 
The large surface area of Bosch's long 
narrow armature heats slower and cools 
faster than the short squat armature on 
the Skil. It also reduces deflection of the 
shaft when there's a heavy side load on 
the bit (such as when routing edge 
treatments). 

m Bearings: Big shielded bearings on 
both ends of the Bosch armature run 
cooler and protect the bearings from 
dust penetration and loss of lubrication 
better than the smaller sealed bearings 
on the Skil. 

m Motor housing. Bosch’s aluminum 
motor housing acts like a heat sink, 
drawing heat away from the motor. 
Skil’s plastic housing acts more like an 
insulator, trapping heat inside the router. 

Stonehocker says that the Skil router 
probably should not be operated full 
throttle for more than 20 minutes at a 
time due to motor-damaging heat 
buildup. And it should be allowed to 
cool for at least 20 minutes before using 
it again. The Bosch router, he says, 
could probably run 60 minutes continu- 
ously before heat begins to take its toll. 
It’s ready to get back to work in only 
10-15 minutes. He speculates that under 
identical working conditions, the Bosch 
motor would last two to three times as 
long as the Skil. 


First off, from the outside of the tool, it’s 


hard to tell a DIY router from a pro 
model. Price and brand name are your 
best indicators: Black & Decker, 
Craftsman, Ryobi, and Skil represent the 
DIY category, while Bosch, Craftsman 
Professional, DeWalt, Hitachi, Makita, 
Milwaukee, and Porter-Cable typically 
build to pro standards. 

If you honestly assess yourself using 
the user profiles shown in the chart, you 
may find that you can save money by 


buying a DIY router, and still have a tool 


that will last your lifetime. Or you may 


Large shielded 


Small sealed bearing 
bearing 


Skil 1825 Bosch 1617 


Collet 


Skil's small shaft bearing heats up faster than 
Bosch's larger bearing, making it less durable. In 
a similar fashion, Bosch's 32-segment commuta- 
tor runs cooler than the 16-segment commutator 
on the Skil router and allows it to better 
withstand overload conditions without failure. 


discover that your level of usage 
warrants spending the extra money on a 
pro-level router, with bigger savings 
over the long haul. 

At the prices of most DIY-level 
routers, we think that most woodworkers 
will benefit from having both kinds in 
their shop: Keep a pro-level tool on hand 
for the toughest routing tasks, and a DIY 
model or two dedicated to specific bits 
or tasks. The time savings alone from 
not having to change and set up bits 
quickly makes up for the extra money 
you'll spend. # 
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Forrest Blades 


Quality Blades for 
America's Craftsmen 


Serious woodworkers demand perfection. 
That's why so many of them choose 
Forrest saw blades. 


Forrest quality is legendary. Our 
proprietary manufacturing process, 

hand straightening, and unique grade of 
C-4 micrograin carbide give you smooth, 
quiet cuts without splintering, scratching, 
or tearouts. In fact, independent tests rate 


our blades as #1 for rip cuts and crosscuts. 


Forrest saw blades are simply the best that 
money can buy. They're made in the USA by 
the same family-owned business that's been 
producing and sharpening them for over 55 


years. And they're backed by a 30-day money 


back guarantee. It's no wonder that serious 
woodworkers give them such high praise! 


"Your blades are without question the 
best by miles, and I have tried them all.” 
Bob Jensen-Fridley, MN 


"These are the finest blades | have ever 
owned and you should be proud of your 
quality product." 

Patrick T. Hankard-South Windsor, CT 


"[Forrest blades] cut true, with no vibra- 
tion. | was a carpenter by trade for over 
60 years and continue to be an active 
woodworker. So, | can say with confi- 
dence that Forrest blades are the best." 


Carl Stude-Burbank, CA 


The message is clear. If you're looking for 
quality, performance, and value, it pays to 
choose Forrest blades every time. 


Our Most Popular Blades: 


Woodworker Il — This 
award-winning, all purpose 
blade is the finest of its 
type. It turns big jobs into. 
easy-to-handle ones. 


prre 


Dado-King — The world's 
finest multi-tooth dado set. 
It works effectively in all 
directions—with the grain 
- or across it. : 


Chop Master — Produces 
perfect miters every time— 
with no bottom splinters. 
You get smooth edges on 
all types of wood. 


Woodworker I — Great for 
table and radial saws. It 
trims and crosscuts all 
woods up to 2" and is 
ideal for plywood. 


Duraline Hi A/T — Our best 
blade for birch and oak ply 

veneers. It also delivers a 

clean cut on melamine and 
vinyl over particle board. 


Forrest blades come in a wide variety of 
sizes and are available for practically 
every application. Call or send for our 
complete list of products. 


Circle No. 206 


Three Convenient 
Ways To Order 


We back our blades with a 30-day money 
back guarantee. So, choose the method 
most convenient for you and order today: 


* Visit one of our fine-quality dealers 
or retailers. 


* Call us toll free at 1-800-733-7111. 
(In NJ, 973-473-5236) Ask about special 
discounts, free shipping on orders over 
$275, and discounts for blade sharpening. 


* Contact our internet store: 
www.stores.yahoo.com/forrestman 


The First Choice of Serious 
Woodworkers Since 1946 


Code WM 


© 2003 Forrest Manufacturing 


workshop goofs 


learn not 
to burn 


Don't let router bits get you or 
your workpiece overheated. 


ant to prevent those annoying 
burn marks that leave your 
routed edges black and 
your face red? Keep cool by putting the 
following tips to work. 


Keep it clean 

Ideally, you should wipe your bits clean 
after each use. Most of us, though, just drop 
them back in their holders and walk away. 
Unfortunately, resins and dust build up that 
cause bits to get hotter faster, making them 
more likely to burn the wood. 

If your bits are covered with sawdust, 
wipe them with a dry cloth. Remove the 
stubborn build-up with a blade-and-bit 
cleaner. The benefit: Clean bits stay sharp 
longer because excessive heat breaks down 
carbide cutters. 


Stay sharp 
A dull bit cuts poorly and builds up heat 
doing so. If you can run the cutter over 
your fingernail without shearing off a 
shaving, then your bit needs sharpening. 
To freshen up router bit cutting edges 
with diamond lapping stones, hone only the 
flat surfaces. Count your strokes to make 
sure you remove the same amount of 


NT 
Blade & bit cleaner hm = 
x 
Va. 
i, Extra fine \ 
Fine diamond stone ks 
diamond 1,200-grit) CN 
stone 
(800-grit) 4 


Hone flat 
surfaces only 


Remove pitch to keep bits cool. Diamond 
lapping stones (about $7 each) keep a keen 
edge between professional sharpenings. 


material from each cutter to keep the 

bit balanced. It only takes a half-dozen or 
so strokes with each stone. If that doesn't 
restore cutting ability, have the bit 
sharpened by a pro or replace it. 


Set speed limits 

Router bits spin up to 24,000 revolutions 
per minute (rpm). And most bits have two 
cutters, so they take up to 48,000 bites every 
minute. Think of it that way and you see 
why bits and wood heat up in a hurry. 

To keep things cool, set your router speed 
according to the chart, above right. If your 
router doesn't have variable speed, you can 
get a plug-in controller for less than $25. 
(Check your local retailer or contact MLCS 
at 800/533-9298; mleswoodworking.com.) 

You can keep heat in check too by 
controlling how fast you feed the bit into 
the workpiece. A slow feed rate generates 
more heat. Use a fast and consistent feed 
rate to keep the bit and wood cool. 


Router speed: 
D 15,000 rpm 


Feed rate: fast a 


ü 


Router speed: 
24,000 rpm 
Feed rate: slow 


We used the same router and dull bit to 
round over these maple pieces (cut from the 
same board). The results are quite different. 


Bit diameter Max. Speed (rpm) 


Up to 1" Up to 24,000 
1 to 174" 16,000 to 18,000 
1% to 214" 12,000 to 16,000 


214 to 35" 12,000 


Watch your woods 
Some woods, such as oak, don't easily burn. 


| Maple and cherry burn notoriously because 
| of their density and the oils and extractives 


they contain. Among softwoods, pine can 


| be troublesome in areas that contain pitch 


pockets. With these species, slow the router 
and increase feed rate to minimize burning. 


Take it one step at a time 
Powerful routers and sharp carbide-tipped 
bits are capable of hogging out large cuts in 
even the hardest of woods. But doing so 
stresses the bit, causes tear-out, and leads to 
burning. When removing more than 1⁄4" of 
material, make multiple shallow passes, as 
shown below. & 


A deep pass 
removes a lot of 
material but 
burns the wood. 


A shallow final pass 
(vs2" to Vis" deep) 
gives clean 

results. 


i RR * 


Even in burn-prone woods, such as cherry, 


| making a shallow final pass keeps the bit 


and wood cool to eliminate most burns. 
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More power. More torque. 
More jealousy on the job site. 


ii 161181201. 


RR 
RIDGID 


www.ridgid.com S e SER 
The new RIDGID three-year limited service warranty. Ti he Hest in the business. 
You'll work Siarter and more efficiently ‘with RIDGID; heavy-duty. fools that are heavy on the 
featutes professionals want. Like Exactline" laser precision. And, batteries that Aully charge.ifi half 
the time.Plus, free battery replacement for the fitst three years. RIDGID 


tools do things other tools.can't. So you can do things other pros can't. RIDGID 


Powerful. Durable. Professional. 
SEN ed 
PS" . Available at The Home Depot® 


Slide a 
*«no-brainer^? 


under the tree. 


“Take this battery and 


plug it... into this tool 23 

"I bave found or this tool or this tool. The granddaddy of 

Jreedom, my Someone really gets it!” all combo packs for 
; my granddaddy!” 


friend. And it 
comes in tbe form 
of Tbe Starter Kit." 


This Christmas, Ryobi's One+ System is the common 
sense way to give power tools. Or get 'em. 


expanding suite of truly useful tools you can mix *n match 
1o your heart's content. Begin with a Starter or Combo Kit 
(batteries and charger included). Then add on as your projects 


In the past, every cordless tool you bought 


came with batteries, a charger and case. 


Whether you wanted them or not. That's 
ictate or budget allows. 


about as logical as requiring you to buy 
an extension cord and outlet with : This year, give the gift that every do-it-yourselfer 
ARE 


every corded tool you own. i really craves, Power, flexibility, 


Well, hallelujah! 


Common Sense has finally 


control, possibilities! And 
then, pass the mistletoe. 


Need a replacement 
battery? 
We've applied a little 
common sense here too. 
In the form of a big price 
reduction. Two batteries 
for $39.95. Yes, Virginia, 
there is a Santa Claus. 


arrived. Just in time 
for Christmas. 

The idea's simple. One common $ 
power source that works with 
every 18V cordless tool we've 
ever made... or can imagine 
making. Plus a large and ever- 


"Now I've got 


ri “IfI get one of b “Lots of tools 
a aga each for me and TEENS d ery, and. d one "Tbe one 
between covered for Just one for all of STAVEPONMO e power source. "One* wbatever place to 


ep my friends, that's WOR ELETCUILS Merry Christmas we think of next.” One+.” 
a long time comin’! not greedy, right?” — no more. ee c t get | 


s for your shop 


For Wood Screws ofthis size 
p 
38. #10 


multitiered 
drill/driver 
organizer 


Us the ftowing accessories and bole sizes 


3 “o 
te Th |W 


1h 


Build the box, 
then apply the 
uick-reference 
chart to match the 
right bit instantly 
to the right screw. 


o achieve maximum holding power * 
. when using screws, drilling the 

correct pilot- and shank-hole sizes 
are a must. And, knowing what combina- 
tion pilot/countersink bit to use for each 
screw size can be a "bit" confusing. Then 
there's the problem we all face of keeping 
our many drilling bits, plug cutters, and 
driving bits organized. To solve these 
dilemmas, build this super organized 
project. You'll even find a color-coded 
chart to make selecting the correct bit a no- 
brainer. Extra tiers provide plenty of room 
for all the bits you'll need to drive a wide 
assortment of screws. f 

To build one, use the drawing at pe ree 

right and the full-size patterns on 38* round-over, E 
the WOOD Patternse insert to cut routed after assembly 
pieces A-F to size. Use 1⁄4" hard- 
board for parts A and 24" solid 
stock for everything else. For the 
tiers (F), cut a ¥4"-thick piece of 1394" 
stock to 2x26". Mark the hole 
centerpoints and kerf locations for 
crosscutting the pieces to length. 
Drill the holes, bevel-rip the 
bottom edge with a pair of 45° 
cuts, then crosscut the tiers to 
finished length. When assembling 


Va" l 
TP. FH. | 
wood screw 


#6 x34" 
wood screw 


#8 x V4" F.H. wood screw 
Z #10 x 34" F.H. wood screw 


SEU 


#12 x 9A" F.H. wood screw 


1e" 


3a" round-over 


F i See WOOD deca f= 
the project, allow the lid to rotate Paneme Eon - 9s" hole, ~ 
on the two #8x3⁄4" flathead for hole locations. countersunk X 
screws. We sanded the edge ‘ es deu 


of the lid to rotate smoothly 
between the sides (A). 

Use model airplane gloss- 
enamel paint or nail polish 


3A" solid 
stock 


y" round-over 
routed after assembly 
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For wood screws of this size 


#10 


Head bore size 


15/54" 9/55" 11/52" 25/54" Te" 


Shank hole size 
ea" | Ya" | S2" | A6" | 7⁄2" 


Hardwood pilot hole size 
5 u LLI 7, u u 9, LLI 
y64 3/32 //64 Vg feq Gorilla Glue is the versatile; 

interior/exterior adhesive 


Softwood pilot hole size i ideal for most household 
i fixes and building projects 
n" u " n " H Ig Proj 
he 5/64 3/32 7/64 Vs i fornire renale crate, 
i H woodworking, and general 
He. cce es | MEER MES NIIT TMUNME iH repairs around the house. 


Bonds wood, stone, 
metal, ceramic & more! 


to mark portions of the bits to match the note the size of the screw on the chart. If Micreaioy strong and = 
color-coded chart. Cut out the color chart or | you're not sure, match its head size to the 1OBiewaternogh 

make a color photocopy of it. Using spray tier of screws permanently mounted in part REQUEST YOUR FREE 
adhesive, adhere the chart to the inside of E. Match the color on the chart for that INFORMATION KIT! 
the box, where shown in the photo on page particular size to the color coded bit. # www.gorillaglue.com 
20. Then, when you need to drill a hole, Project design: Jeff Mertz 


1-800-966-3458 
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develop your 


avoid these _ 
power-sanding 


slip ups 


Sanders can be your shortcut to success or a 


source of hasty headaches. Here's how to 


avoid the most common sanding mistakes. 


one right, power sanding speeds 

your way to a silky surface. Done 

wrong, your impatience will haunt 
you with every flat spot, gouge, and burn 
mark your tools leave behind. Here's how 
to avoid sanding's biggest risks. 


Match Grit to Grain 


Potential problem: Figuring that fine- 
grained hardwoods, such as walnut or cher- 
ry, require a fine sandpaper grit, you add a 
fresh 220-grit to your drill press sanding 
drum or disk sander and give your work- 
piece a firm push to remove saw marks 
around the edges. Suddenly, there's the 
scent of burnt wood in the air. Like the 
only slightly exaggerated example shown 
above, your project is now firewood. 


Safeguards: Avoid this problem by using a 


| coarser sandpaper—such as 80-grit—for 


your disk or oscillating spindle sander. Let 
the machine do the work and use soft pres- 
sure when pushing the workpiece against 
the sander, especially on end grain. Keep 
your sander or your workpiece in constant 
motion to prevent heat build-up. 
Oscillating spindle sanders work great for 


dense hardwoods. The up-and-down motion | 
| of the spindle spreads sanding-generated 


heat over a greater area than a sanding 
drum on a drill press, although you still 
need to keep your workpiece in motion. 

If you’re sanding a workpiece down to a 


| pattern line, first cut it to within 42" of the | 
| final shape to eliminate as much sanding 
| as possible. 


Scuff-Sand by Hand | 


Potential problem: You're sanding down — | 
your sealer coat of clear finish with 220-grit | 
paper when your sander cuts through both | 
the finish coat and the stained surface 
beneath. Odds are you'll need to sand down 
to bare wood and restain the entire surface 

of the damaged face. 

Safeguards: This time, rethink the need to 
sand between the first and second coats. 
Finishes such as lacquer partially dissolve 

the earlier coat, and require no between- 

coat sanding. With polyurethane finishes, 
apply a second coat without sanding the 

first sealer coat, which often dries rougher 
than following coats. After the second coat, 
use 320-grit sandpaper on a hand-held pad 

to scuff-sand a bondable surface for the 

next coat. Commercial sanding sealers 

require especially mild sanding. 


Sanding pad 


Continued on page 24 
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NEW VARATHANE 
PREMIUM STAINS’ 
FORMULA IS CLEARLY 
SUPERIOR. 


Most stains are made with linseed oil. 
Varathane Premium Wood Stains are 
made with our proprietary, ultra-clear 
soya oil formula. Unlike linseed 

oil which can contribute unwanted 
color to stains, the clarity of 


m m 


9 m 
Soya Ol 


Varathane's soya oil formula 
allows the stain to reveal 

the beauty of your wood. The 
end result? All of Varathane 
Premium Wood Stains' 24 colors 
are considerably richer, clearer 
and brighter. 


*WOULD YOU 
LIKE A NICE 
CABERNET?" 


Or Traditional Cherry? Or Mission 
Oak? Varathane Premium Wood 
Stains are available in colors that 
wood enthusiasts most desire. 

In fact, Varathane's colors are preferred 
more than 2 to | 
over Minwax* 
From Natural 

to Dark Walnut, 


you're sure to find 


the right color 


for your wood 


finishing project. 


THE STORY OF OUR 
SUPERIOR STAINS. 


STARTING WITH A 


TOUR OF THE PLANT. 


Circle No. 118 


VN — 
pa Maathane 


ju, 
EA Ta 


iain 


Re S FIRST Cis eit 


And unlike other 
stains that often take 
up to six coats to 
achieve the color 
shown on the can, 
Varathane's colors 
can be achieved in as 
little as two coats. So 
you spend less time 
staining your project 


and more time enjoying it. 


DISCOVER OUR 
SPECIAL TRIAL 
SIZE PACKETS 
TODAY. 


1 Now Varathane has made finding 
the right stain color easy. 

| Introducing new Varathane trial 
size packets, created to give you 
the confidence 

to find the 
IM right color 
the first 
time. These 


inexpen- 
sive and 
easy-to- 
use sedet 
are available in all 24 colors. 
Each packet contains enough 
stain for you to test any color 
on your project, so you're 
always sure to find exactly the 
right stain color. 


Visit www.woodanswers.com 
for more information. 
Varathane - 
Wood's First Choice. 


Minwax" is a registered trademark of the Sherwin Williams Company. 
*Source: Preference Test of the Varathane Line versus the Minwax 
Line of Interior Wood Stains, May 2003 


develop your shop skills 


Copy the Contour 

Potential problem: You've just fed a work- 
piece with a long, sweeping curve through 
your oscillating spindle sander when you 
stop to admire your work and discover that 
your long curve has become a string of. 
bumps and dips. 

Safeguards: We exaggerated a bit here to 
make a point: Always use the largest diam- 
eter drum that fits within the radius of the 


PROBLEM: RUFFLES WITH RIDGES 


curved edge. A hand-sanding alternative 
uses the curved scrap created when your 
curved workpiece was cut. Rough-sand the 
saw marks from the curved edge of the 
scrap piece without altering its profile. 
Then cut and attach strips of adhesive- 
backed sandpaper in progressively finer 
grits, starting with 60-grit and ending with 
180- or 220-grit, turning the scrap into a 


| custom-contoured sanding block. 


SAFEGUARD 


i Sos 


sanding block 


Sand Veneer with Care 
Potential problem: Edge-banding a sheet of 
hardwood plywood with matching veneer 
often leaves overlaps where the edging pro- 
trudes above the surface of the face, so you 
pick up your sander and lean it over to even 
out the excess. On one especially stubborn 
portion, the plywood hardwood veneer dis- 
appears along with the edging, exposing the 
layer beneath. 


PROBLEM: LIVING ON THE EDGE 


Safeguards: Don't tilt your sander as you 
cross the edge or you'll remove both veneer 
and edging. If you're still concerned about 
cutting through the veneer, sand the over- 
laps by hand with 220-grit paper or higher. 
You can also trim veneer using a chisel 
with the bevel side up and the back flat 
against the face of the plywood. Finish by 
lightly hand-sanding with 220-grit paper 
or higher. 


SAFEGUARD 


24 


Skip the Dips 

Potential problem: When edge-joining 
pieces of exact thickness, it’s tricky to glue 
panels with perfectly even joints. So you 
cruise your power sander up and down the 
problem seams, and the situation goes from 
bad to worse: Your uneven joints turn into 
noticeable dips. 

Safeguards: Sanders make poor thickness- 
ing tools, especially belt sanders. When 
gluing up sections, inspect for workpiece 
slips at joint lines, and correct imperfec- 
tions well before the glue sets. 

If a problem still surfaces, visualize an 
area about twice the width of your sanding 
pad on either side of the joint and work 
gradually from the edges to the center to 
avoid abrupt surface changes directly over 
the joint. 


PROBLEM: THE BIG DIPPER 


Oh, brother! 


Continued on page 26 
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Glue the best ever? It's waterpn 

cleans up with water. It allows eight 
minutes of open assembly time 
and offers an application 
temperature as low as 47^. 


Plus it's vastly - 
stronger, safer, —. 
easier to clean up and. 
.. less expensive than 
polyurethane glues. — 


ultimate wood glue. 


1-800-347-4583 
www.titebond.com 


Circle No. 24 


develop your «s 


Losing Your Edge Safeguards: For simple shapes, such as the sander surface to the shape of what you're 
Potential problem: You figure that if you one below, make a contoured sanding block | sanding: Divide a complex routed profile 
hold your pad or random-orbit sander just by bandsawing a chunk of rigid polystyrene ' into separate curves and angles, and use 
right, you can reach into the nooks and | foam to match the edge profile and cover it | matching contoured pads to sand each 
crannies of a profiled edge. Unfortunately, with adhesive-backed sandpaper. (Spray | portion of the routed edge. It’s slow going, 
the profile loses its crisp lines and curves adhesive dissolves foam.) but your profiles will look as crisp as they 
become flattened. Here's another option for matching your are smooth. # 
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The Next Level... ee. TOOLS 


pir tal 


WAY MONEY-MAKER 
Le 


Planes Sands Saws 


Quick- — Molding Head lets you 
create custom molding from any stock. 
Choose from over 500 standard trim and 
picture frame patterns...or design your own! 


Commercia y Thickness Planer 
features infinitely variable feed rate. 


| Use higher deed for fast stock removal... 
low doi to get over 1,000 cuts per 
inch for fine finish passes. 
Now, turn a $5.00 rough board into $75.00 
worth of high-dollar molding in just minutes. 
Make over 500 standard patterns, curved 
molding, tongue & groove, picture frame stock, 
any custom design. QUICKLY CONVERTS from 
Molder/Planer to Drum Sander or power-feed 
Multi-Blade Ripsaw. Made in U.S.A. 5-Year 


Warranty. Choose from 12", 18" or 25" models. Circle No. 1818 


Just a twist of the dial ad spss the Woodmaster from 70 to over l Power Feed or rum Sander gus fous 
IOUS 

1,000 cuts per inch. Produces a glass-smooth finish on tricky ! production, improves quuni hore 

grain patterns no other planer can handle. Plenty of American- | waves or cross grain scratches. 

made “muscle” to handle money-saving, “straight-from-the- 


sawmill” lumber. Ideal for high-value curved molding. 1 


BEER E rie | RUNAWAY HOBBY | 

Men c HN cC obviousl the — | wie s to Woodmaster, | a 

CT for the money. 50, h | ds nd dus 2 hobby | fie with aia Faon SF, F ite 
Id like to acknowledge the business.” ime millwork | lime it takes for hand-fed passes on an 
| wou d prompt service. 7 | ordinary table saw. 

olo Holz N North Carolina | - D.A. Probst, Pennsylvania 


[m Rush me my FREE Information Kit! 
voee neon 


M 
— — 


Name 


Je 
M 


Address 
City 


Mail is coupon o 
Call Today For FF EE FACTS! e = 
7j : r gE - 
1-800-821-0051 
Ask for Extension rmn 3 


Zip. 


loodmaster Tools 
Dept. 313" 1431 N. Topping Avenue 
Kansas City, MO 64120 


3-Way 
MONEY. 


E 


Short cuts 


News and notes from the woodworking world 


Cordless drill to the rescue 


| copter would move King to the 


"Though most people don't need another 
hole in their head, that wasn't the case for 
29-year-old Ben King, a Hailey, Idaho, res- 
ident. While visiting a friend, King fell 
down a flight of stairs and hit his head on a 
concrete floor, rendering him unconscious. 
Internally, blood welled up in his skull, cre- 
ating potentially fatal pressure on his brain. 
Due to the severity of the case, doctors 
decided to transfer King from their small 
local hospital, the St. Lukes Wood River 
Medical Center at Ketchum, to a larger one, 
St. Alphonsus Regional Medical Center in 
Boise. But because of a snowstorm 
outside, getting him there proved a chal- 
lenge. It required an ambulance ride to a 
rendezvous point where a LifeFlight heli- 


Test your workshop smarts 
Answers to the questions in issue 158: 


m What woods did makers use in the con- 
struction of Civil War era canteens? 
According to Stephen W. Silvia, author of 
Civil War Canteens, canteen makers used 
cedar, cherry, and 
maple. Cedar was 
the least preferred 
as it tainted the 
flavor of the 
water. Canteen 
construction, as 
depicted by the 


drum model left, 


of flat, round 
faceplates 
spanned by sever- 
al short staves 
serving as the 
sides. Like a 
wooden barrel, 
these were held 
tightly in place by 
metal bands. 
Added to this 
were a cylindrical 
wood mouthpiece 
and a cork that 
stopped the con- 
tainer. 


Civil War-era wood drum 
canteens typically 
measured 2% X 712" and 
carried one quart 

of water. 


| hospital's maintenance shop and 
| drove off to catch up with King at 


Confederate wood 


consisted of a pair 


larger facility. 

With King's condition worsening 
by the minute, a concerned radiolo- 
gist who studied the brain scans told 
the Center's emergency physician, 
Keith Sivertson, that he didn't think 
King would survive the transit. 

In need of a solution, Dr. 
Sivertson grabbed a 14.4-volt cord- 
less Makita drill and bits from the 


the rendezvous. Arriving at the 

moment of transfer, the doctor then drilled a 
3$" hole in King's skull to relieve the pres- 
sure. The unorthodox procedure did the 


m Can you name this unique 
Victorian-era hand tool and describe 
its use? 

Carpenters working on late Victorian 
houses over a century ago might recog- 
nize this cast-iron handheld miter box or 
"miter gauge." Fitted with an adjustable 
spring-activated lock that allowed the 
head to be fixed at the desired sawing 
angle, the device could be used by a 
workman on a roof or ladder to cut 
boards without having to return to the 


| Touse the miter gauge, a carpenter 
| locked its head at the desired angle, 
rested the rail against the board's edge, 
and, with a handsaw or backsaw insert- 
ed through the jaws, made the cut. 


At a ceremony in his honor, Dr. Sivertson presents 
former patient Ben King with a T-shirt showing the 
Makita drill that he used to save King's life. 


trick, pulling the patient through, and mak- 
ing this one more legendary day in the wild 
and woolly West. 


ground to perform the task. Because wood 
parts of Victorian houses required numer- 
ous angle cuts, the miter gauge was 

designed to save time, though it never gar- 


| nered widespread interest in the trades. 


| m What's the origin of “penny,” the 


word used to define nail sizes? 

The “d” abbreviation for penny dates 
back to Roman times and the coin called 
denarius. The "penny" system of nail 
designations, however, stems from the 


. English pence. At no time did a 6d nail 

| cost sixpence, but records show that 100 
| 6d nails had once cost that amount, and 

| that 100 8d nails had simultaneously cost 
| eightpence. 


Today, the “d” designation pertains 


| more to length than cost. A 2d nail used 


with wood measures 1" long. Each 1d 
increment equals a 1⁄4" nail-length 


| increase up to 16d. Above 16d, nail- 


length increases come in 1⁄2" increments. 


. That explains why a 10d nail is 3", and a 


20d nail, the next size jump above 16d, 


| measures 4". 


Continued on page 30 
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LOOK WHAT A TYPICAL TABLE SAW CAN DO, 


Convert your table saw into a molder with the Magic Molder. 


MAGIC 
MOLDER.. 


KEE 


818.782.0226 


A Division of: 


- 8250 independ 


WWW.GENEAAL CA 


Circle No. 1552 


In 1895 Fein invented 
the portable electric drill. 
In 2004 we reinvented 1t. 


Nobody makes power tools like FEIN. Stands to reason. 
They've been making portable power tools for 109 

years. And all that expertise pays off. These drills are 
powerful, thanks to advanced motor technology. And 
ergonomic. Wait until you wrap your hand around the 
vibration-absorbing grips of these well-balanced tools. 


FEIN HandyMaster drills are available in 9.6V, 12V, 
14.4V and 18V models as well as 14.4V and 18V ham- 
| mer drills. Quick charger and two NiCad batteries 
included. NiMH batteries optional. 


Receive a free carbide drill bit set with the purchase of a FEIN 
HandyMaster hammer drill, or a free screwdriver insert set with the 
purchase of any FEIN HandyMaster drill/driver while supplies last. 


For more information, a free brochure or a dealer near 


H a n d M a ste you, call 800-441-9878 or visit us on the web at 
www.feinus.com. 


dutifully assembled them. 

That first year the club sold a whoppi 
$1,800 for a wildlife habitat fund. Enco 
the club and Warren's busy saw have si 
5,400 bluebird houses, netting the fund 


81-year-old industrious Warren was honored by the Montana 
Wildlife Federation in 2000 as “volunteer of the year.” 


Why are bluebirds so darn happy? 
The answer’s easy: It’s because of all the free housing gener- 
ated by Flathead Wildlife Incorporated in Kalispell, Montana, 
and a local woodworker/conservationist named Warren 
Lamoreux. The story begins 12 years ago when the president 
of a conservation club teamed up with Warren to make and 
sell bluebird houses. The club purchased the wood, Warren 
cut out the parts, and some 20 conservation club members 


ng 500 houses, making 
uraged by its success, 
nce built more than 
some $19,000. The 


Montanan Warren Lamoreux 
has cut out the parts for 
over 5,400 bluebird houses, 
working out of his small 
woodstove-heated shop. 


Š 
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Fast and easy to use 


-Sharpens most twist bits— 
_ even split point 


Restores bits to factory sharp 


WANT THIS? 


A clean, sharp hole 
every time. 

No chips, 

no splits, 

No errors, 

It takes skill 

and a sharp 

drill bit. 

And that 

takes the 

Drill Doctor® 
drill bit sharpener. 


. Diamond sharpening Wheel 


foy u 0j 


The Drill Bits Shar jener 


Drill bits are meant 
to be sharpened 


www.DrillDoctor.com * 1-888-MYDRILL 


est ols I've ever purchased. m 


Stephen Bierhorst 
Patterson, Louisiana 


Available at Home Depot, Lowe's, 
Sears and wherever fine tools are sold 
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George Washington tree 
limb falls into good hands 


When hurricane Isabel ravaged Virginia 
and the Chesapeake Bay area in 
September 2003, it left massive amounts 
of deadfall in its wake. And while most 
of it was carted off to the dump or cut 
into firewood, one very special piece was 
saved for posterity—a limb from a 219- 
year-old Mount Vernon white ash tree 
planted by none other than George 
Washington in 1785. 

Consequently, the limb wood was 
sawn into blanks and given to selected 
woodturners to make something special. 
One such turner, Bruce Hoover from 
Virginia's Eastern Shore, took his 
assignment to heart, and turned the 
exquisite statement of patriotic fervor 
you see below. Of all the turnings, his 
alone will be on permanent display at 
Mount Vernon, Washington's home. LJ 


$ 
3 
? 
E 
g 


Woodturner Bruce Hoover embellished his 
vessel with a woodburned and dyed 
American eagle and 13-star flag. 


Position opening at 
WOOD: Magazine 
The staff position of Woodworking 
Techniques Editor is currently open at 
WOOD Magazine in Des Moines, Iowa. 
Work includes producing 
technique articles for the magazine, 
traveling as needed to complete 
assignments, and planning and 
directing photography and illustrations 
to complement articles. 

Qualified applicants, please send 
cover letter and resume to: 
D. Neumann 
Meredith Corporation 
HR/Publishing Group, Dept #34526 
1716 Locust Street 
Des Moines, lowa 50309 
Fax: 515-284-2958 EOE 
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Make an impression on your friends, family, and co-workers 
with a beautiful hand-crafted pen project from Penn State Industries. 
Your creation will become a valued gift and lifelong keepsake. 
Whether you are an experienced woodturner or just getting 
started, making an extraordinary pen project is fast, easy 

and extremely rewarding. Choose from our huge selection 

of projects that include pens, pencils, key chains, 
kaleidoscopes, pen lights, yo-yos, bottle stoppers, 

perfume kits, candle sticks, and much more! 


Penn State Industries carries everything you need to 
participate in this favorite pastime; a vast selection 
of lathes, exotic woods, dedicated pen making tools, 
abrasives, and finishes. 


Free pen making DVD on our website. A 7 
Share ideas on our forum, download FY) 
instructions from or library, 5 

and order our products. : 


"eset 


Table Saw Dust Guard 

The ideal solution for table saw 
Safety and dust control, When 
connected to a dust collection 
system, the Guard captures 
the dust created by your 

table saw blade. 


Se Step up to our Tempest 14" impeller cyclone. “ E DINE ble Saw Dust Guard 
It's the most powerful, efficient, economical, " efe SUPER SALE $174.95 
quiet, cleanest, & completely configured 2 (UPS $18) 
tust collection system in its class! $ : Ti BCIBXL, cur most popular 


Tempest cyclone configurations award-winning dust collector 


has a strong 1 HP motor that 
start as low as $495. Ee CeCe. 


Features include: a- Free & hose: 
* Full 2-year warranty 2 x #DC1BXL-1M Dust Collector 
* Small footprint, fits under an 8' ceiling ET n with 1 micron bags 
* Ideal for ductwork systems SUPER SALE $199.95 
* Available with powerful 2HP or 3HP motor blowers j (UPS $34.95) 
* Aerodynamic 14" aluminum impeller 
* 6" diameter input port with neutral vane intake i SDCTBXL-CF Dust Collector 
* Cyclone body engineered for efficient separation gun a maron canister n 
* Available w/ 5 micron bag or 1/2 micron filter cartridges So peste collection bags 
j : SUPER SALE $269.95 
s Includes wall mounting brackets (UPS $44) 
Style shown: 
#TEMP1426X — 2HP 14" impeller Tempest with The DEANISTERZ will filter the 
two 1/2 micron filter cartridges and cleanout drum air you breathe. It fits most 


1-1/2 HP and 2 HP dust 
collectors with a 19-1/2" 

to 20" diameter. 

* Filtrates particles 

as small as 1 micron. 

* 83 sq. ft. of filtration area. 

* Easy to clean. 

3IDGANISTER2 1 micron filtration 
19-1/2" to 20" x 29" long 


Call 1-800-377-7297 for our free 64-page color catalog fill ; SUPER SALE $185.00 
with dust collectors, accessories, lathes, pen project kits, H (FedEx $15) 


ADVERTISEMENT 


Bring on t 


Look at all you can do with 
an air-powered brad nailer 
ow-crown stapler! 


f you've always wanted a brad nailer or narrow-crown stapler, 
the time is perfect to make your dream a reality. No longer are 
these tools exclusively for production shops and tradesmen. 
Today's air-powered tools fit nicely into the home woodworker's 
arsenal. Consider these advantages: 


m Prices have come down in recent years, moving high-quality 
nailers into your home-shop budget. Nowadays, you can buy a 
nailer and compressor packaged together at one low price. An 
added bonus: The compressor often arrives with a kit for house- 
hold tasks, including a needle to inflate athletic balls, valves for 
air mattresses, and adapters for auto and bike tires. 


m Nailers, staplers, and compressors are smaller, lighter, and 
more compact than ever. Once you’ve cleared a corner of your 
workbench for air tools, you'll be amazed at how often you put 
them to use. And because some compressors weigh as little as 
20 pounds, you can easily move them from place to place. 


1 Today's air-powered nailers and staplers are reliable and 
nearly maintenance-free. Some require no lubrication; others 
need just an occasional drop of oil. 


w New technology makes air-powered tools virtually jam-free. 
An easy-access front gate on the tool makes it a breeze to 
extract the rare jammed staple or brad. 


m Combination models allow you to buy one gun that shoots 
brads and staples. | 


A narrow-crown stapler is the ideal way to effortlessly install a 14" plywood back. 


12- to use an air-powered fastening tool to improve your woodworking 


1. Clampless glue-ups R 
Instead of waiting for | 


glue to dry, keep work- | 2. Less splitting 

ing on your project. There's not a better way to fasten fragile materials, such as glass 
You'll save money by stops. There's less chance of shattering glass—and you won't have 
buying fewer clamps. to pre-drill holes. Whatever delicate hardwood molding you select, 


you're unlikely to split it with a pneumatic brad. 
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3. Easier project-part handling 
One person can easily accomplish 
tasks—like installing crown molding— 
that traditionally takes three hands to 

hammer, nail, and apply joint pressure. 


4. Accuracy You'll enjoy more accurate assembly because 
slippery glued parts won't slide under clamping pressure. With 
this 2/2-pound tool, fatigued forearms are a thing of the past— 
and so are bashed fingers. 


B. Speed Air-powered tools drive fasteners many times faster 
than a hammer. When you add in the extra time required for set- 
ting finish nails, there's just no contest. 


6. Quality Eliminate divots (hammer tracks) from your hammering 
oops. The rubber nose cushion prevents marring. 


7. Quickly make jigs and fixtures Nailers and staplers make 
short order of assembling your workshop helpers. 


= - À p 


N U 
8. Manageable miters A nailer performs efficient, reliable W 
joining of mitered corners, including picture frames. N 


9. Quick stack-cutti 
Speed up production 
cutting (and accuracy) at 


your bandsaw or scroll- So e SS 

saw by firing nails into ` | ~- TN we NN 

waste areas of stacked Sa v 
workpieces.The alternative— 2 » 
double-faced tape—is 


slower and messier. 


ADVERTISEMENT 


10. Stronger joints Each time your hammer strikes a nail, you 
loosen the joint. Or worse, you run the risk of bending the nail. 


11. Forgiving Accidentally sawing through a brad or staple 
causes negligible damage to a saw blade compared to hitting 
a screw or finish nail. 


12. Neat, space-saving fastener storage The compact boxes 
of fasteners replace bulky cans and bags of nails and screws. 


Tips for nailers and staplers 


= Follow common-sense safety pointers included in the instruction 
manual. And always wear safety glasses. 


m Test fire Before rushing into a project, shoot fasteners into scrap 
Stock to test the depth of the drive. (This is especially important 
with staples and thin stock.) With the adjustment knob, it's easy 
to dial in the precise pressure setting to match the size of the 
fastener and the material hardness. Setting a brad Ys" below the 
surface is adequate for most fillers. 


m Watch hand position Brads and staples follow grain lines and 
could exit on the side where your fingers are positioned. 


= Check the fastener supply frequently Most nailers have a window 
that indicates the remaining supply of fasteners. However, if you 
realize you've been shooting blanks, grab a stud finder to track 
down the last properly secured hole. 


= Reduce reliance on long bar clamps by 
toenailing dadoed shelves. This technique 
secures the carcase while the glue dries. 


When is a narrow-crown staple 
a better choice than a brad? 


Some of the fastening tasks 
that are best suited for a 
narrow-crown stapler: 

m 1⁄4" or thinner material With 
a stapler, you'll have better 
holding power in thin ply- 
wood. An added bonus: fast! 


m Upholstery Staples are staplers to 
perfect for smoothly securing install glue 
fabric and other flexible, thin blocks in no m» 

project materials. time flat. >. 


m Underlayment The next time you get involved in a 
remodeling project, forget about spending the day stooped 
over with a hammer and nails. Your knees will appreciate the 
quick completion with a stapler. Plus you'll have a perfectly 
smooth surface for the finish layer of flooring. 


A . 
Brought to you by 44 DELTA 


Your achievement. Our tools. 
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- DOES YOUR 
NAILING TECHNIQUE 
STICK OUT LIKE A 
SORE THUMB ? 


Fidgeting with nails, gluing and clamping can 
be a real pain. But whether you're installing 


crown molding, 
BE Aner, ee 
$ TA 
" s 2 H le 


P 
s ) framing a bookcase, 
] ^ building a birdhouse 
or any one of dozens 
' — of other applications, 
DELTA" makes it easy— 
with a brand new line of nailers 
and staplers. They even come 
in combo kits with everything 
you need to get started. 
And prices start at under $70. 
Plus you get the craftsmanship - 
and dependability you expect 
from DELTA". So get your project 
done faster, with a more professional 
look. For more information or to 
= find the dealer nearest you, visit 
Fx deltamachinery.com/nailer or 
? call 800.438.2486 (US) 
[xs 800.463.3582 (Canada). 


1J 


DELTA is a registered trademark of Pentair Tools Group, © Pentair Tools Group, 2004. 
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wood 


Answers to your questions from letters, e-mails, and WOOD Onlinee 


Tune a tablesaw for 
high performance 


In a woodworking catalog, I’ve 
seen tablesaw tune-up kits with 
a link belt and new pulleys. Do these 
items and changes make a difference? 
Are they worth the money and effort? 
—Frank Siudowski, Wilmington, Del. 


We wondered the same thing, 

Frank, so we got a kit and installed 
it on a Delta contractor-style tablesaw. The 
rationale behind the product makes sense: 
Machined pulleys are better balanced, so 
they run more smoothly than stamped ones. 
A link belt eliminates the problem of belt 
set—that’s what happens when an ordinary 
belt sits for an extended period and forms 
humps matching the shape of the pulleys. 
When you turn on the saw, the humps in the 
running belt bounce over the pulleys and 
create vibration. 

To see whether the products work, we 

removed the old stamped pulleys on the saw 
arbor and motor and replaced them with the 


Becoming an HVLP convert 


I’ve heard that an HVLP (high 

volume/low pressure) spray- 
finishing system offers benefits over 
traditional spray guns, but l'd like a 
further explanation. Also, can | 
convert my existing gun, or do | have 
to junk it? And do I need to replace 
my compressor with a turbine? 

—Dick Guinan, Omaha, Neb. 


HVLP systems use large amounts 

of air delivered at low pressures at 
the air cap (10 psi or less) to reduce bounce- 
back and overspray, Jeff, so more finish 
ends up on your project instead of being 
wasted. That improves the air quality in your 
shop and cuts costs. 

Forget converting an older conventional 
spray gun to HVLP operation. Replacement 
parts can be hard to find, and worse, conver- 
sions only marginally improve an older gun. 
That’s because turning up the pressure high 
enough to pull the finish out of the old gun’s 
cup increases the delivery pressure, so 
you're back where you started. 


| pulleys. We used a 


| on the saw and managed 


machined and balanced 


straightedge to make 
certain the edges of the 
pulleys aligned with each 
other before tightening 
them. It was easy to add 
or remove links from the 
drive belt so it matched 
the length of the old V- 
belt. After replacing the 
belt guard, we switched 


to balance a 1.35mm- 
thick dime on edge on the 
table while spinning a 74" 
stacked dado blade. Even 
months after the upgrade, 
the saw still purrs along. 
For our money (about 
$50 postage paid from 
In-Line Industries, 
800/533-6709 or 
in-lineindustries.com), 
these upgrades proved 
worthwhile. 


Ms Le 
When installing a tablesaw tuneup kit, carefully align and tighten 
the machined pulleys. The flexible drive belt of interlocking seg- 
ments keeps vibration to a minimum. 


Your best alternative for a compressor- 
driven HVLP is probably a gravity-feed gun 
like the one in the photo, right. (It’s a 
DeVilbiss model FLG-635-316, with a retail 
price of about $150.) Optional plastic cup 
liners dramatically reduce cleanup time, and 
they let you spray with the gun upside down 
to coat hard-to-reach places. 

HVLP guns require plenty of air, so you 
may have to buy a larger compressor. The 
manufacturer of the gun shown recommends 
a minimum of a 3-hp compressor with a 20- 
gallon tank. Although this is an added 
investment, you can use the compressor to 
power other tools. An HVLP turbine, on the 


| other hand, has a single function. 


Most manufacturers of turbine-driven 
HVLP sprayers market a complete system to 


| ensure compatibility of the components. And 


even though the cup is under the gun like a 
conventional sprayer, some air is piped into 
the container to pressurize the contents. We 
found complete HVLP systems at prices 
ranging from $100 to $700. Just an HVLP 
spray gun designed to work with a 3-hp air 
compressor is about $180. 


When using an HVLP sprayer, you'll get the 
best results by adjusting the incoming air 
pressure to the minimum setting that still 
fully atomizes the finish. An in-line pressure 
valve simplifies this process. 
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Dxilling holes in dowels 


Whenever I need to drill a hole 
m through a dowel, the bit wants 
to skate around and choose its own 
starting point. How do | get clean holes 
positioned where | want them? 
—Chris Harrison, Inglewood, Ont. 


A V-block is the traditional way 

to hold round stock for drilling, 
Chris, but it sometimes yields less than 
perfect results, particularly if you use a 
twist bit. We suggest the jig shown below 
because it’s easy to make and yields 
dependable results. The hole in the side of 
the block should match the diameter of 
your dowel, and the hole centered in the 
top helps to accurately steer your bit. 


Make this simple jig to drill holes in 
dowels. You'll get accurate results, even 
in small-diameter stock. 


If you're looking for an answer to a woodworking 
question, write to Ask WOOD, 1716 Locust St., 
GA-310, Des Moines, IA 50309-3023 or send us 
an e-mail at askwoodG mdp.com. For immediate 
feedback from your fellow woodworkers, post your 
question on one of our woodworking forums at 
www.woodmagazine.com/forums 
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HELPING YOU BUILD LIKE A PRO!! BY USING WHAT THE PROS USE!! 
df * Fines Quali 


With Woodline's 6-piece cabinet set, Carbide Tips 
everything you need to create Ay) * Full Anti- 


‘Undercutt 
m J Included T 


raised panel doors for your md " 
cabinetry and fine furniture projects. EJ Kickback 

| This set includes ee * Ultimate 

| an ogee raised panel wit! aH 
matching 2-piece rail and Lifetime 
stile reversible glue Warranty 
joint and drawer lock 
bit to build strong * Unsurpassed 
drawers. Also includes a door = Customer 
lip which adds a finger-pull | A 
style profile to doors or Service 
drawers. This set also includes Q * Complete 
an undercutter on the panel E 
raiser which produces a true Selection of 
1/4" tongue automatically in Individual Bits 
any thickness of material. > Custom 
visting 0 Designed 
1/2" Shank Bits Made 

Affordable 


8 Straight Bits 6 Roundover Bits 1 Multibeading Bit 

5 Dovetail Bits 1 Point Cutting 1 Bowl & Tray Bit 

3 Core Box Bits Roundover 1 Key Hole Bit 

3 Roundnose Bits Ogee With Fillet 1 Double Roman Ogee 

2 Flush Trim Bits 1 Plunging Roundover 1 Classic Double 

3 Mortising Bits W/ Bead Roundover 

1 Plunging Panel Bit Double Roman Ogee 1 Flat Bottom 60 V-Groove 
1 Laminate Trim Bit W/Cove 1 Standard 60 V-Groove 

1 Bevel Bit Plunging Roundover 3 Rabbeting / Slot Cutters 
390 V-Groove Bits 1 Stepped Cove 4 Chamfer Bits 

2 Roman Ogee Bits 2 Edge Beading Bits 6 Cove Bits 


Woodline USA's most comprehensive carbide tipped M AS rens] 89 
bit collection features 66 carefully chosen profilesin ws 3065 $ 
a fully labeled wooden wall mountable case! 1/4" Shank.......... 1 89 


3pc Offset Tongue and Groove iM 8pc Picture Frame Set 


When looking for a good glue joint This set features everything 
system that makes heirloom quality needed to make beautiful 
cabinets and furniture in half the time custom frames.These 8 bits can 
then you need Woodline's New Offset be combined in thousands of 

| Tongue and Groove System. This unique | different ways to produce 

set creates perfect 1/4" Offers joints. | unique mouldings. 

|Great for 

| cabinetry frames 
and furniture 
construction 
with strength & 
beauty. 


WL 2008 


WL 2038 1/2" Shank. 
VE Son... £9 Wa Shank 


Ad Sale Code: WOOD03 
Prices Good Through 01/01/05 | 


22 GOGDLINE Re: 


USA 


CALL 800724950 0R LOG ONTO WOODLINE COM TODAY! TO ORDER OR TO RECEIVE A FREE CATALOG - WOODLINE USA 111 Wheeler St La Vergne, TN 37066] 


talking 


forming perfect slots 


For arrow-straight slots with 
crisp, clean ends and edges, 
let your router table, a few 
shop-made accessories, and 
a little know-how help you 
produce on-target results. 


rilling end holes and sawing out 

the waste between them is one 

way to form a slot. Appearance 
depends on your unwavering ability to 
follow the straight cutlines connecting the 
end holes with a scrollsaw or jigsaw. 
Here's a better method that eliminates the 
risk of wandering off course. 


Chuck a slot-size bit in the router. Position 
the fence to center the bit in the slot. 


Draw slot boundary lines on the part, 
extending the end lines to the edges. 


Auxiliary: 
guide uu N 


Align the slot left end line with the left edge 


of the bit. Position and secure the right stop. 


Using a bit Ye" smaller than the slot width, 
drill overlapping holes inside the layout lines. 
Note: Creating a slightly undersized rough 
slot with a drill bit lets you rout a clean 
finished size slot in one easy pass. 


Using the part width to gauge the distance, 
clamp an auxiliary guide parallel to the fence. 


Align the slot right end line with the right 

edge of the bit. Position and secure the stop. 
Note: The part should slide easily between the 
guide and fence without excess play. 


Spinning bit 


Feed the part to the left until it hits the stop. 
The auxiliary guide keeps the part in line. a 


With the right end of the workpiece touching 
the right stop, lower it onto the spinning bit. 
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NEWS latrodacing the LCE biviable Speed 


| ro l\Vis ££ |») mid- E Danm E 
MARVEL 60 PLUNGE ROUTER 


e Micro Adjustable REG., PRICE #226" 


Guide Fence 90 
e Locking Power 479 


Switch builtinto ORDER ITEM #1466 
Ergonomic Handles 


1 
INTRODUCTORY OFFER INCLUDES: 
An additional Clear Base Plate for 
standard type template guides and 
standard Brass Template Guide Kit, a 
carrying case and instruction manual. 


e Soft Start Technology eliminates “kick” 
at start up 


e Shaft Lock allows easy, single 
wrench bit changes. 
e 1/4" and 1/2" collets 
3 HP, 15 amp, 110-120 VAC. 
Includes instruction manual 
and storage case for entire kit. 


FREE! Baseplate and Template Guides 


The Marvel 60 features lots of. power 
for routing large diameter bits. Plus: 


Variable Speed Motor with Electronic 
Feedback (10,000-22,000 RPM) 


* Micro Adjustable for Plunge Cutting 


Router Collet "n 
Extension P gm 
Give your 1/2" shank router 

bits an additional 2-1/4" 


when you extend your router 
bit through the router table top. 


8 Position Turret for depth stop rod 
* Power Present Light 
* Dust Extraction Port 


* Rack and Pinion Depth Adjuster 


Pro Cabinetmaker 

6 Piece Router Bit Set 
Professional quality 1/2" shank carbide tipped bits 
for making raised panel doors, kitchen table tops 
and drawer assembly. For stock up to 3/4". 

1. The Ogee Raised Panel bit (Standard Set) 
makes a classic door panel edge. 2-3/4" 

large diameter. 

2, The Ogee Raised Panel with Undercutter 
(Undercutter Set ONLY) makes a flush or 
reduced top panel profile. 3-1/8" large diameter, 
3. Our Matched Rail and Stile set creates mated 
rails and stiles that form a strong, classic 
frame for your door, 1-5/8" large diameter. 
4. Use the Glue Joint bit when the central 
panel needs to be wider than your stock 
by routing two or more pieces of stock 

(0- 1/4" max.). 1-3/4" large diameter. 

5. The Drawer Lock bit makes the cut in both the drawer front 
and drawer side for a strong, precise joint. 1-3/4" large diameter. 
6. The Round Over & Ogee Door Lip bit finishes your 
door edge professionally in one pass. 

All bits are intended for use in a router table only. 
#1453 6 Piece Undercutter set ......$135.95 


66 Piece Router Bit Set _ í 


ncludes these carbide tipped bits: ae $E " 2e R 
molei i es 


8 Straight, 5 Dovetail, 6 Round Over, 6 Cove, 


4 Chamfer, 3 Round Nose, 2 Roman Ogee, m 5 | 
3 Hinge Mortising, Bevel, Bevel Trim, Cove im — TIRE | 
Sign Lettering, Panel Pilot, Multi Bead/Reed ERER A "HS 
it, 2 Slot Cutter, Flat Bottom Sign Lettering, - bbb ~ 
Flat Bottom Round Over, Double Round Over, TN 
Jouble Cove & Bead, Double Fillet & Cove, mem vie mud 
3 Core Box, Rabbeting, Keyhole, Dish Cutter, {i m TET 
Ogee Filet, 2 Edge Beading, Groove Forming | mm T 
Classical, Point Cutting Round Over, 2 Flush ik 
Trim, Classical Bit, 3 V-Groove, 3 bearings Ts 
and an allen wrench. 
#1459 1/4" shank set........ 
#1460 1/2" shank set........ 


Picture Perfect Sale... 
SAVE $150! ; 
Make stylish picture frames! ks 
Includes 10 carbide tipped 
Molding Plane Profile router 
bits in a box, Merle Multi- 


2— 1 


i Corner Clamp for gluing up i CHR 
#1452 6 Piece Standard set ......... 114.95 [Zeer Dee Ur y 
iece Standard se $ frames and Can-Do Clamp á w A 
] g > 5 for framing, and doweling. q LA o^ >. 
Raised Panel Door 40 min. Instructional Video poi ens Io» 
A woodworking professional makes a raised panel, rail and stile frame, and other cabinet doors. #1467 1/4" shank .............. o 
$1438 List $19.95 e es $9.95 #1468 1/2" shank ........... $199.95 [Zes bandina] 


Circle No. 1612 


MLCSWOODWORKING.COM 
1 


800.533.9299 j 

B HEIE Ss wk AN 

BOOS Cow - S (Bn co V £ = 
PROFESSIONAL ROUTER BITS & WOODWORKING PRODUCTS 


E SHIPPING |. 


P.O. BOX 4053DG, RYDAL PA, 19046 92005 


2 e 


e Ience 


Law 
This: at tea of accessories 
E im S 1 ; co! i on. 


Dust collection port helps 
keep your shop clean and 


TTE z you breathing easy. 
Extensions 


put the 


fence-adjustment s p 
knobs at ae 
your fingertips. po : : 
= Aluminum T-track = 
xx makes attaching ~ 


» accessories a snap. 


rE D 
Easy-to-build bit guard 
; and other accessories, => 
x see pages 44-46. 3 
pe I uu p". 
Stopblock locks 8B — M r 
in place for 


precision cuts, P 
_ See page 45. LE 


Segmented fence face accommodates all sizes of bits. 


saf ua mA B- 
B A 


The 2"-high lower portion of the fence opens to To accommodate tall bits, such as this crown molding 
house the majority of your bits. cutter, open the 1"-tall center portion. 
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POI — 
Mounting options for all situations 


Optional 


Fence-mounting options include threaded 
inserts, T-track, and clamps. For a saw-table- 
mounted router, clamp it to the rip fence. 
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Feather board, see page 46 


A one-piece feather board firmly holds 
down workpieces for consistent profiles. 


7a 
"—- 


A jointer face quickly straightens edges or 
removes saw marks for edge-gluing. 


Ps an ordinary fence limiting the perfor- 
mance of your table-mounted router? 
mls Now you can move your routing into 
the big leagues with this feature-packed 
upgrade. To add flexibility, the fence is 
designed to attach to a router table in just 
about every imaginable way. Use threaded 
inserts, T-track, or simply clamp the ends to 
your router table. If the fence is for a router 
table built into your tablesaw extension, an 
optional cleat enables you to clamp it to the 
tablesaw rip fence. 


Start with the fence body 
From 2" plywood (we used Baltic 
#& birch), cut the upright (A) and base (B) 
to the sizes listed on the Materials List. 
Adjust a dado blade to the thickness of your 
V?" plywood, and cut 4"-deep dadoes 
across the widths of the parts, where shown 
on Drawing 1. 
Note: If your router table already has 
threaded inserts or T-track for mounting 
and securing a fence, make sure the loca- 
tion of the braces does not interfere with it. 
Because these dadoes house the braces 
(C) [see page 42], they must align perfectly. 
Position the tablesaw rip fence as a stop 4" 
from the blade and, using the miter gauge to 
steady the parts, cut all four of the outside 
dadoes. Reposition the fence 11" from the 
blade and cut the four inside dadoes. Now 
cut the !?" rabbet along the bottom edge of 
the upright. 


Ell FENCE BODY PARTS 
md 28* - 
41" ]1————- 
[eR 
ig v2" dadoes 
Ya" deep 
Se" slots 
a on back face 
2" long Ya" rabbet 
iL Ya" deep on 
back face 
, 52" shani 
S ku DN 
FENCE UPRIGHT 
(Front face shown) 
- 28* al 
— 11" - 5% y?" dadoes 1%" deep 
i 5^e" slot | | 
Lea 3^" long on top face 
Ra" 
6" 5/2" shank 
holes, 
countersunk 
| 12" | = on bottom face 
nr [ —-—4—- ag 
be — *5 1/5" Verris *5ye" —e 


FENCE BASE 
(Top face shown) 


Note: “If your router table already has threaded 
inserts or T-track, space the slots or 
holes to match. See the instructions. 
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E EXPLODED VIEW 9f'-diam. 5/4" long 
plastic knob extension 
Ye" dado 
Optional T-slot nut 16" deep _ 
" for table-mounted $2 
#8 x 1" F.H. = 
34" groove wood screw THEE An Ne" 


3" deep, cut after 
laminate is attached 


#6 x 1" F.H. 
wood screw 


A : 


15° bevels 


p 


34-20 F.H. bolts 2" long, trimmed to 
196" and epoxied in place 


Lay out the centers of the 16" holes 

that form the ends of the slots in the 
upright (A), where shown on Drawing 1. 
For the movable face parts F and G to work 
properly, the slots must be perfectly 
aligned, so use your drill press and its fence 
to align the bit and drill the holes. If you 
plan to secure the fence to your router table 
with threaded inserts, drill slot-end holes in 
the base (B), where shown. To locate base 
slots for a router-table top that already has 
threaded inserts, measure the center-to- 


SCROLLSAW THE FENCE BODY 


As" holes 


A e EC a 
With the slot-end holes drilled, draw tangent 
lines connecting each pair of holes, and 


scrollsaw the slots. 
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15° bevels -~ 


5^e" hole, 
countersunk 


4-arm knob 


v4" SAE washer "gg 


34-20 threaded rod 
7" long 


Aluminum T-track 
28" long 


Plastic laminate 


center distance and center this dimension 
on the base. Now form the slots, as shown 
in Photo A. To machine perfect slots with a 
table-mounted router, see page 38. 

If you plan to install T-track in your 
router-table top, drill only the slot-end 
holes closest to the front edge of the base 
(B). To locate base holes for a router-table 
top that already has T-track, measure the 
center-to-center distance and center this 
dimension on the base. If you plan to clamp 
the fence to your router table, no slots or 
holes are needed in the base. 

Lay out the bit clearance cutouts in the 

upright (A) and base (B), where shown 
on Drawing 1, and scrollsaw or jigsaw them 
to shape. Then sand '4"-radii on the rear 
corners of the base. 

Using your drill press, drill countersunk 

holes in the upright (A) and base (B) 
centered on the dadoes and rabbet, where 
shown on Drawing 1. Finish-sand the parts. 
Then glue and clamp the upright and base 
together, keeping the ends flush. Using the 
holes in the upright as guides, drill pilot 
holes into the base, and drive the screws. 

Cut the braces (C) to size, and then cut 

them to the shape shown on Drawing 2. 
Finish-sand the braces. Now clamp them 
in the upright (A) and base (B) dadoes, 
making sure they fully seat in each part. 
Using the holes in the upright and base as 
guides, drill pilot holes into the base, and 
drive the screws. 


ya" SAE washer 


ER DUST PORT PANEL 


#6 x v?" P.H. screw 


Adjustable clamping handle 


45° bevels 


Check the distance between the center 

braces (C), and cut the dust port panel 
(D) to size. Then cut 45° bevels on the ends, 
where shown on Drawing 2a. Center and 
draw a 3"-diameter circle on the panel with 
a compass, drill a blade start hole inside the 
circle, and saw out the hole. Finish-sand the 
panel. Now apply glue to the bevels and 
clamp the panel in place between the 
braces, with its top edge flush with the top 
edge of the upright (A). 


SECURE THE FENCE 


For a tablesaw-extension mounted router, 
adding the optional cleat (E) allows you to 
clamp the fence to the tablesaw rip fence. 
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If you will clamp the fence to your 

tablesaw rip fence for use with an 
extension-table mounted router, as shown 
in Photo B, measure the height of the rip 
fence, cut the optional fence cleat (E) to 
size, and finish-sand it. Clamp the cleat to 
the braces (C), where shown on Drawing 3. 
Drill countersunk holes through the cleat 
and into the braces, and drive the screws. 


Make the segmented face 
For the fence faces (F, G, H), cut two 
pieces of plastic laminate and a piece of 

34" medium-density fiberboard (MDF) to 

7x29". (We used Formica brand laminate 

in no. 464 Graystone color.) Adhere the 
laminate to both sides of the MDF with 
contact adhesive. True one edge and one 
end of the laminated blank on your table- 
saw. Then cut the lower face (F), center 
face (G), and upper face (H) to size. Using 

a 15? bevel laminate trimming router bit, 

bevel the ends and edges of the parts. 

Cut 1⁄2" chamfers on the inside ends of 
the lower face (F) and center face (G), 

where shown on Drawing 2. Then drill 546" 

holes in the parts. Countersink the holes so 

the head of a 1⁄4" flathead bolt is slightly 
below the lami surface. 


Install a 34" dado blade in your tablesaw 
and cut a %"-deep groove for the alu- 
minum T-track in the upper face (H). Fit the 
track in the groove, ends flush with the 
upper face ends. Using the predrilled holes 
in the track as guides, drill shank holes 
through the upper face. 


Apply finish and assemble 
Cover the plastic laminate surfaces with 
masking tape. Then apply a clear finish 

to all the parts. (To adequately seal the 

MDF edges of the fence faces, we brushed 

on four coats of satin polyurethane, sanding 

with 220-grit sandpaper between coats. We 
finished the fence body with two coats of 
aerosol satin polyurethane, sanding 
between coats.) Remove the masking tape. 

Cut 2"-long flathead bolts to 155", as 

indicated on Drawing 2. To protect the 
plastic laminate from excess epoxy, cover 
the holes in the faces (F, G) with plastic 
packing tape. Cut around the countersinks 
with a utility knife. Epoxy the bolts in the 
holes, as shown in Photo C. When the 
epoxy cures, remove the tape. Use a chisel 
to pare away any excess epoxy that pro- 
trudes beyond the plastic laminate surface. 

Clamp the fence body to a flat surface. 

Insert the lower face (F) and center face 
(G) bolts in the slots in the upright (A). 
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IE] OPTIONAL TABLESAW FENCE CLEAT 


%a" pilot hole 34" deep 
5/32" shank hole, countersunk 


Insert business or playing cards between 
them as spacers, as shown in Photo D, and 
secure the faces with washers and 
adjustable clamping handles, shown on 
Drawing 2. Now position the upper face (H) 
on the center face, and insert card spacers 
between them. Make sure the ends of the 
upper face and upright are flush, and clamp. 
the face to the upright. Fasten the upper 
face to the upright, as shown in Photo D. 
Position the dust port over the hole in 
the dust port panel (D). Using the holes 
in the port as guides, drill pilot holes into 
the panel, and screw the dust port in place. 
If needed, install T-track or !4-20 
threaded inserts in your router table top, 
where shown on Drawing 4. 
To clamp the fence to a router table 
equipped with T-track or threaded 
inserts, first cut two pieces of 4-20 threaded 
rod 7"-long. For T-track, thread the rods into 
the raised-collar side of T-slot nuts so Vie" 
protrudes from the bottom of the nut. Then 
slide the nuts into the tracks, and drop the 
fence down over the rods. Slip the plastic 
knob extensions onto the rod and add 


Nut arid 
washer 


c WE 

Apply epoxy to the bolt shanks, and insert 
them into the holes. Snug the bolts in place 
with washers and nuts, making sure they are 
perpendicular to the surface. When the 
epoxy cures, remove the nuts and washers. 


Height of your 
tablesaw 
rip-fence 


#8 x 114" F.H. wood screw 


washers and four-arm knobs, as shown on 
Drawing 2. Tighten the knobs enough to 
secure the fence. Now fill the knob recesses 
with epoxy, fixing the threaded rods in place. 
For threaded inserts, thread the rods 34" into 
the inserts. As you did with the T-track, add 
the fence, knob extensions, washers, and 
knobs. Tighten the knobs and add epoxy. 


INSTALLING T-TRACK OR 
THREADED INSERTS 


934" groove 7^e" hole 1⁄2" deep for 
36" deep for 14-20 threaded insert 
aluminum T-track epoxied in place 


N oe 


3" 


Center of 
router 


| 
i collet | 
| 


DEL) 


hen" ——— 8/2" 


= SS 
o 


Router 
table ms 
top | 


D | iz 
With card spacers between the fence faces 
(F, G, H), install the T-track in the upper face 
(H). Using the holes in the track and face as 
guides, drill pilot holes into the upright (A), 
and drive the screws. 
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FOUR SUPER-HANDY ACCESSORIES FOR YOUR NEW FENCE 


Jointer insert 
helps you 
straighten edges 


Make the infeed face 

From 34" MDF cut the infeed face (I) to 
size. (In use, the infeed face replaces the 
right-hand lower face. Cut a 2/5x141^" 
piece of plastic laminate and adhere it to 
one side of the MDF with contact adhesive. 
Using a 15? laminate bevel trimming bit, 


JOINT WITH Y 


trim the excess laminate. Cut a /2" chamfer 
on one end of the infeed face, where shown 
on the drawing above. 

As you did when making the lower faces, 
drill 34e" countersunk holes in the infeed 
face. Mask the laminate and apply poly- 
urethane. Then trim two 2"-long flathead 
bolts to 154" and epoxy them in place. 


Jointing with your fence 
To joint an edge on your router table, 
remove the right-hand lower fence face (F) 


UR ROUTER TABLE FENCE 


ih 14-20 F.H. bolt 


2" long, trimmed to 15" 


JOINTER 
7 Adjustable 
y4" SAE washer clamping handle 
Ya" chamfer 546" hole. 
countersunk 


emu Plastic 


" 2 No plastic laminate 
/ laminate 


on back face 


and replace it with the infeed face (I). Then 
chuck a straight router bit in the router and 
align the left-hand lower fence face (F) 
with the bit, as shown below left. Now slide 
the infeed face (I) to within 14" of the bit 
and secure it with washers and adjustable 
clamping handles. Make test cuts and fine- 
tune the fence position by loosening one 
end and lightly tapping it forward or back- 
ward with a mallet to precisely align the bit 
with the outfeed face. Joint your stock, as 
shown below. 


Outfeed lower face ©) 


Position the left-hand (outfeed) lower fence face (F) Ye" from the 
cutting edge of the bit. Using a straightedge and moving the fence, 
align the fence face with the bit. Then clamp the fence in place. 
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Bit and outfeed 
face aligned 


M Outfeed lower face F)" 
(plastic laminate on two faces) 


Slide your stock along the infeed face and into the bit. Because the 
jointer has plastic laminate on only one side, the bit removes stock 
equal to the thickness of the laminate. 


(plastic laminate on one face) 
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Adjustable bit guard 
protects fingers and 
deflects chips 


Cut and assemble the parts 
Cut the guard body to size. As you did 
when slotting the fence upright (A), drill 
5/6" holes, as shown on the drawing at right. 
Then connect the holes with tangent lines 
and saw out the slots. Finish-sand the body 
and apply a clear finish. 

From !4" clear acrylic cut a 1/2x41^" 
piece for the handle and a 24x 4^" piece 


Locking stopblocks 
enable precise 
stopped cuts 


Make the bodies and cleats 
Cut two stop bodies (K) to size. Then cut a 
Vis" dado 1⁄4" deep in the back of each one, 
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for the shield. Make a 
copy of the shield pattern 
on the WOOD Patterns 
insert, and adhere it to 
the shield blank with 
spray adhesive. Bandsaw 


and sand the curve. Then BIT GUARD 
drill countersunk holes in 

the handle and shield, 4-20 F.H. bolt 
where shown. (The holes 194" long 4 


are oversize to prevent 
cracking the acrylic.) 
Sand the edges of both 
parts smooth. 

Centering the handle 
on the body, and aligning 
the straight edge of the 
shield flush with the back 
face of the body, use the 
holes as guides and drill 
pilot holes. Remove the 
masking sheet from the 
acrylic, and screw the parts to the body. 

Thread two 134"-long flathead bolts into 
two 4-arm knobs, leaving the bolt heads 
protruding 1⁄2" from the top of each knob. 
Then apply epoxy under the bolt heads and 
drive them the rest of the way. With the 
epoxy cured, slip washers on the bolts, 
insert them in the slots, and thread on T-slot 
nuts with the raised collars toward the knob. 


STOPBLOCK 
(two needed) 


4-arm knob 


va" SAE washer 


Y4-20 F.H. bolt 134" long 


where shown on the drawing above. Drill a 
Yio" hole centered in the dadoes and on the 
width of the bodies. Now cut 1⁄4" sawdust- 
relief chamfers on the bottom corners. 
Finish-sand the bodies. 

Resaw and plane a ⁄16x1⁄x10" blank for 
the cleats (L), checking its fit in the stop 
body dadoes. Cut the cleats to length, and 
glue and clamp them in the dadoes with the 
ends flush with the edges of the stop body. 
Apply a clear finish. 


#8 x 14" brass F.H. wood screw 


if ei, | 
=== i 


Va" SAE washer 


Handle 


"Ae" shank hole, countersunk MX Mex Aveo 


and centered clear acrylic 
_ SS i 


T-slot nut 


4s" slots 
2" long 


3 es 
Va x 2V4 x Ave" 


1 clear acrylic 


#8 x 114" brass F.H. wood screw 


Keeping your fingers safe 

To use the bit guard, slide the T-slot nuts 
into the T-track, and center the shield over 
the bit. Grasp the guard by the 4" acrylic 
handle, adjust its height to clear the stock 
you will be routing, and tighten the knobs. 


T-slot nut 


136" from top edge 
5^e" hole 


14" chamfer 


Epoxy 134" flathead bolts into two 4-arm 
knobs. Install the knobs and washers in the 
stopblocks and add T-slot nuts. 


Making stopped cuts 

To use the stopblocks, slide the cleats (L) 
and T-slot nuts into the T-track. Using a 
tuler, position the stopblocks the required 
distance from the bit, and tighten the knobs. 
For a good example of these stopblocks in 


-action, see the article on page 38. 
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Machine the MDF blank 
Cut a piece of 34" medium-density fiber- 
"board to the size listed. Then make a copy of 
the feather board on the WOOD Patternso 
insert, and adhere it to the blank with spray 
adhesive. Install a blade in your bandsaw 
that cuts a Vic" kerf. (We used a 2" resaw- 
ing blade.) Cut the feathers, as shown below. 
Chuck a 24e" bit in your drill press and drill 
the pivot hole and the holes at the ends of the 
curved slot. Then scrollsaw the slot. Now 
bandsaw the curved edge of the feather board. 
Apply a clear finish. 


FI 


E . 


Vs"- kerf blade 


14-20 F.H. bolt 2" long 


Epoxy 2" flathead bolts into two 4-arm 
knobs, as directed in the instructions for the 
bit guard on page 45. Install the knobs and 
add T-slot nuts, where shown above. 


Applying the pressure 

Mount the feather board on the fence by 
sliding the T-slot nuts into the T-track, 
positioning the pivot hole on the right-hand 
(infeed) side of the bit and the curved slot 
on the left-hand (outfeed) side. Center 
the feather board over the bit and snug the 
knobs. Slide a piece of the stock to be 
routed under the feather board, and press 
the feather board down on the stock so the 
feathers flex but the stock moves easily. 
Tighten the knobs. Hold the stock against 
the fence, and feed it past the bit. 4P 


SNA 


Sandpaper 


Auxiliary 
extension 


Ab 


d 


Attach an auxiliary extension to your miter gauge, and adhere sandpaper to the extension to 


keep the workpiece from slipping. Adjust the 
the pattern lines. 


Cutting Diagram 


miter gauge to 45°, and saw the feathers along 


© 


ale 


® 


Ye x 24 x 30" Baltic birch plywood % x 24 x 48" Medium-density fiberboard 
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34 x Ys x 10" Maple 


*Plane or resaw to the thickness 
listed in the Materials List. 


T-slot nut 


y4" SAE washer 
4-arm knob 


FEATHER BOARD 


Materials List — 
gum EG - Mati. Qty. 


in ps 

A upright w [I 28 BP | 
B base v 6 oem BP Ni 
C braces w 55 oU BP DM 
D dustportpanel — Y 5 TW' BP 1| 
E optional 

fence cleat yw t Pod BP Ml 
F* lower faces » 2% 14 MDF 2 
G" center faces y» ds 1" MDF 2 


stop bodies - 
L* cleats 


4* Mo4 


Mleaherboad H sw A MDF d. 
tHeight of your tablesaw rip fence. See the instructions. 
*Parts initially cut oversize. See the instructions. 


Materials key: BP-Baltic birch plywood, 
MDF-medium-density fiberboard, M-maple. 


Supplies: Contact cement, epoxy, spray adhesive. 


Blades and bits: Stack dado set, 15° bevel laminate- 
trimming router bit. 


Buying Guide 

Hardware kit. 24x30" plastic laminate, 1⁄4" clear acrylic, 
14-20 four-arm knobs (8), 1" SAE flat washers (16), 14-20 
flathead bolts 2" long (12), 4-20 flathead bolts 1%4" long (4), 
T-slot nuts (8), 6x12" panhead screws (4), #6x1" flathead 
wood screws (5), #8x1" flathead wood screws (26), #8x17" 
brass flathead wood screws (4), 94" T-track 28" long (1), 
34"-diameter 5/4"-long plastic knob extensions (2), 14-20 
threaded rod 7" long (2), dust port (1). Kit no. RFT, 

$124.95 ppd. Schlabaugh and Sons, 720 14th St., Kalona, 
1A 52247. Call 800/346-9663 or go to schsons.com. 
Wood kit. All the %" Baltic birch plywood, 34" medium- 
density fiberboard, and maple needed to build the router 
table fence and accessories. Kit no. LP-11 $19.95 ppd. 
Schlabaugh and Sons, see above. 


Written by Jan Svec with Chuck Hedlund 
Project design: Jeff Mertz 
Illustrations: Roxanne LeMoine 
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MEASURE FROM 
HERE TO THERE 

WITHOUT EVER 
GOING 


CRS hop eee ee orn 


At the touch of a button, the Craftsman" Laser Guided Measuring Tool can tell you 
the distance from one wall to another. It also calculates square footage and volume. 
All of which comes in handy when you want to know how much paint to buy or how 


much new flooring you'll need. Available at Sears 
e ^ 
SEARS and Sears Hardware Stores. CRRFTSMRN 
Good life. Great price. Orgo online atcraftsman.com. MAKES ANYTHING POSSIBLE? 


XI4 Sears Brahe. LLC 


an easy way to turn them quickly 


hen you turn multiple salad 
bowls, you want the process 
to go quickly and efficiently. 
The question: Is there a method that's faster 
than gluing a waste block to each bowl 
blank and mounting it on a face plate? 


In case you don't have a ready 
supply of bowl blanks, we've 
lined up a supplier of reason- 
ably priced ones in the species 
used to make these five bowls. 
See Sources on page 51. 
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Whether you're making 
several 6" salad bowls 

for everyday use, as 
demonstrated here, or a 
unique highly figured bowl 
that's strictly for display, 
you'll find this method 
guarantees success. 


The answer: Use a four-jaw chuck to 
quickly mount, dismount, and remount 
your bowl-in-the-making. This lathe acces- Make a copy of the three templates on the 
sory used to be pricey, but we found one WOOD Patternse insert, and adhere them 


that does the job and includes a screw cen- with spray adhesive to 14" tempered hard- 
ter for less than $50. board. Cut the templates to shape. 


CHUCK 
TEMPLATE 


outsioe 
TEMPLATE 
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Top of bowl 


Tool: 2" bowl gouge 
Tool rest: Slightly below center 
Speed: 600-800 rpm 


Find the center of each 274x612x614" bowl 
blank by drawing its diagonals, and use a 
compass to draw a 6/4"-diameter circle. 
Bandsaw the blanks round, and then drill a 
centered 1⁄4" hole 1" deep in the top of each 
one. Grip the screw center with the chuck, 
and thread it into a blank, as shown above. 


Four-jaw chuck 


Note: Dimensions given for the 
screw center hole and spigot 
diameter and length are for the 
chuck shown. 

True the bottom of the blank 
with your bowl gouge, removing 
just enough to make it flat, as 
shown above. Then use your 
gouge to true the outside edge, as 
shown above right, turning it to a 
614"-diameter cylinder. 


Bowl bottom 
diameter 


Spigot 


center 


14" hole 1" deep 


||. — End grain direction 


1 @ Drill a hole ana 
mount the blank. 


i @ Tue the bottom. 


© True the edge. 


diameter 


» 


! Tools: 1?" bowl gouge, 34" skew chisel 
Tool rest: Gouge, slightly below 

center; skew, slightly above center. 
Speed: 800-1,200 rpm 


First, for remounting the bowl later, use the 
tail center to mark the center of the bottom. 
Then with a pencil, mark the diameters of 
the spigot and the bowl base on the bottom 
of the blank, as shown above. Use your 
bowl gouge to remove 1⁄4" from the blank 
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edge to the line marking the diameter of 
the bowl base. Now remove 316" from the 


area between the base diameter and the 


spigot diameter line, as shown 
above. You now have a 16"-long 
spigot and a Vie" step that marks 
the diameter of the bowl base. 
Finally, use your skew chisel as a 
scraper to undercut the spigot edge, 
matching the angle of the dovetail 
jaws, as shown above right. 


@ Form the steps. 


(Mark the bowl 
? = bottom diameter. 


?" @ Mark the spigot 
diameter. 


( 


(1) Mark the center. 


Tail center 


Noe @ unten the edge of the 


spigot, forming a dovetail. 
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Tool: 12" bowl gouge 

Tool rest: Slightly below center 

Speed: Gouge, 1,200-1,600 rpm; 
sanding, 800-1,200 rpm 


@ Form the outside 
profile. 


@ Finish-sand the 
outside. 


Use your bowl gouge to form the outside 
profile, as shown above right, checking it 


Tools: 1⁄2" bowl gouge, %s" drill bit 
Tool rest: Slightly below centerline 
Speed: 600-800 rpm 


Remove the screw center from the chuck, 
and mount a blank, gripping the spigot with 
the jaws. Make sure the 
flat bottom of the blank is 
tight against the ends of 
the chuck jaws. Use your 
bowl gouge to true the 
top of the blank, turning it 
to the 2/4" finished height 
of the bowl. To provide a 
depth indication when 
hollowing the inside of 
the bowl, mark a 1/4" 


Tool: 72" bowl gouge 
Tool rest: Slightly below center 
Speed: 1,200-1,600 rpm 


Use your bowl gouge to hollow the bowl. 
Starting adjacent to the center hole and 
cutting toward the center with your gouge, 
make a series of shallow concentric 
cuts, gradually working outward to 
within about 14" of the finished 
inside diameter. Then return to the 
center and make another series of 
cuts to the outside, as shown at 
right. With the bulk of the waste 
removed, begin the final shaping of 
the inside by making longer cuts, 
working from the rim to the center. 
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s 
with the template. With the lathe running, 
mark high areas with a pencil for removal, 
as shown above right. With the profile 
complete, slow the lathe and finish-sand the 
outside. (Start with 80-grit sandpaper and 
progress through 120, 180, 220, and 320 


depth (4" less than the 154" finished depth) 
with masking tape on a handled drill bit or 
an ordinary bit chucked in the tailstock. 
With the lathe running, carefully push the 
bit into the screw chuck hole to the marked 
depth, as shown at right. 


@ Grip the spigot with the chuck jaws. 


- Depth hole 
i @ Mark the depth 

d on a drill bit with masking 
i zal 1%" [zs tape, and drill the blank. 


<= 
9€ 
Masking tape 
| @ Tue the top of the blank. 


- 2e] 


Check the profile with the inside template, 
and finish the inside by making steady, con- 
tinuous cuts from the rim to the center, as 
shown opposite top. Finish-sand the inside. 
Remove the bowl from the chuck. Chuck 
the remaining blanks, true the tops, mark 
depths, and hollow and sand the insides. 


@ Rough out the inside with 
a series of shallow cuts. 


4990 "e the inside. 


Finish the inside 
=Qwith a few continuous passes, 
cutting from rim to center. 


Area to be removed 


grit. For best results, increase grit by no 
more than 50 percent at each step.) Mark 
the top edge of the bowl. Remove the bowl 
blank from the screw center. Mount the 
remaining blanks, true the ends and edges, 
form spigots, and turn the outsides. 


Masking tape 
depth marker 
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m Tool: 36" bowl gouge 
m Tool rest: Slightly below center 
m Speed: 800-1,200 rpm 


Grip the screw center in the chuck. Use a 
compass to draw a 3!?"-diameter circle on 
a 1'"-thick piece of softwood scrap, and 
bandsaw a disc. Drill a centered pilot hole, 
and mount it on the screw center. Use 
your bowl gouge to true the disc to a 31⁄4" 
diameter, and then shape the end to match 
the friction chuck template. Mount the 
bowl, placing a folded paper towel between 
it and the friction chuck, as shown at right. 
Apply moderate pressure to the center of 
the spigot with the lathe tail center. Rotate 
the bowl at slow speed, adjusting its position 
on the friction chuck until it is centered. 
Making very light cuts, use your bowl 
gouge to remove the spigot and create a 
slight hollow in the bowl foot. Work as 
close to the tail center as possible without 
completely cutting away the spigot, as 
shown at far right. Remove the bowl from 
the lathe, and pare away the remaining 
spigot with a chisel. Mount the other blanks 
on the friction chuck, and finish the feet. 


| } i NI 
Apply a food-safe finish to the bowls. (We 
used Behlen Salad Bowl Finish, following 
the directions on the container. Now at 
your next meal, serve salad in bowls you'll 
be proud to place on the table. # 


Written by Jan Svec 
Project design: Jeff Mertz 
Illustrations: Roxanne LeMoine 
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-..sWibg the tool 
> handle: 


Mount a piece of softwood scrap on the 
screw center and form a friction chuck. 


Friction chuck 


Folded paper towel 


Sources 

Lathe chuck. Four-jaw utility lathe chuck, includes a 
Screw center and adapters for ¥4"x16tpi and 1"x8tpi 
spindles, no. C3418, $46.95. Penn State Industries. Call 
800/377-7297, or go to pennstateind.com. 


Bowl blanks. 234x6/2x6!^" bowl blanks in your choice 
of ash, cherry, hackberry, red elm, or walnut. 6 bowl blanks 
for $21, 12 for $42, or 18 for $63. Supply of some species 
may be limited. Call Johnson Wood Products, 
563/933-6504 for availability and shipping charges. 
Finish. Behlen Salad Bowl Finish no. 125701 (pint) or 
no. 125702 (quart). Packard Woodworks. Call 
800/683-8876, or go to packardwoodworks.com for prices. 


Mount the bowl on the friction chuck, 


and apply pressure with the tail center. 


Tail center 


(3) Remove as much of the spigot as possible, 


forming a hollow in the bowl foot. 


LLL 


shop-tested 
woodworking skills 
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Tecta es 
sd 
im— .——  guART G2! 
TRICK. 
M eet 5 
| Í 
; | 
~P W 
u 


xe e 


Thinned 50 percent 


quere 
AT T s 
24 oz 
20 oz 
18 oz 1 PINT 
1202 


Thinned 20 percent 


| 
| 


d Premium Quality 


meme 


INTERIOR 
——elyerethanc 


bis. p. 
kun Resistant Finish 


Full-strength polyurethane 


build a better finish using 


solvents and thinners 


Discover which products provide the best solutions for a wide range of finishing challenges. 
Then learn how to use them safely and effectively. 


athering dust on many workshop 
shelves are cans of solvent used 
mostly to clean a brush or wipe up 


a splatter. Between the odors and the warn- 
ing labels, you may be afraid to use sol- 
vents for much else. That's too bad because 
those cans hold the answers to many com- 
mon finishing problems. 

First, let's sort out why some products 
can be called a solvent one time and a thin- 
ner the next. Solvents dissolve solids, turn- 
ing them into a liquids. Thinners dilute fin- 
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ishes, letting you apply lighter coats. For 
example, the mixtures above show oil- 
based polyurethane thinned with 50 
percent mineral spirits for use as a wiping 
finish or sealer coat over bare wood and 
thinned 20 percent to help brush marks 
level out of subsequent coats. 

Some products dissolve as well as thin a 
finish: Alcohol thins and dissolves shellac, 
for example. Mineral spirits can dissolve or 
thin varnish while the finish is wet, but 
does neither once the finish cures. 


Your solvent toolbox 

Solvent needs vary with the finishes you 
use. To alter oil-based finishes, you'll need 
mineral spirits—also called paint thinner— 
and naphtha. Both are extracted from petro- 
leum, but they're as different as 
gasoline and motor oil in how quickly they 
evaporate. Because naphtha vaporizes 
quickly, use it sparingly to shorten the 
drying time of oil-based finishes. Mineral 
spirits evaporate slowly, giving the finish 
time for brush marks time to disappear. 
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When you work with shellac, keep plenty 
of denatured alcohol on hand. Some types 
of alcohol are labeled “shellac thinner,” but 
any denatured alcohol—ethanol with 
methanol added to make it undrinkable— 
containing little or no water will work. 

Lacquer thinner's mix of chemicals both 
dissolves and dilutes lacquer, but can also 
affect its drying time. (See “Lacquer’s 
Chemical Cocktail" on page 54.) Latent 
solvents in the mix slow the evaporation 
rate and give the finish time to level, while 
primary solvents, such as acetone, speed up 
the drying process. Most lacquer thinners 
are blended for moderate drying speed. For 
other solvents, see "Common Solvents/ 
Thinners at a Glance,” below. 


The skinny on thinning 

Although oil-based finish labels warn “Do 
Not Thin," many finishing pros thin 
varnish or polyurethane by as much as 50 
percent. Thinning oil-based finishes 
reduces the thickness of the coat without 
damaging the finish, says chemist Paul 
Fishbein, a woodworker and member of the 


Discover the Thinner Difference 


Here are three ways thinned finishes can help you create a more attractive project: 


IE Mix shellac at the rate of 1 ounce of flakes per 5.3 fluid ounces of alcohol 

(a 1¥2-pound cut) to create a seal coat. “I'll stain wood and seal it with shellac,” 
chemist Paul Fishbein says. Any topcoat will bond to the shellac and, he adds, “I 
don't worry about what's on top interacting with the stain." 


Bi Add up to 25 percent mineral spirits to polyurethane to create a brushable finish 
with added drying time for brush marks and bubbles to level out and disappear. 


B Thin polyurethane with 10 percent mineral spirits for a thick top coat that still has 


enough drying time to level. 


International Professional Finishers Group. 

Manufacturers discourage thinning be- 
cause federal rules limit finishes' volatile 
organic compound (VOC) content—the 
fumes you smell from an open can. More 
factory-added solvents would push finishes 
beyond legal VOC limits, but that doesn't 
prevent you from adding thinners at home. 

Unlike varnish and polyurethane, pene- 
trating oil finishes, such as tung oil, can be 


tricky to thin. As thinned oil finishes cure, 
added solvent may produce enough warmth 
to push the finish from the pores of the 
wood. "The solvent or the oil itself will 
bleed out of the wood," Fishbein says. 
Shellac, thinned to as much as 1 ounce of 
flakes to 16 fluid ounces of alcohol, is a 
versatile and durable sealing coat. Thinned 
shellac dries quickly without bubbling, 
making it a smooth surface for many types 


Common Solvents/Thinners at a Glance 


Rollerand 


Brush 


Brush 
cleaner 


Oil and latex 
paint, varnish 


Acetone 


Lacquer; 
removes epoxy 
and contact 
cement 


Dissolves 


Not recom- 
mended for 
thinning 


Lacquer and 
polyester resins 


Use a charcoal 
filter respirator 
and neoprene or 
natural-rubber 
gloves 


Not for general 
cleaning because 
of fire risk 


Safety and 
handling 
factors: 


A blend of 
petroleum 
distillates and 
alcohol plus 
other solvents 


Cleans fiber- 
glass resins; 
speeds finish 
drying; shelf life 
is six months 
after opening 


Comments, 
other uses 


= 


thyl Ethyl 
M: DRE 


MEK. 


Methyl ethyl 
ketone 


Lacquer 


Denatured Lacquer 
alcohol thinner 


Shellac; crystal- Lacquer, shellac, 
lizes hide glue and water-based 
finishes 


Shellac Lacquer, shellac, 
and catalyzed 


lacquer 


Toluene content 
known to cause 
birth defects 


Denatured 
alcohol is 
poisonous 


Extremely 
flammable 


Creates a 
moderate 
drying time for 
lacquer; not as 
fast as acetone 


Most have 
medium drying 
times; retarder 
can be added to 
slow drying 


Don't use 
alcohol 
containing 
water to 
dissolve shellac 


Toluene/ 
Xylene (Xylol) 
Grease, oil; 


softens water- 
based finishes 


Mineral 
spirits Naphtha 
Wax (also cleans 
off silicones 

and oil) 


Wax, varnish, 
and oil-based 
finishes such as 
polyurethane 


Oil-based paints  Anti-rust coatings 


and varnishes 


Use odorless 
types with 
fewer aromatic 
ingredients 


Handle with 
polyvinyl alcohol 
(PVA) or nitrile 
gloves 


More volatile 
than mineral 
Spirits 


Toluene 
evaporates faster 
than xylene 


Speeds up 
drying (but not 
curing) time for 
spraying and 
brushing 
finishes 


Also called paint 
thinner; slows 
drying time for 
some oil-based 
finishes 


* See "Solvent Safety" on the following page for general safety and handling tips for all solvents and thinners. 
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Lacquer's Chemical 
Cocktail 


Paul Fishbein describes lacquer and 
lacquer thinner as a “witch’s brew." 
That's because the delicate balance 
between the ingredients spells the 
difference between a flawless finish 
and one marred by brush strokes or a 
Sticky surface. 

To help you understand what's going 
on in this brew, here's the story behind 
the most significant groups of ingredi- 
ents listed on lacquer labels: 


IE N-butyl acetate, methyl isobutyl 
ketone, acetone, methyl isobutyl 
ketone (MIBK), methyl ethyl ketone 
(MEK), propylene glycol monomethyl 
ether, ethyl acetate, ethylene glycol, 
and monobutyl ether are primary sol- 
vents. They dissolve the nitrocellulose 
in lacquer that forms the finish. 


Bi Methanol, n-butanol, and isopropyl 
alcohol are called /atent solvents. The 
latter two evaporate slower than the 
primary solvents and give the finish 
time to level out and eliminate bubbles 
or brush marks. 


B Toluene and xylene dilute the mix. 
They also lessen shrinkage of the 
finish to stop cracking, help the film to 
bond harder, and reduce yellowing. 


of topcoats. “Thinned shellac makes a seal 
coat to minimize or eliminate fish-eye 
(bubbles trapped in a fast-drying finish) so 
you don’t have to worry about applying 
your topcoats,” Fishbein says. “I always 
use it to seal in glaze coats or toner coats 
(colors applied after a sealer coat and 
before a topcoat). It’s cheap, fast, and 
works very well.” 

For tips on thinning polyurethane and 
shellac, see “Discover the Thinner 
Difference” on the previous page. 

By comparison, thinning lacquer is tricky 
because different types of additives alter 
lacquer in different ways. For example, a 
lacquer retarder slows down lacquer’ s rapid 
drying time enough for it to be brushed on. 
Typical lacquer thinner contains an assort- 
ment of solvents, many affecting the drying 
time or leveling ability of the finish without 
making it significantly thinner. That’s why 
Fishbein recommends thinning lacquer no 
more than 10 percent with premixed lac- 
quer thinners. 

The most difficult finish to alter uses the 
safest thinner: water. Unlike oil-based 
counterparts, water-based finishes can only 
be thinned about 10 percent. Adding more 
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Warming Up Your 


Water-Based Finish 


WHITE OAK PINE 


Straight water- 
based finish 


Mix of 1 drop 
of TransTint 
honey amber 
dye per 2 
ounces water- 
based finish 


Satin 
oil-based 
polyurethane 


If water-based finishes are the future, 
they'll need to win over woodworkers 
accustomed to the warm amber 
tones of oil-based finishes. A few 
drops of concentrated, water-soluble 
dye can help water-based finishes 
mimic the subtle amber tones of oil- 
based finishes. Dye is especially 
helpful for water-based finishes 
applied to darker woods, such as the 
oak shown above, and on walnut. 


water than that spaces out the resins in the 
finish until they're unable to dry into an 
even, solid coating. 


Future finishes 

Environmental safety and consumers' 
health concerns are driving research to 
create durable water-based finishes. More 
than a decade ago, manufacturers were 
given an economic incentive to develop 
water-based alternatives when California 
banned the sale of most oil-based finishes. 
Add to that market a host of woodworkers 
eager to avoid filling their houses and shops 
with solvent odors. 

Oil-based finishes will survive, but they 
aren't the category where finish manufac- 
turers are investing their research dollars, 
Fishbein says. Their research goal is a 
water-based finish with the durability, ease 
of application, and warm tone of oil-based 
finishes. (See "Warming Up Your Water- 
Based Finish" above.) 

"There'll be a phase-in for water-based 
finishes, and we're at the beginning of 
that,” Fishbein says. “I think you'll always 
be able to buy an oil-based finish, but it'll 
become a specialty item." 


Solvent Safety 


To work safely with solvents, keep them 
away from your skin and eyes, avoid 
inhaling them, and eliminate the possibility 
of accidental fires. The safety gloves, 
goggles, and respirators you'll need to do 
this are available from hardware stores 
and home centers. Vapor filtration masks, 
powered respirators, and other specialty 
products can be ordered by mail from 
suppliers such as Rockler Woodworking 
and Hardware (800/279-4441 or 
rockler.com) and Lee Valley Tools 
(800/871-8158 or leevalley.com). 


Choosing the right gloves to wear 
(9s on the solvent or thinner 
you use. Reusable or disposable 

neoprene gloves are an all-around safety 
precaution against acetone, naphtha, and 
methyl alcohol, but provide less protection 
against toluene, xylene/xylol, methyl ethyl 
ketone, or turpentine. Readily available nitrile 
gloves, or harder to find and expensive 
polyvinyl alcohol (PVA) gloves, provide better 
protection from those chemicals. Latex 
gloves will not protect against most solvents. 

(ex There's no definition of the “well- 

(D ventilated area" cited on product 

EP labels, but a good guide is that 
when you smell a solvent, you're at risk. 
Don't use solvents where the fumes could 
be touched off by a pilot light or accidental 
spark, as from an electric motor. If you use 
a fan to bring fresh air into your workshop 
or finishing room, position it so that fresh air 
passes through the blades and blows sol- 
vent away from the spark of the fan motor. 
In addition to venting your workspace, wear 
a respirator designed to filter out solvent 
fumes. Surgical-style dust masks won't do 
that. Make sure the respirator fits snugly 
and has charcoal filter cartridges that 
absorb VOCs. 


For more protection than safety 
glasses can provide, wear splash- 
resistant goggles. Look for eye 


protection that fits tight against your face 
and has vents that block splashed liquids. 


Solvent-soaked rags in confined 
y Spaces, such as a trash can, 

become a fire hazard when oils 
react with oxygen in the air and generate 
heat until the rags burst into flames. Hang 
unfolded rags in a well-ventilated area 
where they can dry before being discarded. 
(They're dry when you no longer smell 
solvent odors.) You can also drape them 
over the rim of a metal bucket or fireproof 
object until they dry. & 
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Dear Reader: As a service to you, we've 
included full-size patterns on this insert for 
irregular shaped and intricate project parts. 
You can machine all other project parts using 
the Materials List and the drawings accom- 
panying the project you're building. 


m 

zg 
cS 
2^ 


NOILOIWS 


Bit Holder Page 20 
Router Fence Page 40 
Salad Bowl Page 48 
Book Ends Page 59 
Nightstand Page 62 
Desk Clock Page 74 
Push Handle Page 80 


© Copyright Meredith Corporation, 2004. All rights 
reserved. Printed in the U.S.A. Meredith Corp., the 
publisher of WOOD Patterns allows the purchaser 
of this pattern insert to photocopy these patterns 
solely for his/her own personal use. Any other repro- 
duction of these patterns is strictly prohibited. 
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FEATHER BOARD 
*ULL-SIZE PATTERN 


5^e" hole 
(Pivot hole) 


Bit Holder © eee 


Page 20 TIERS FULL-SIZE 
TOP-VIEW PATTERN 


p hole | v" hole = i 
^1" deep, 1" deep 36 ] 
Ue © ie 


9/52" holes 1" deep 


Push Handle 
Page 80 


BIN NS 
d Sed Se" ae eo 


COMBINATION PILOT/COUNTERSINK BITS 


© 


FULL-SIZE 
PATTERN 


LID FRONT 


TIERS FULL-SIZE 
TOP-VIEW PATTERN 


1" deep 


PLUG CUTTERS 


Join pattern here. 


6" we £P 
1" deep 
PHILLIPS DRIVERS 
a ) ( ) 5^e" hole Kk 
iis deep —~ 


SLOTTED DRIVERS 
56 


TO IMPROVE YOUR WOODWORKING PROJECTS, 
ALWAYS START WITH A TRIANGLE. 


w- Offer extended. by-popular demand. 
Purchase any Delta X5* machine and receive; 
+ Your choice of one of 4 free tools 


* Over $2000 


* Up to $500 in free accessories 
* A bestin class 5-year warranty 


in Savings with the DELTA? X-treme Savings Book 


NOW WITH Al 


q 


on a DELTA®” purchase of over $250. 


N ADDITIONAL $100 CASH REBATE 


J 


28-682 


rot 
RAPID-RELEASE™ tension lever 
ia allows for quick bi 


= Table extensions for full 


oo support towards frame. 


[ 
* 12" re-saw capacily. 


FREE CORDLESS DRILL )” 


Gah Smooth performance makes drilling jobs easier than ever. 


16 1/2" Drill Press 
17-965 


* Standard 3-jaw, 5/8" capaci! 
standard bit sizes. 


materials. 


(CONTRACTOR SAWS* An .industpy first: 


10" CONTRACTOR'S SAW” 36-680 10” CONTRACTOR'S SAW* 
* Powerful 1 1/2 HP induction motor handles tough 736-881 
itti tions. T 
. Tue eee UNE with cast-iron extension wings ! < UNIFENCE* Saw System 
_ measures a full 40" x 27". li m | 30" or 50" capacity. 
+ Includes Delta T-Square jns E 
P Es Svetem 30" 2 A 
j“ capaci | 
A eatabie an Y 10" CONTRACTOR'S SAW* 
(Use 78-851 table board). 36-682 


38 Deluxe Miter Gage with 


and 90 degrees. 


| PLANE Rough umy 


o agr wo-Speed 
= 


(Finishing Planer 
22-580 
| + Two-speed material 


CPI) to quickly reach desired thickness; 
finishing speed (90 CPI) for an‘ultra 
smooth surface on final pass. 


* Patented cütterhead lock stabilizes 
cutterhead to virtually eliminate snipe, 


* High-speed, double-sided knives. 


+ Full-range depth stop for repeatable 
thicknesses at any dimension across 
the entire height range. 


(4) 
$30 CASH BACK j 


18" Steel Frame Band Saw 


* 2 HP 230V, single 60. Hz molor. 


* Powerful, 3/4HP induction motor for 
long lasting, smooth performance. 


* New external micro-adjustable 
depth stop is easily accessible for 
making faster, more accurate depth 
adjustments; locks in place instantly 
for repelitive drilling operations. 


chuck for accepting a variety of 


Now offers a selection of 16 spindle 
speeds for drilling ina variety of 


adjustable stops at 45 degrees. 


14" Band Saw 


with 1HP Motor & 1 ; 
Enclosed Stand 14" Band Saw 
ee 28-206 with 3/4HP. Motor 


& Open Stand 

28-276 

* RAPID-RELEASE™ tension lever. 

+ Nine-spoke precision-balanced wheels. 


* RAPID-RELEASE™ 
tension lever. 

* Nine-spoke precision- 
balanced wheels, 


T 2/12" Variable Speed Deluxe Mortiser 
{K 2) Bench Drill Press i 14-651 
"= DP350 Easy and open access to drill 


1... «Induction motor for "r^ hock for bit changing. 
hy. long-lasting, smooth 


performance. 


* Adjustable-position, 
locking depth stop for 
iccurate depth measure- 
int and repetitive drilling. 


Adjustable depth stop. 


= Chuck key/hex 
"wrench for bit and 
“chisel changing. 


ity key. 


» Adjustable rack and pinion 
fence and rack and pinion head 
raising and lowering. 


“=> BIESEMEYER* 
Commercial Fence 
System 30" or 50" 
capacity. 


Pris no match. 


= 12" Portable Planer 


* Solid-steel, 2-knife, cuttethead, 
mounted on ball-bearings 
aSSures smoother operation 
and maintenance-free life. 


* High speed steel knives 
are double edged/ 
reversible for 
twice the 
cutting life, 


Create, projecis;-not dust: MANAGEME 
‘Bb ^ Dust Collection Canister 
150-8508 
he É 14/2-HP Single Stage I 


"IG Handle for easy cleaning of inner filter. = 
* Powerful, induction motor for long-last Dust Collector. Down Draft Mat 
50-760 AP075 


ing, smooth performance, totally 
+ Lightweight for easy portability. 


ity is enclosed to protect it from 
t—— N ii WS 
q 1 damaging dust. * tor: 
a 7 ERE IU eh * Anti-skid top surface provides stable 


T a : al 
) 4 * Top and bottom collection i *.1200 CFM: 
S30 CASH BACK) Ben work surface for 


| collection capability, * 1 Micron Filtration Bag. sanding or routing. 
& edi Curved steel impeller produces * 20" x 40" tabledoniarge 
* A «maximum air velocity for efficient 
sa dust collection. 


Work surface. 


x 


wm t Ambient Air Cleaner with Work t  2HP Single Stage pL 3 HP Single Stage 
J Light AP100 A. A. | Dust Collector = CHEW) A A f Dust Collector 
+ 450 CFM. ib 50-761 , ‘fh. 50-762 
* Filter system includes coarse =a * 2 HP induction Motor. — * 3 HR Single Phase induction Motor. 
pre-flter, 5 micrüit inner filter. } Don CM ric S100 CFM 
z " 4 f . icron Filtration Bags. 
Eye bots for suspending from eng: * 1 Micron Filtration Bags. |S Model 50-763 has a 3 Phase 
* Separate hanging on/off pull Iss ade eie d a induction motor. 
cords for lamp or fan. io y ^ i 
Compact, portable and precise. MITER SAWS 
12" TWINLASER* Miter Saw 482.12" Dual Bevel Miter Saw 


12” Single Bevel 


[with FRONT BEVEL LOCK” A HAS 
+ Bright TWINLASER? cut lines clearl 36-412 ompoun ler Saw 
indicate both sides of the blade kert, i Patent pending rear blade access = with FRONT BEVEL 
Whether ar not the blade is rotating. g? 3 and secondary blade guard for , a ~ LOCK" 


| 36-255L 


» Extra-tall sliding fence se cutting up to 9 1/2" base or i 
x. adjusts for increased work woe 97 3/4" crown molding. ed 35-312 
Ý *"Patent-pending blade and motor orientation for: E reps [nr Kr uf 
Pe i maximum cutting capacity, including the abili if ll li 
aor Ee RN Dr to crosscut a 2* : 10 dimensional lumber en 6 1/2" baseboard, 
rs ing r T 
* Patent pending FRONT BEVEL LOCK* with S + FRONT BEVEL LOCK® with adjustable 
* Large bevel scale for quick; easy tilt settings with. adjustable positive stops and a large positive stops at 0, 33.9 & 45 degrees lett 
adjustable positive stops at-0* and 45* L. readable scale for making quick and and a large readable scale for making 
accurate compound cuts. quick and accurate compound cuts. 
The cornerstone of any shop: ME Y V1 C UE] 
10" Table Saw 


T5350 CHEW ) 10" CONTRACTOR'S SAW” (new ) 


* Large cast-iron table With cast-iromexten- 36-675 
ion Wings measures a full 22 1/4" x 38 3/8". zn Powerful 1 1/2HP. 


1e Miter gage with adjustable stops at 90 "5! ^ "induction motor handles 
degrees and 45 degrees (right and lett) for E gu ugh cutting Operations, 
=) continued accurate straight and angle cutting. TX Includes two steel wings and. 


- 


P- Della T-SQUARE® Fence System: 


) + Cast-iron carriage for precise cutting’and minimal vibration, i 
30" capacity less table board. 


+ Powerful’! HP'120V, single-phase induction motor 
provides plenty of cutting power and speed. 


i Stigoth finishrevery dime: [ SANDERS 


Sanding Center a 
31-300 (new ) 6 Belt/12" Disc 
+ Moveable dellector allows for p. Finishing Machine 

more efficient dust collection. ‘a. 3i- zo def A 

” PN Powerful 1 1/2 HP TEFC motor Sm. gi? Powered by a Dea nsdaty 

» for long-lasting smooth performance; ME ned i 72 WP TERG molor. 

Jeallires manual thermal overload. q * Offers the right speeds- 

12100.rpm for disc unit and 


protector to prevent burn-out. 
" #3030 rpm for the belt unit 
* Star-wheel, eccentric belt tracking fiet ` 
Making it well suited for both 
Control for easy, accurate bell alignment. ‘metal and wood shops: 


* Sturdy steel stand for greater 


‘operating stability, 
jue ifrotgh anything. MW Y sy 
d 


i roi LATHE® ot RI à 
i200 


[e Powertul 1/2HP. E 2 CHEW) 


1725 rpm motor. a 
* Tums objects larger than 6*in diameter 16, Steel Bed Lathe 


to create a variety of decorative projects. . 46-756 and. 46-755X 


. ji + Industry-proven high and 
‘eid eS TUN Eran E low acceleration/deceleration, 
reduces down ume; i variable frequency, 


* All cast-iron construction provides —" Large 12° ductile iron tool rest 


* and base move easily on ground 
stability and is extremely durable. hed for maximum tool placement 


* Ball-bearing live center, and versatility. 


A ® 4 is 
E FREE TOOLS OR 
T BED EXTENSION 


11/4". Brad Nailer 
E lin ia nn M aa 
*18 gauge 1/4* crown staples iam Ven to 1". 

+ 860. Degree adjustable exhaust. Š Y 
- * Positive Stop depth control. iil. 
+ Sequential trigger. "- NT ee 


DELTA cs 


SAME DELTA? QUALITY FOR LESS. 


j (NEW ) “DELTA” BRAD NAILERS AND STAPLERS ~~ $ iU cun pres [ i dtm 


1-1/4” BRAD NAILER COMBO KIT 
CFDBN125 


Nailer: 
* 3/8” to 1-1/4”, 18 gauge Brad nails. 
* 360 Degree Adjustable Exhaust. 

* Positive Stop depth control. 

* Sequential trigger. 


a 1" Narrow Crown Stapler 2in1 Nailer/ Stapler 
Compressor: S 
* Motor 120 v, 60 Hz, 2 gallon tank. DOO Vies x 2 
* 100 PSI easily operates stapler, * 18 gauge 1/4* crown staples * 18 gauge Brad nails from 3/8" to. 
brad or finish nailer. — T from 1/2" to 1*; 11/4", 
* Low noise motor for quiet operation. + Crown staples tram 1/2" to 1". * 1/4" crown staples from 1/2" to 1". 
Includes the new Delta Woodworking Starter Kit CD * 360 degree Adjustable Exhaust. * Positive Stop depth control. 
" * Positive Stop depth control. * Sequential trigger. 


10" Bench Drill Press Qut 4j 3 i 9” Band Saw 
DP200 iK 2 DN BS100 


* Induction motor for long-lasting, smooth performance. 


ML AUN + Pivoting motor mount maintains Correct 
belt tension and facilitates Speed changes. 


* Three-spoke pilot wheel tor operator convenience. i 


* Powerful, 1/3HP ball-bearing motor 
moolh. | performance and longer. life.) 


* Ribbed atur E ‘with miter gage slot features a 
rack and pinion table tilt adjustment tor, 
settings from < 


* Rack EN pinion Upper blade ‘guide adjustn 
sion height ane under. rth 


iim AN s i 10" Compound Power Mier Saw 
i : MS250''. 


$ Powertul 43 amp motor provides ple 
, of power for tough cutting Jobs. 


Crass cuts à nominal 2" X 6" or 4" X at at 90% 


: + Ample capacity to cul 3" 
NU aa and 21/2 En 


ghe, Sonn alloy. am 
weighs. Ah 28 lcs 


10" Band Saw wit Stand i y 42". Portable" Planer 
tibi SOLS auttm; P300 y 

ist Powerful, 15 amp, 120V motor for 
superior ‘stock removal. 


+ Poly V-belt and pulley'cutterhead 
drive with rugged gearbox/chain and 
“Sprocket feed roll drive for maximüm 


‘ange 5 allows you to select the’ tight speed 
for the size and hardness of the material 
you're cutting. 


+ Center-mounted fence gives needed 


(o 2 MP direct drive induction ` 
motor: 


* Rack and pinion table tilt. 


M * Rack and pinion upper blade power transmission. TRADER the cut for accurate 
TN guide adjustments for precise " » v edge jointing. 
n adjustments, “# Solidstee!, 2-knife, cutterhead mounted) ^ 


on ball-bearings assures smooth. 
LI operation andi Wee -free life; 


à fence tilts 0° to-45* outward for bevel " 
«imt ointing & chamfering; features positive” 
stops at 45° & 905. 


(C WOODWORKING STARTER KIT CD. GREAT GIFT IDEA. ) 
- 


A [un | ES L TA (1) $100 rebate is valid 91/04 — 12/31/04 and eannot be combined with any other Delta rebate or ree gonds oft (2) Fee cordless il promolion is val 7/1/04 — 12/51/04 with mallin 
rebate (3) Free oetsing kit îs promotion i valld 7/1/04 — 12/31/04 with mali rebate | (4) $90 cash Back rebate IS VANG 9/1/04 — 12/31/04 with aln reba) (8) Fres turning tools oF 
; s. Bed extension promotion s valid 7/1/04 ~ 12/31/04, DELTA, DELTA X5; RAPID-RELEASE. CONTRAGTOR'S SAW, UNFENGE, BIESEMEYER; TWINLASER, FRONT BEVEL LOCK, T-SQUARE 
Your achievement. Our tools.” nd Shops ar tae vara o Pen oos Group, c Fea Tn Coup, 2008 Sed your DELTA bulb or cert pf delis ort 800-438 2486, 
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HANDLE 
FULL-SIZE 
PATTERN 


30° bevel 
on bottom face 


® 


CORBEL 
FULL-SIZE PATTERN 


234" 


Nightstand Page 62 


Join pattern here. 
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Desk Clock Page 74 


3v" 


| 494" 1 


158" 
23/" hole 
7/&" deep 

1 
® 
BODY 
FULL-SIZE 
PATTERN 


a ve 


Book Ends 
Page 59 


SIDE VIEW 
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316" 


= 
ES Salad 
aIW1dWAaL 2 g Bowl 
Ie Xe) 
3AISLNO 8 z| Page 48 


SHIELD 
FULL-SIZE PATTERN 


(Qyf — "we" shank hole, 
Nt countersunk 


Router Fence Page 40 


534" 


5^e" slot 
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To quickly change photos, simply lift off the 
walnut cap and pull up the acrylic 
panes/photo sandwich. 
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rfect 
bookends 


Frame favorite photos and support good reading 
with this pair of easily made bookends. 


ere’s a project you can build in an 
evening or two with just a few 
shop scraps. Sized to hold stand- 
ard 4x6" vertical format photos, you won’t 
have to cut a single joint to assemble the 
stack-laminated frames. A simple 
antees perfect results. 


First build the frame 


For the rails and stiles (A, B, C, D) cut 

a 3A"-thick board to 14x48". Resaw it 

in half and plane the halves to 1⁄4" thick. 
method of resawing on your 

see the sidebar on page 61. Now 

(A) and stiles (B) to the 

lengths listed on the Materials List. Then 
rip the remaining stock to 114" wide, and 


cut the center rail (C) to length. Now cut a 

ong rail spacer. Rip the remaining 

k to 1⁄6" wide, and cut the center 

(D) to length. Finally cut 14" glue- 

relief grooves 46" deep in both sides of 

parts C and D, where shown on Drawing 1. 

To ensure quick and Irate assem- 

bly of the frame, make the jig shown in 
Drawing 2. (We used MDF.) Cut the 

and 1⁄4" s shown to keep tl 

center rail (C) and 1146"-wide 

center stiles (D) flush at the outside edges 

with the 14"-wide rails (A) and stiles (B). 

Then mble the frame members (A, B, 
C, D), as shown in Photos A, B, and C. 


A SIMPLE JIG MAKES PERFEC AND SQUARE FRAMES A SNAP 


Cover wi : 
plastic tap 


Va" cor - 


Note*Dowelsand rail spacers 
A are painted for clarity. c 
Position two rails (A) and two stiles (B) Position the second set of rails (A) and stiles Clamp the side clamp blocks then the end 
around the cleat. Then place dowel spacers (B) around the cleat. Place the caul on top of clamp blocks in place, applying light pres- 
next to the cleat and add the rail spacer. the stack, centered, and clamp it in place at sure. Alternating among the side clamp 
Apply glue to both sides of the center rail (C) the corners, applying light pressure. Wipe off block, end clamp block, and caul clamps, 
and center stiles (D) and lay them in place. any excess glue with a damp cloth. gradually increase the clamping pressure. 


am clamp P 


lock 


Ell EXPLODED VIEW 
Add base, upright, and cap 
7a" rabbet 96" deep With the glue dry, remove the frame from the jig, and finish- 
toy) Nain Stas sand it. Take care not to round the edges or ends. 


i: L From V?" stock, cut the base (E) and upright (F) to size. Mark 
Mm ME rabbet the angled corners, where shown on Drawing 1, and bandsaw 
&' deep x à 
ae phate on both ends and sand them to shape. Then rabbet the bottom end of the upright, 
P ; Ep where shown. Finish-sand the parts. 
| Glue and clamp the base (E) and upright (F) together, check- 
/ ing them for square. When the glue dries, glue, center, and 
eai 6" 1 : clamp the frame (A/B/C/D) in place. à 
Ye" glue-relief From ^" stock, cut the cap (G) to size. Make a copy of the cap 
| s As een pattern on the WOOD Patternse insert, and adhere it to the 
14" from the part with spray adhesive. Then install a zero-clearance insert in 
edge, onboth ^ your tablesaw. Now, housing a dado blade in an auxiliary fence 


De Sides of pans attached to your tablesaw rip fence, rabbet the cap, as shown in 
sw (gan Photos D and E on the next page. 

Bandsaw and sand the cap (G) tapers to the pattern lines. Then 
finish-sand the entire cap. 


E CLAMPING JIG 


| 12" rabbe! By" 


Clamp 
blocks 


16" dowel 51⁄2" long \) 
Ya" dowel 3v2" long 


#8 x 1A" F.H. 
wood screw 


Cover with plastic 
packing tape. 
34 x 3% x 53" MDF 
planed, sawn, or sanded 
to 'Ae" thick 
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d 
Auxiliary | 


fence | / 


Ais 


V6: rabbet 
4 358" deep 


Zero- TESTIS 


D| insert 


With 1%a" of the dado blade exnocad! cut 
%"-deep rabbets in the cap (G) ends. 


Now finish and assemble 
Check over the bookend, and resand 
areas that need it. Slightly chamfer any 

sharp edges with a sanding block. Apply a 

clear finish. (We applied two coats of an 

aerosol satin polyurethane, sanding with 
220-grit sandpaper between coats.) 
Stick four self-adhesive bumpers to the 
bottom corners of the base. Then cut 
two ¥2"-thick clear acrylic panes to 4x6". 

(We used a 50-tooth combination blade. 

For an alternate method, see the Shop Tip, 

below.) Smooth the sharp edges with a 

sanding block, and remove the protective 

covering. Sandwich a photograph between 
the panes, slide it into the frame, and add 
the cap (G). (For a bookend visible from 
both sides, sandwich two photos back-to- 

back between the panes.) Now put a 

picturesque end to your bookshelf. # 


Written by Jan Svec with Chuck Hedlund 
Project design: Steve Levine, Dayton, N.J. 
illustrations: Roxanne LeMoine 


Cutting Diagram 


m » 
Pad-style 
pushblock 


Auxiliary. 
fence 


A Tes" rabbet 
38" deep 


Zero-clearance 


insert r 
B pre 
Repositioning the fence to expose %4" of the 
blade, rabbet the edges of the cap (G). 


Materials List 
SEINIBHEI Ds 


6" 


At rails v" 14" C 4 
B' stiles v 1%" oun C iad 
C" center rail V 1%" 4%" C 1 
D' center stiles V iw 184 C T2 
E base v 234" Ts Ww W 
F upright wo ov — 9 w 4 
G cap yo e €" od 


*Parts initially cut oversize. See the instructions. 
Ma : C-cherry, W-walnut. 


3: 34" medium-density fiberboard, 36x14" flat- 
head wood screws, 14" and 46" dowel, and plastic packing 
tape for the frame clamping jig; self-adhesive bumpers; 92" 
clear acrylic; spray adhesive. 


ə: Stack dado set. 


erials ke 


li t. Cherry and walnut planed 
to he finished iieknasses for the parts listed above, 942" 
clear acrylic, self-adhesive bumpers, MDF and dowels for 
one clamping jig with each order. Order kit no. W-159 and 
indicate one of the following quantities: one pair of 
bookends, $32.95 ppd., two pairs of bookends, $59.95 ppd., 
five pairs of bookends, $129.95 ppd. Heritage Building 
Specialties. Call 800/524-4184, or go to heritagewood.com. 


* Resaw in half and plane both pieces to the 
finished thickess. See the instructions. 


Le © 


Ye x 3v2 x 24" Walnut (.3 bd. ft.) 


Boe 


Rail spacer. © | 


£3 s 


TOA 


Ja x 3% x 48" Cherry (1.3 bd. ft) 


Rout away rough cuts in acrylic 


If you get too much chipping when cutting the acrylic 
panes on your tablesaw, here's a way around the 
problem: Using the finest-tooth blade you have, cut | 


4V4x6Va" blanks. Then cut a piece of 34"-thick scrap to 
4x6". One at a time, adhere the blanks to the scrap with 


double-faced tape, centering the blank on the scrap. ‘ / 
Chuck a flush-trim bit in your table-mounted router and e / 
trim the blanks to finished size, as shown at right. 


When it's time to resaw lumber for thin 
stock, a bandsaw usually comes to mind. 
But in many situations, such as preparing 
the 1⁄4"-thick stock for the frame parts in 
this project, you can do it on your 
tablesaw. Most 10" tablesaws easily 
resaw boards up to 512" wide. The 
photos, below, show how. 


3x8" pushblock 


Splitter 4x6" notch 


Outfit your tablesaw with a zero-clearance 
insert equipped with a Ye" hardboard splitter 
that protrudes %4" above the surface of the 
insert. Then make a 3x8" pushblock with a 
38" notch 6" long from stock at least as thick 
as the stock to be resawn. 


The depth. E 
ofthe first } 
cut must 


Adjust the blade height to 1716" to clear the 
splitter, center the stock on the blade, and 
make the first cut. Then make additional 
cuts, raising the blade each time until the 
depth of the cut is just over half the width of 
the stock you are resawing. 


Flip the stock end-for-end, and keeping the 
same side against the fence, repeat the 
previous cutting sequence in the other edge 
until the stock is sawn in half. Push both 
pieces of the resawn stock all the way past 
the splitter with the pushblock. 
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s & Crafts bed 

nd features 

matching corbels and arched rails in addition to ample 

drawer and open storage. Don't need a nightstand? This piece also can 

serve as a lamp table, as shown at rig/it. Either way, you'll find the 
project well-suited for any home. 
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Thanks to its simply 
stated design, you can 
place this multipurpose 
piece next to an easy 
chair or sofa, keeping 
your favorite reading 
materials handy. 


You'll find 
this beauty 
at home 
just about 
anywhere. 


Y 


A wan 
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AT A GLANCE 


m Overall dimensions are 28" wide x 
201" deep x 301^" high. 

m For the board feet of lumber and 
other items needed to build this 
project, see page 66. 


Let's start with the sides 
From 34" stock, cut the legs (A), top 
side rails (B), bottom side rails (C), and 

center stiles (D) to the sizes listed in the 

Materials List. Save the rail cutoffs to make 

test tenons. 

From 34" stock planed to 34" thick, cut 
the side panels (E) to size. Sand the 
panels to 220 grit, and remove the dust. 

Then stain both faces. (We used Watco 

Danish Oil Finish, Dark Walnut.) 

Using a dado blade in your tablesaw 
that matches the thickness of the side 
panels, cut a centered 34" groove 16" deep 
along the inside edges of the legs (A) and 
top and bottom side rails (B, C) and along 
both edges of the center stiles (D), where 
shown on Drawing 1. 
To form tenons on the rails (B, C) and 
stiles (D), where shown on Drawings 1 
and 1a, attach an auxiliary fence to your 
saw fence and an auxiliary extension to the 
miter gauge. Then cut a ¥%" tenon 1⁄4" long 
on a rail cutoff. Test-fit the tenon in the 
grooves in the rails. Adjust your setup, if 
needed, and cut the tenons on the rails. 
Place the legs (A) inside face up on 
your workbench, and pair them together 
with the grooved edges on the inside and 
the ends flush. Next, lay out the locations 

for the 34" rabbet, two 34" dadoes, and 34" 

mortises on each pair of legs, where dimen- 

sioned on Drawing 2, making sure you have 
mirror-image pairs. Extend the lines for 
the rabbets and dadoes onto the leg edges. 

The rabbets and dadoes will receive the top 


INSTALL THE LEG FILLERS 


S us A 
Dry-assemble a leg (A), top and bottom side 
rails (B, C), and center stile (D). With rail B 
flush with the top of the leg, glue and clamp 
a filler (F) in the leg groove tight to rail C. 
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Ell SIDE ASSEMBLY 


EEI TENON DETAILS 


ATE 
He 
Me" 
«1 f (E 
et C=! 
3" grooves f ig 
5^6" deep, 


centered 


if 576" 
| 


|| ane 


"A. vj" chamfer 
routed after 
gluing filler(E) 


36" grooves 
5/6" deep, 
centered 


y" groove 


Base. 


in place 
436" 


L- 


E LEFT SIDE ASSEMBLY (Inside face shown) 


and center shelves (I) and bot- 
tom shelf (K), and the mortises 
will accept the tenons on the 
top back rail (G) and bottom 
rails (H), where shown on | y 
Drawing 3. | i 


34" rabbet 
YA" deep 


36" mortise 
5/e" deep 


Using a 3s" brad-point bit | 

in your drill press and a 
fence to keep the holes aligned, 
drill the ¥%" leg mortises 34e" 
deep. Then square the sides 
and ends with a chisel. 

Mark the ends and center 

of the arch on the bottom 
side rails (C), where dimen- 
sioned on Drawing 1. Bending 
a fairing stick to these points, 


274" 


(à) hl © overhangs 
HH part 
| : | yy | 34e" at front 
(D) ||| and back. 
34" dado) | {| 
Ya" deep|| | || | | IL Pme" 


| 96" 


i Hi | i 


draw the arches. Then bandsaw 
and sand them to shape. (For a 
free fairing stick plan, go to 
woodmagazine.com/fairing.) 
To make the leg fillers (F), 
rip a ⁄16"-wide strip from a 
piece of 4x12" stock. Crosscut four 2"-long 
fillers from the piece. Glue and clamp a 
filler in the bottom of the groove in each leg 
(A), as shown in Photo A. Let the glue dry 
overnight. Then trim the fillers flush with 


(o 


29 


3 c 
LE 5 [o] se mortise — e" chamfer], [d > 
Mel 34" mortise 


| 2L 5/e" deep 


5/6" deep. 


19" 


the bottoms of the legs, and sand the fillers 
flush with the ends and edges of the legs. 
Using your table-mounted router, rout a 
Yo" chamfer around the bottom edges 
of the legs, where shown on Drawing 2. 
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EJ SCREW SLOT DETAIL 
Ima 


194" 


GLUE THE SIDE TOGETHER 


Uu 


Assemble a side by gluing and clamping 
together two legs (A), top and bottom rails 
(B, C), center stile (D), and side panels (E), 
aligning the stile with the tape marks. 
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542" shank hole, countersunk on 
bottom face with a %s" pilot hole 
Y?" deep in part 


#8 x 114" F.H. 
wood screw 


E EXPLODED VIEW 


No chamfer 
along this edge 


R=1" 


Ya" chamfer 
2v" 
/ 


1⁄4" chamfer on front 
and side edges 


Vie" chamfers 


Ií Dry-assemble a side assembly by 

joining together the top and bottom 
side rails (B, C) with a center stile (D), slid- 
ing the side panels (E) in place, and adding 
the legs (A). Center the stile side-to-side 
and mark its location on masking tape on 
the top and bottom rails. Verify all parts fit 
together correctly, and then disassemble. 
Now glue and clamp them together, as 
shown in Photo B. (We did not glue the 
panels in place to allow for wood move- 
ment.) Repeat for the other side assembly. 


Complete the case parts 

Cut the top back rail (G) and bottom 

rails (H) to the sizes listed. Then, using 
your dado blade, form 34" tenons 1⁄4" long 
on the ends of the rails, where shown on 
Drawings 3 and 3a, to fit the mortises in the 
legs (A). Next, with the bottom rails set on 
the bottom edge, trim 16" from their tenons 
for a final tenon length of 21546". 

Mark the ends and center of the arch 

on the bottom rails, where dimensioned 
on Drawings 3 and 3a. As before, draw the 
arches using a fairing stick. Then bandsaw 
and sand the arches to shape. 

From 34" plywood, cut the top and cen- 

ter shelves (I) to 177$x21". Then, from 
3A" stock, cut four 34x21" pieces for the shelf 
edging (J). Cut the edging so that the quar- 
tersawn figure shows on the face. 

Glue and clamp the edging, centered, on 

the front and back edges of the shelves. 


1x 1776" 
low-friction tape 


No chamfer along this edge 
#10 flat washer 
#8 x 114" 


n pu 
— 


Ye" chamfers 


After the glue dries, sand the edging flush 
with the shelf faces. Then crosscut the 
shelves to the finished length of 20". 

To drill mounting holes and slots through 

the shelves, where shown on Drawings 3 
and 3b, for attaching the top (L) later, first 
align the top shelf on the bottom shelf and 
clamp them together. Then, on the top shelf, 
mark a centerpoint 124" in from each corner. 
Now drill Yio" holes through the shelves at 
the centerpoints, Separate the shelves. 

Using a 3⁄4" twist bit, redrill each of the 

holes in the center shelf. (These provide 
clearance for a screwdriver when attaching 
the top.) Next, centering on the front pair of 
holes in the top shelf, drill countersunk 52" 
shank holes in the bottom face. Switch to a 
Yio" bit. Now redrill the rear pair of holes in 
the front shelf, and then drill additional 
holes to form 34s" slots 34" long, where 
shown on Drawing 3b. 

Edge-join 34" stock to form a 20x21" 

workpiece for the bottom shelf (K). 
After the glue dries, crosscut and rip the 
shelf to 1934x20". Then, using your table- 
mounted router, rout i6" chamfers along 
the front and back edges of the shelf and the 
edging (J) on the top and center shelves (I), 
where shown on Drawing 3. Hand-sand 
chamfers on the ends of the parts. 

Using a dado blade that matches the 

thickness of the bottom shelf (K) and 
aligning the blade with your layout marks, 
cut a 24" dado 1⁄4" deep in each side assem- 
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bly, where shown on Drawing 3 and as 
shown in the Shop Tip, right. 

Adjust the dado blade to match the thick- 

ness of the shelves (I/J). Repositioning 
your fence as needed, cut a 34" dado and 
rabbet 4" deep for the shelves in each side 
assembly at your marks. Now sand the 
assemblies, top back rail (G), bottom rails 
(H), and shelves (I/J, K) to 220 grit. 


Assemble the case 

Dry-assemble the side assemblies, top 

back rail (G), bottom rails (H), top and 
center shelves (I/J), and bottom shelf (K). 
Verify that all parts fit together correctly, 
and disassemble. 

Using squaring braces, glue and loosely 

clamp together the left side assembly, top 
back rail (G), and top and center shelves (I/J), 
as shown in Photo C, centering the shelves 
front-to-back with a Vis" overhang. Then, to 
align the top back rail, place the bottom rails 
(H) and right side assembly (no glue) in posi- 
tion, as shown, making sure the tenon on the 
top back rail engages the mortise in the right 
side assembly. Now tighten the clamps. 

Later, remove the right side assembly 

and bottom rails. Then glue and clamp 
these parts and the bottom shelf (K) in place, 
as shown in Photo D. Apply glue to only the 
front 6" of the bottom shelf ends to allow for 
expansion and contraction. 


Add the top 
Edge-join 34"-thick stock to form a 
21x29" workpiece for the top (L). After 
the glue dries, crosscut and rip the top to 
20x28". Then rout a 1⁄4" chamfer along the 
bottom edges, where shown on Drawing 3. 
Cut the crest (M) to size. Then mark the 
1" radii, where shown. Bandsaw and 
sand the radii to shape. Next rout a 1⁄4" 
chamfer along the front edge. Now glue and 
clamp the crest to the top (L), flush with the 
back edge and centered side-to-side. 
Position the top assembly (L/M) on the 
case, flush with the back edge of the top 
shelf (I/J) and centered side-to-side. 
Reaching inside the case, use a 4d finishing 
nail to mark the centers of the mounting 
holes and slots through the shelf (I) on the 
bottom side of the top (L). Remove the top, 
and drill %4," pilot holes 1⁄2" deep at the 
marked locations. Reposition the top, and 
drive the screws to secure it in place. 


Make the drawer 
Cut the drawer front (N), back (O), and 
sides (P) to size. From 1⁄4" plywood, cut 
the drawer bottom (Q) to size. 
Referring to Drawings 4 and 4a and the 
three-step Drawing 5 on the next page, 
cut the grooves in the drawer front (N) and 


woodmagazine.com 


SHOP TIP 


Use a guide to 
safely cut dadoes 


To cut dadoes in case assemblies, 
such as the ones that hold the 
bottom shelf (K), attach a 34x2x22" 
guide to the bottom of the assembly 
legs (A), as shown at right. The 
guide keeps the assembly in 
continuous contact with the fence 
throughout the cut. Attach the guide 
to the legs by drilling mounting holes 
and driving #8x1¥2" flathead wood 
screws into the bottom of the legs. 
Also, to avoid tear-out, adhere a 
backer to the assembly using 
double-faced tape. 


sides (P) for the bottom (Q), the dadoes in 
the sides (P) for the front (N), and the lock- 
ing joint on the ends of the front (N). Then 
cut the dadoes in the sides (P) for the back 
(O), where dimensioned on Drawing 4. 
deny mark the centerpoints and 

drill two 54s" holes through the drawer 
front (N) for the handle, where dimen- 
sioned. Then glue and assemble the front, 
sides (P), back (O), and bottom (Q). Clamp 
the assembly, and check for square. Now 
drill mounting holes through the bottom 
and into the back, where shown, and drive 
the screws. 


Finish up 
Cut the corbels (R) to size. Then photo- 
copy the full-size corbel pattern from 
the WOOD Patternse insert. Spray-adhere 
the pattern to a corbel. Now bandsaw the 
corbel to shape, cutting just outside the pat- 
tern line. Sand to the line using a 120-grit 


> 


sanding drum. Using this piece as a tem- 
plate, mark the contour on the other corbels. 
Cut and sand them to shape. 

Apply glue to the back edges of the 

corbels. Then clamp them in place on 
the legs (A) under the top (L), positioning 
them 54" from the leg outside edges, where 
shown on Drawing 3. 

Touch up any areas that need it with 

220-grit sandpaper, and remove the 
dust. Then apply stain. After the stain dries, 
top-coat with a clear finish. (We applied 
three coats of AquaZar Water-Based Clear 
Satin Polyurethane, sanding to 320 grit 
between coats.) 

To ensure the drawer slides easily, cut 

four 17746"-long pieces from a roll of 
1"-wide low-friction tape. Apply two of the 
pieces to the center shelf (I/J) and the other 
two pieces to the top side rails (B), where 
shown, positioning the strips tight against 
the top back rail (G). Next, referring to 


FOR EASY ASSEMBLY, GLUE UP THE CASE IN TWO STAGES 


[dj assembly ^" bra 

Glue and clamp together the left side 
assembly, top and center shelves (I/J), and 
top back rail (G). Add the bottom rails (H) 
and right side assembly to align rail G. 


Complete the case by gluing and clamping 
together the bottom rails (H), bottom shelf 
(K), and right side assembly, centering the 
shelf front-to-back. 
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E DRAWER 


5/5?" shank hole, 
countersunk on 


14" groove 1⁄4" deep 
Y" from bottom edge A 


Vs" dado Vs" deep 


14" from front end p. 


bottom face 


Ya" dado 
Ys" deep 


#8-32 x 94" roundhead 
machine screw 


Ya" groove 
Ya" deep 


Ys" grooves Vs" deep 
14" from bottom edge 


(owe Handle 


E] MACHINING THE DRAWER FRONT AND SIDES 


Step 1 Cut 1⁄4" 
grooves and dadoes 
14" deep in parts N) 
and (P). 


Step 2 Cuta 
centered 1⁄4" 
groove 1⁄2" deep| ` 
in the ends of 
part 


Step 3 Trim the 

inside tongue on 
part (N)to form a 
locking joint. 


Ya" dado 
blade 


Tablesaw |j 


Drawing 4b, attach the drawer handle using 
#8-32x¥4" roundhead machine screws. (The 
1" screws supplied with the handle are too 


long.) Then slide the drawer in place. Now 
place the nightstand next to your bed, and 
rest a spell to admire your craftsmanship. ® 


Written by Owen Duvall with Jeff Mertz Project design: Kevin Boyle Illustrations: Roxanne LeMoine 


Cutting D Dagam 


x 7 x 96" Quartersawn white oak (5.3 bd. ft.) 
*Plane or resaw to the thicknesses listed in the Materials List. 


Ya x 24 x 48" Oak plywood 


m X 71⁄4 x 48" Quartersawn white oak (2.7 bd. ft.) 
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7/54" pilot hole 2" deep 


ve" 
us 
Al [, 


EI DRAWER JOINT DETAIL 
[ 


B3 DRAWER HANDLE DETAIL 
SECTION VIEW 


118-32 x 34" roundhead 
machine screw 


Materials List 


NISHED SIZE 
Case Ww 


A legs 
B top side rails 
C bottom side rails 
D center stiles 


E side panels 
F* leg fillers 
G top back rail 
H bottom rails 
I" top and center 
shelves ize 
J* shelf edging » o ow 
K* bottom shelf 3 — 19€ 
L* top Y»e 20%" 
M crest a ow EX 
Drawer and corbels 
N drawer front Hf 35 19%" QO 
O drawer back KA 3 485 Qo 
P drawer sides — Y  3^' 17⁄4" QO 
Q drawer bottom — W' — 175 18%" OP 
R corbels ga ow 20 QO 


*Parts initially cut oversize. See the instructions. 
Materials key: QO-quartersawn white oak, OP-oak 
plywood, EQO-edge-joined quartersawn white oak. 
Supplies: Double-faced tape, spray adhesive, 46x34" 
flathead wood screws (3), 4d finishing nail, 48x11" flathead 
wood screws (2), 48x14" panhead screws (2), #10 flat 
washers (2), #8-32x¥s" roundhead machine screws (2). 
Blades and bits: Dado-blade set, 9" brad-point bit, 
45* chamfer router bit. 


Sources 

Low-friction tape. Low-friction (UHMW) tape 

no. 25U04.01, 1"x18' roll, $9.95. Call Lee Valley, 
800/871-8158; leevalley.com. 

Drawer handle. Mission-style 294" black handle 

no. 01W32.11, $2.10. Telephone and Web address above. 
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Improve Your Income! 


Train at home for 
a new career as 
a Home Inspector. 


Enter a high-growth, moneymaking field. 

Qualified Home Inspectors can make up to $41,000 a year.* 
Earn an Education Direct Career Diploma and join them. 
Provide a valuable service to potential homebuyers and other 
clients. According to the National Association of Realtors, 
approximately 10,000 existing homes are sold on the average 
business day. That means plenty of opportunity to make great 
money as the demand for Home Inspectors increases. 


Explore your options. 

Work for an established home repair business, or start 
one of your own. Banks, mortgage companies, and potential 
homebuyers hire Home Inspectors. Their job is to report 
on the condition of new or existing homes. Work full-time 
in your new career, or improve your current income by 
conducting inspections in your spare time. 


Learn new skills for a career you'll enjoy. 

Earn your Home Inspector Career Diploma at home, 
in as little as six months, with nationally accredited Education 
Direct. Or, take up to two years if you prefer. You can even 
access study materials, exams, grades, instructional support, 
and more — online! Your program covers these essential 
home inspection basics and more: 


* House Construction ° Plumbing 
* Electrical Systems ° Roofing For fastest service call toll free: 


You'll earn your degree or diploma from a school 1-800 -572 -1685 ext. 4480 


accredited by the Accrediting Commission of the Distance 
Education and Training Council (DETC). Education Direct 5 
is also accredited by the Middle States Commission on 

Secondary Schools for our high school and vocational- www.EduDirect-usa.com 
technical programs. Our Home Inspector Program is so Online enter ID# AW8SA4T 

thorough, the National Association of Home Inspectors n 1 

(NAHD will grant their members 40 CEUs credit toward Or mail coupon today! 
their annual training requirement upon completion. 


Visit our website 


e a E T Mail coupon to: -------------------------------1 
$ THOMSON Dept. AW8SA4T 
‘Tam i i 925 Oak Street 
EDUCATION DIRECT Scranton, PA 18515-0700 


currently 
setting up 


YE S! Please send me free information on your Home Inspector Program — or one of 
my own 


these other great at-home training programs! Choose any ONE of the programs 


bome below, fill in your name and address, and drop this card in the mail. No obligation. 
b y iu 
inspection 015 HOMEINSPECTOR TECHNOLOGY 033 Motorcycle Repair Technician 
CES EU Os AUOCAD® a (189 Small Engine Repair 
E 404 E-Commerce Administrati 
5 409 Hea : : a e Engineering ‘Technology: OTHER EXCITING PROGRAMS 
Ee MaE residence, gi Metal nse CIE 5» Bio sec i FRA O EEE eman 
ucation Direct came 84 Pharmacy Technician 67 Electronics Technology" 3 Engineering Te. ! 
5 C] 146 Physical Therapy Aide L1 407 Graphic Design** 0145 Home Remodeling & Repair 
highly recommended C1 396 Veterinary Technician'* E1403 Internet Multimedia & Design"* 012 Interior Decorator 
by a friend, and I bave FINANCE & BUSINESS 0 408 PC Maintenance Technology ERO Bet Groomer 
RR F C158 Private Investi 


161 Accounting* 
E1390 Bookkeeping 

[160 Business Management* 
C] 406 Criminal Just 
C] 412 Human Re 
70 Small Busine 


HIGH SCHOOL 
0107 High School 


recommended it to 


my sister” ** 
— S. Olson, Indiana 


022 Wildlife/Forestry Conservation 


urces Management 
Owner 


* Associate in Specialized Business 
Degree Program 
in Specialized Technology 


* All salary information is based on the 
‘Occupational Outlook Handbook, 
2004-05 Edition,” a publication of the 


1 Engineering 
Technology™ 


U.S. Department of Labor. Individual ELESSE ERINI a 
student earnings vary. Name Age. 
** Results may vary. Altbougb many Street Apte. 
students bave been very 
ul, the positive results achieved by City/State. Zip. 
one student may not be indicative of all R 
students’ experiences. Phone ( ) E-mail 
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Don't sweat whether to 
buy a fixed-base 


or 


both with any of eight 
versatile kits. 


SHOP-TESTED 


plunge router. Get 


T router is arguably the most 
versatile tool in your shop, but the 
age-old question is: Which style 

router should you buy, a 


with depth adjustments fast and 
or a plunge router for cuts that start and 
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stop in the middle of a workpiece? Fortu- 
nately, your choice is easier today thanks to 
kits that include both styles of base for 
little more than the cost of one router. 

We rounded up eight multi-base router 
kits ranging in price from $100 to $270 and 


Fixed base 


and plunge modes to show you the 
differences between kits. Because eac 


fixed base, and the plunge base—w 
break down our report along those lines. 
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Part 1: The motor 


In this section, we'll talk about the power 
plants of these kits, including their 
collets, and how easy it is to switch the 
motor from one base to another. 

Pi Because of the variety of hand- 
held and router-table work a router kit must 
handle, power ranks high. The rated horse- 
power of these tools range from 1% hp to 
2V4 hp, but we found little difference in 
actual power. While plowing 4" deep 
dadoes in oak-veneer plywood with a 1⁄4" 
straight bit at a speedy 12 feet per minute, 
all of the routers handled the cuts easily. 
But the tools without electronic feedback— 
Porter-Cable 694VK, Ryobi 1803BK, and 
Skil 1825—took longer to recover when the 
bit first entered the wood. 

With all that power in hand, we greatly 
appreciated soft-start motors that gradually 
come up to full speed. Only the Skil lacks 
soft start, but its trigger-style switch helped 
us keep good control of the tool at start-up. 
a 1t. Mistakes and acci- 
dents can occur when you have to remove 
one hand from the router to operate the 
on/off switch. We find a handle-mounted 
trigger switch, like that on the Skil router 
shown below, more convenient than motor- 
mounted switches. The switches on most of 
the rest are within easy reach of a finger or 
thumb, but the Makita RF1101KIT2's top- 
mounted toggle switch can't be reached 
without letting go of one handle. 

. We measured noise levels 
at the motor's highest to lowest speeds, and 
the Noise Level column in the chart at the 
end of the article shows the average read- 
ings at high speed. Makita's motor is 
noticeably quietest at both the highest and 


Trigger 
switch 


lowest speeds, partly because it lacks the 
high-pitched whine common to the other 
routers' motors. 

Co y. All of the kits come 
with 4 collets, and all except Skil’s are 
self-releasing (the bit pops free after a full 
turn of the collet nut). Most kits also 
include a 1⁄4" collet, but Ryobi and Skil 
instead provide reducer sleeves (see photo 
at right) that fit into the 2" collet. In our 
tests we found that those sleeves grip just as 
well as a dedicated collet. 

Collets are made of either thin-wall spring 
steel or thick-wall steel. To learn whether 
one design grips better than the other, we 
used a torque wrench on a precision-ground 
Yy"-diameter steel rod inserted into each 
collet to measure how easily a bit shank 
would slip. Our finding: Spring-steel col- 
lets, such as on the Bosch 1617EVSPK, 
Craftsman 26620, DeWalt DW618PK, and 
Ryobi routers, held best. However, in real 
use, none of the collets slipped when we cut 
solid oak with a Ys" cove bit. 

We measured collet runout (wobble) 21⁄4" 
from the subbase—the far end of the cutting 


depth for most router bits. Any deviation of 


less than .003" runout is acceptable, and the 
Bosch, Craftsman, DeWalt and Makita met 
this standard on both collets; Skil passed on 
its Y" collet, but not its V4" sleeve. 

3 Because changing the 
motor between bases is an inherit task with 
these kits, the process should take as little 
effort as possible. All of the motors slide 
into and out of their fixed bases easily (but 


not so easily that they'll drop to the floor if 


installed in a router table). We found the 
spindle lock on the Ryobi a bit of a nuisance 
because it always seemed to be in the way. 


The Porter- Cable 694VK (right) typifies col- 
lets on this class of router: separate 1⁄2" and 
Ys" collets that thread onto the motor shaft. 
Skil's Y2" collet (left) is part of the shaft, and 
to use 1⁄4"-shank bits, you insert a reducer 
sleeve into it. 


Most motors install just as easily into their 
plunge bases. However, on the DeWalt, you 
must first remove the depth-adjusting collar 
(it threads off and on); and both the Makita 
and Porter-Cable 694VK require a tool to 
lock the motor into the plunge base. 


Part 2: The fixed base 

Besides the simple, quick depth adjust- 
ments that are the hallmark of a fixed base 
router, kits provide an additional advantage: 
You can mount the base permanently in 
your router table, then move the motor to 
the plunge base for handheld work. 

Setting the 
depth of cut isn’t complicated with any of 
the fixed bases in our test, with quick- 
release threaded-rod bases and rotating 
bases (photos on the next page) about equal 
in speed and adjustability. A rotating collar 


You can't reach the top-mounted toggle 
switch on the Makita without removing one 
hand from a handle. 


The Porter-Cable 895PK switch operates from 
two locations: at the base for handheld use, 
and at the motor top when table mounted. 


Skil's trigger switch stays at your fingertips 
so your hands never have to leave the 
handles to power up the router. 
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ine adjustment 
knob 


Quick 
release 
lever 


We like quick-release bases with a spring- 
loaded lever that frees the motor for large 
depth changes. Releasing the lever engages 
the threaded fine-adjustment mechanism. 


adjusts cutting depth on the DeWalt and 
Ryobi (the DeWalt requires fewer turns and 
so goes up and down faster than the Ryobi). 
Skil’s threaded-rod system is accurate, but 
slow when making large depth changes. 

We're glad to see that almost all router 
manufacturers have made the switch to 
levers to lock the cutting depth on their 
fixed bases. Only Ryobi still uses a T-bolt, 
which can be difficult to release if over- 
tehene 


. In this age of dust 
awareness, we were surprised to find that 
only one of the fixed bases—Ryobi— 
comes with a dust-collection shroud. Of the 
optional systems, Bosch's dust shroud and 
port bested the Porter-Cable 895PK's 
through-the-handle collector, which tended 
to clog with large shavings. Fixed-base dust 
collection isn't an option on the Craftsman, 
DeWalt, and P-C 694VK 


n Things look 
and function a little differently when you 
hang them upside down. Makita’s top- 
mounted power switch, awkwardly located 
for handheld use, is perfectly placed with 
the router table-mounted. The controls on 
the Bosch and Craftsman routers also lend 
themselves well to router-table use. At the 
other extreme, Skil’s handle-mounted trig- 
ger switch proved hard to engage and the 
variable-speed setting is difficult to see. For 
bit changes, we recommend a tool with a 
motor that can be quickly removed from its 
fixed base; Bosch, Craftsman, DeWalt, and 
the Porter-Cable 895PK are a snap to 
dismount when table-mounted. 

The Craftsman and P-C 895PK have a leg 
up on the competition with an above-table 
adjustment system: A hex shank inserted 
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To change cutting depth on a threaded base, 
such as the Makita, simply rotate the base on 
the motor. In a router table, this action 
changes the power-switch location. 


through the tabletop engages the threaded- 
rod depth-setting system. Both systems 
work well, but you must still reach under 
the table to lock the Craftsman. 


Part 3: The plunge base 

A router equipped with a plunge base can 
do everything a fixed base can do, but adds 
the ability to start and stop a cut in the 
middle of a workpiece. These "field" cuts 
include stopped flutes and dadoes, as well 
as router-car ved Tecesses in signs. 

S To set the cutting 
depth or make a series of progressively 
deeper cuts with a plunge base, two mecha- 
nisms work in tandem: depth-stop rods and 
turrets. The depth-stop rod “zeroes” the bit 
to the material; from there, you use the 
tool's scale to set the cutting depth. 

Tweaking the cutting depth on the Bosch, 
Craftsman, and DeWalt (shown at right) is 
simple. Makita's threaded-rod stop has a 
quick-release for large changes; but when 
fine-tuning the depth, the cursor moves 
with the adjustment so it's unclear exactly 
how much you've adjusted the cut. Skil has 
an innovative spring-loaded rod: After 
zeroing out to the material, you simply pull 
down the height-adjustment rod to the 
desired depth, and then tighten it. 

For progressively deeper cuts, a stepped, 
rotating turret on most plunge bases con- 
trols the depth of each cut in the sequence. 
Bosch and Craftsman use an eight-tier 
turret with 14" increments; the DeWalt, 
Makita, and both Porter-Cable units have 
fewer steps, but some are adjustable. Ryobi 
has no steps, only the base itself as the stop. 

Most depth scales read easily, but Ryobi 
and the P-C 895PK lose points because 


€ Depth ad 


On routers with a depth-adjusting collar, such 


Collar 


as the DeWalt, the base doesn't rotate, but 
the collar does, raising and lowering the 
motor in the base. 


their cursor stands 1⁄4" away from the scale, 
which causes inaccurate readings. Also, the 
895PK's scale is small and hard to read. 
DeWalt's scale is mostly hidden behind the 
depth- stop, rd 


1. Only DeWalt provides 
dust Cice. on its plunge base, and its 
through-the-handle collection proved both 
convenient and effective. You can't buy 
dust collection accessories for the 
Craftsman, Porter-Cable 694VK, and 
Ryobi routers, 


The end of the stop rod threads in and out 
to make minute adjustments on the Bosch, 
Craftsman, and DeWalt (shown above) 
plunge bases. However, the rod obscures 
the depth scale on the DeWalt. 
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Let's take a closer look at each tested kit 


Bosch 1617EVSPK, $195 877/267-2499, boschtools.com 


High points 

@ Plunge and fixed bases quickly adjust for large depth changes, yet also 
offer simple microadjustments. 

4 On/off switch remains near the handles, even when the depth-of-cut 
is changed. 

4 Low vibration and collet runout. 

4» Tied with the Porter-Cable 895PK for the fastest and easiest base changes 
in the test. 

Low points 

Dust collection is optional for either base. 

More points 

® Storage case is ruggedly made and well organized, but it can’t store the 
optional dust-collection accessory or edge guide. 

® Kit includes a toolless quick-change adapter that fits Porter-Cable-style 
guide bushings. 


Craftsman 26620, $220 


Visit Sears or craftsman.com 


ud 
1 CRAFTSMAN 
< = E 


High points 

4 Same high points as the nearly identical Bosch 1617EVSPK. 

4 In a router table, depth-adjustments can be made from above the table 
using the included hexhead wrench. 

Low points 

No dust collection provided for either base, even as an accessory. 
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High points 

4&- On/off switch remains near the handles, even when the depth-of-cut 
is changed. 

4 Through-the-handle dust collection on the plunge base was the most 
effective in the test. 

4 Detachable power cord makes for easy switch to optional D-handle fixed 
base or for disconnecting power to motor before changing bits. 

4 Clear subbases on both bases improve bit visibility, and included concen- 
tricity tool ensures that the subbase opening is centered on the collet. 

Low points 

*& Depth-adjusting collar must be removed from motor when switching to 
plunge base and reinstalled when switching back. 

On the plunge base, the depth-stop rod blocks the scale from view. 

® The variable speed control is very close to the plunge column, making it 
awkward to use. 

More points 

® Unlike most of the tested plunge bases, the locking lever operates in the 
normally free mode; it must be pulled to lock the cutting depth. 


Makita RF1101KIT2, $250 800/462-5482, makitatools.com 


High points 

4 Has the quietest motor of all the tested routers. 

@ Subbase readily accepts P-C-style guide bushings, and an extra subbase 
that comes with the kit accommodates larger-diameter bits. 

@ Top-mounted switch is convenient when router is mounted in a table. 

Low points 

® You must take one hand off a handle to flip the on/off switch. 

The motor easily installs into both bases, but requires a Phillips 
screwdriver to tighten into the plunge base. 

*& Dust collection accessories are optional. 
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Porter-Cable 694VK, $200 800/487-8665, porter-cable.com Mill Ryobi RE1803BK, $180 800/525-2579, ryobitools.com 


High points 

4 Depth-stop turret has six steps, three of which are adjustable. 

Low points 

W The motor easily installs into both bases, but requires a hexhead wrench 
to tighten into the plunge base. 

W No electronic speed feedback on motor, so feed-rate control is important. 

W In the fixed base, the power switch rotates as the depth setting changes, 
so it's often difficult to see and requires removing one hand from the tool. 

W No dust collection available for either base. 

More points 

® This router kit has stood the test of time, but most kits now surpass it in 
performance and features. 


Porter-Cable 895PK, $270 800/487-8665, porter-cable.com 


f Porte 
+UHBLE 


PORTER 
+CABlE |) 


High points 

4+ Dual-position power switch on fixed base can be activated near handles 
for handheld use and at top of motor for router-table use. It also locks out 
when the spindle lock is engaged to prevent accidental startup when 
changing bits. 

4t Ties with the Bosch/Craftsman for the fastest and easiest base changes. 

4t Fixed base quickly adjusts for large depth changes, yet also offers simple 
microadjustments. 

<£ Two clear subbases (one that accepts guide bushings and the other with a 
larger bit opening) provide good bit visibility. 

4* In a router table, depth-adjustments can be made and the cutting depth 
locked from above the table using the included extension knob. 

Low points 

The spindle lock doesn’t work with the optional dust shroud or the 
guide-bushing subbase, making it difficult to change bits when using 
these accessories. 

W The most expensive kit in the test. 

Dust collection accessories are optional. We tested the optional through- 
the-handle system for the fixed base and it tended to clog with chips. 


High points 

4 Kit includes two fixed bases, one with a D-handle, five plastic guide 
bushings, an edge-guide fence, and dust-collection adapter. 

4 Well-designed and comfortable hand grips. 

Low points 

No electronic feedback on motor, and the low-end speed is 15,000 rpm— 
too fast for large-diameter bits. 

* Dust collection shroud covers the spindle lock; you must remove the 
adapter each time you change bits. 

No depth-stop turret on plunge base, and the depth-of-cut cursor is far 
from the scale, making it difficult to read reliably. 

More points 

® Unlike most of the tested plunge bases, the locking lever operates in the 
normally free mode; it must be pulled to lock the cutting depth. 

® Comes in a soft-sided fabric bag (instead of a plastic case), which we 
found difficult to keep organized. 


ROUTER-KIT ROUNDUP: 


1617EVSPK 8,000-25,000 


26620 8,000-25,000 [ 
8,000-24,000 33/4 | 11/2 
8,000-25,000 33/a | 11/2 

694VK 10,000-27,000 83/4 | 11/4 

895PK 10,000-23,000 33/4 | 19/4 
15,000-25,000 4Mg | 11/2 
8,000-25,000 


1. (S) Steel, self-releasing 3. (C) Collar 
(SN) Spring steel, non-self-releasing (QR) Threaded rod with 
(SS) Spring steel, self-releasing quick release 
(*) Reducer sleeve for !/4" bits. (RM) Rotating motor 
(TR) Threaded rod 
2. (2W) Two wrenches 
(PB) Push-button spindle lock and wrench 4 R) Round 
(SB) Sliding bracket spindle lock and wrench iB Round with flat edge 
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Skil 1825, $10 877/754-5999, s 


Crowning the router-kit king 


The quick and accurate depth-adjustment system is a 
major reason the Bosch 1617 EVSPK earns Top Tool 
honors. The plunge base has pistol-grip handles, giving 
you the greatest control; and the plunge action is silky 
smooth. (The sub-$200 price point helps too.) In table use, 
the router performed well, but an extension knob would 
improve the unit’s small fine-adjustment knob. If you plan 
to use the fixed-base portion mostly in your router table, 
opt instead for the nearly identical Craftsman 26620 with 
its through-the-tabletop height adjustments. We also liked 
the DeWalt DW618PK, which came in a close second to 
the Bosch/Craftsman overall, and would be our first 
choice if we intended to add a D-handle base later on. 
For Top Value, the Skil 1825 has good features and 
decent performance at a cost ($100) less than half of most 


High points — ! RAMIS. of the other kits. The on-board work light and soft-grip 
* Has a built-in LED work light that effectively illuminates the cutting area. pistol handles lend an extra level of accuracy, control, and 
4 Trigger switch in the handle means you never have to let go of a handle to balance. Although it costs $80 more H fino Ri obi 
start the tool and compensates for not having a soft-start motor. REI803BK CE Gh 1 hi a y d 
P Lowest-priced kit in test. : á comes WI nearly everyti ing you need, 
Low points including a D-handle base. 4 
*V No electronic feedback nor soft start on motor. Written by Joe Truini with Jeff Hall 
®© The fixed base threaded-rod depth adjustment lacks a quick release, so 
v large cutting depth changes are tedious. 
The plunge base on our test unit tended to stick at the bottom of its travel. m" 
No dust collection provided for either base. Share your opinion 
*V Non-self-releasing collet is affixed to the motor shaft; if a bit should get of these router kits 
stuck in the collet, there's no easy way to remove it. in our Interactive Tool 
® Inverted in a router table, the power switch is difficult to lock “on,” and the Review at 


variable- d dial lly hard to read. - 
SURE SQURN, ad woodmagazine.com/rirkits 


EIGHT QUICK-CHANGE ARTISTS GRADED AND RATED 


BASE CONSTRUCTION PERFORMANCE RATINGS (5) ACCESSORIES (8) 
PLUNGE GENERAL USE FIXED BASE USE_| PLUNGE BASE USE 


[^] Excellent Above base dust collection 5 Mexico 

(C) Subbase centering cone (U) United States 
[8] Above average (D) D-handle base ; 
lel Avsan (E) Edge-guide austeolleciion 10. Prices current at time 
[D] Below average (F) Edge guide fence of article's production 

(G) Guide bushings and do not include 

(GA) Guide bushing adapter shipping, where applicable. 
6. | * | Tested with optional dust shroud installed. (L) Work light 

N/A] No dust collection available for this base (S) Clear subbase 


(T) Through-the-table height adjuster 
(X) Height-adjustment extension knob 
7. Measured 2' from motor running 

under no load at top speed. 
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ith just five simple parts and a 

pattern for cutting the arch, you 

can build this handsome time- 
piece in a couple of hours. You need only a 
small amount of wood, two screws, and an 
inexpensive clock movement. 


Let's prepare the parts 

From 1%" or laminated 34" stock, cut 

the body (A) to the size listed in the 
Materials List. Make a copy of the body full- 
size pattern on the WOOD Patterns« insert. 
Spray-adhere the pattern to the body. 

Using your bandsaw with a 1⁄4" blade or 

scrollsaw with a no. 9 blade, form the 
body's arch by cutting close to the pattern 
line. Then sand to the line using a 1"-diameter 
120-grit sanding drum. Next, using a 2%" 
Forstner bit in your drill press, bore a 75"- 
deep hole in the body, where shown. 

From a 3X4x134x12" piece of stock 

planed to 4" thick, crosscut two 1"-long 
pieces for the plates (B), saving the cutoff. 
(To minimize material waste, we resawed 
34" stock, and then planed a 34" resawn 
piece to 14".) For a safe way to plane thin 
stock, see the Shop Tip, below. Crosscut 
the cutoff in half for use as spacers 
during assembly. 


An easy and safe way to plane thin stock 
For safety, many manufacturers of thickness planers do not recommend 


From a 374x12x12" piece of stock, 

crosscut two ¥4"-long pieces for the pil- 
lars (C). Then, from a 34x2V4x12" piece of 
stock planed to 2" thick, crosscut two 4!4"- 
long pieces for the top and bottom (D). 
Using a 1⁄4" cove bit in your table-mounted 
router and a pushblock, rout along the edges 
on one face of the top and bottom, where 
shown on Drawing 1. Now, from a 
¥Ysx2V4x12" piece of stock planed to 1⁄4" 


(12" long, minimum). 


planing stock less than v2" thick and 12" long. How, then, do you plane 
thin material, such as for the desk clock's vs&"-thick plates (B)? Simply 
adhere the jointed face of your stock to a flat 34"-thick carrier board with 


double-faced tape, as shown at right, and then plane to the needed 
thickness. You can safely plane to a thickness of Vs" using this technique. or 


Make sure the carrier board is at least as wide as and a couple inches 
longer than your stock. To remove the planed piece from the carrier, gently 
pry it off using a putty knife. If the piece resists prying, dissolve the tape 


adhesive with lacquer thinner. 


74 


Carrier 
board 


thick, crosscut two 1/%"-long pieces for the 
feet (E). 
Finish-sand all of the parts with 220-grit 
sandpaper, being careful not to round 
over any edges. 


Now assemble the clock 
Apply glue to the feet of the arch on the 
body (A). Then place the body faceup 

on a 4" spacer on your workbench. Now 


Stock 


Double-faced - 
tape e 
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DRILL THE MOUNTING HOLES 


SPACERS HOLD THE KEY TO QUICK, ACCURATE GLUE-UPS 


Using 1" spacers under the body (A) and 
pillars (C), center the pillars side-to-side on 
the plates (B), and clamp them in place. 


With the body (A) on 36" spacers, center the Drill countersunk 9/4" shank holes with 3/2" 
top and bottom (D) on the body side-to-side pilot holes 134" deep through the bottom (D), 
with a 3&" overhang, and clamp in place. pillars (C), and plates (B) into the body (A). 


Ell EXPLODED VIEW 


2y" 


236" hole 
7%" deep 


Clock movement "d 


s 


position and clamp the plates 
(B) to the feet, centering the 
plates side-to-side with a 1⁄4" 
overhang. Remove glue 
squeeze-out on all edges. 
After the glue dries, apply 
glue to the top of the pil- 
lars (C). Clamp the pillars to 
the plates (B), as shown in 
Photo A. Then apply glue to 
the bottom of the pillars and 
top of the body (A). Now 
clamp the top and bottom (D) 
in place, as shown in Photo B. 
Mark the centerpoints for 
two mounting holes on the 
bottom (D), where dimen- 
sioned on Drawing 1a. Then 
drill the holes, as shown in 
Photo C, and drive the screws. 
(We used a combination drill 
bit and countersink to drill the 


holes.) Now glue and clamp the feet (E) to 
the bottom, flush with the front and back 
edges and ends. Sand the edges of the feet 
flush with the bottom. 

Touch up any areas that need it with 

220-grit sandpaper, and remove the 
dust. Apply a stain, if you wish. (We applied 
Zar Oil-Based Wood Stain no. 116 Cherry, 
and then top-coated with a satin lacquer 
aerosol finish.) 

Finally, install an N-size battery in the 

clock, set the time, and press the clock 
into the hole in the body. Now set your 
masterpiece on a desk where you can 
admire it by the hour. # 
Written by Owen Duvall 


Project design: Kevin Boyle 
Illustrations: Mike Mittermeier 


Materials List 


FINISHED SIZE 
Part T WwW L Matl.Qty. 


A body is s^ Gma C | 
B* plates Ya" 1%" ib 


e EEJ SCREW LOCATION DETAIL — C'pilars zu uw ae 


C 
C 
a j D'topand bottom 14 25 4M. C 
54s pilot hole E feet gu ow BA C 
*Parts initially cut oversize. See the instructions. 
Material key: C-cherry. 

Supplies: Spray adhesive, double-faced tape, #6x194" 


rm] rm] rm] rm 


. (Bottom face) 1 


Ya" cove = flathead wood screws (2), N-size battery. 
9/4" shank hole, Soe lent Blades ang bits: 14" bandsaw blade or no. 9 scroll- 
countersunk with a - saw blade, 1⁄4" cove router bit, 2%" Forstner bit. 
Yaa" pilot hole A Sources 
134" deep 3 i 
centered inside . : Clock movement. 23c"-diameter press-in clock 
] Cutting Diagram movement (1), no. 200915-S, $13.90 ppd. Add $9.95 for 


each additional movement. Schlabaugh and Sons 
Woodworking, 720 14th Street, Kalona, IA 52247. Call 
800/346-9663; schsons.com. 

Bit. 256" Forstner bit, kit no. 400901, $18.95 ppd. 
Addresses and telephone number above, 


D 


n E 
“© ROUSER 


#6 x 194" F.H. wood screw 


34 x 3V2 x 60" Cherry (1.7 bd. ft.) 
*Plane or resaw to the thicknesses listed in the Materials List. 75 
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Pat Warner's Two-Part Dado Jig 


[] 


n addition to writing four router books, 

Pat Warner has designed specialty router 
bits and is currently developing a collection 
of inexpensive, disposable, single-flute 
mortising bits. 


Why you need this jig 
"Accuracy in routing requires attention to 
detail—and not much sophistication," Pat 
notes. This Californian's simple jig helps 
match dado width to shelf thickness. Using 
Pat's two-part jig, we set up to cut a dado in 
less time than it takes to equip a tablesaw 
with a dado set. 


After locating the dado position, place a piece of finish-sanded 
scrap between the jig’s two parts. Then clamp the parts to the 
workpiece. 
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Photograph: Wild Rose Photography — 


EXACT-WIDTH 
DADO JIG 


How to build Pat's jig 

You'll need to assemble two of the jigs, 
shown above. (We cut two pairs of jigs, one 
from 24"-thick plywood and another using 
medium-density fiberboard (MDF). If you 
plan to make dadoes 10" or longer, build 
additional pairs with the top pieces at least 
12" long or more. 


Put the two-part jig to use 

Before you begin cutting dadoes, you'll 
need a sample of the stock that the dado will 
ultimately hold in your project. Here's one 
key to a snug dado: Go through each sand- 


ing step you plan to follow until your 
sample piece reaches its finished thickness. 

For this example, we're cutting a dado in 
the side of a cabinet for a shelf. Position the 
two-part jig where you plan to cut the dado; 
then snug the sanded shelf scrap between 
the parts, as shown in the photo below left. 
Next, clamp both parts firmly in place at the 
edges away from the gap to keep the clamps 
from interfering with the router. 

After removing the sample (save this 
piece for future reference), set your router 
cutting depth equal to the thickness of the 
jig parts plus the depth of cut you want. 


If the dado is too snug (sometimes caused by a pattern-cutting bit 
that's smaller than the bearing), shim out the shelf scrap with a sheet 


or two of paper, adjust the jig parts, and rout again. 
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Then rout a dado using a pattern-cutting bit 
(also sold as a shank-bearing guided trim- 
mer). The bearing of this bit rides along the 
edge of the jig parts and produces a crisp. 
square dado, as shown in the drawing below. 

“Be sure the cutter isn't larger than the 
bearing," Pat cautions, “or else you'll tear 
up the edges of your jig parts.” 


DADO JIG SIDE VIEW 


cutting bit 


Keys to avoiding tear-out 

To avoid tearing out the edge of your workpiece as you finish your cut, as shown 
below, clamp a sacrificial piece of scrapwood to the edge of your work. Here are other 
tactics Pat recommends to reduce tear-out: 

Bi Good material. Routing straight-grained, properly seasoned hardwood reduces 
tear-out. Interesting grain patterns, including bird's-eye and quilted maple, have 


visual appeal, but create more routing challenges. 
E Well-prepared stock. Wherever possible, eliminate cups and bows in your stock 


- 34" dado 


First pass Second pass 


4 


Wisconsin, has authored more than 75 
woodworking books. His original Router 
Handbook sold more than a million copies, 
and his revised New Router Handbook 
remains one of Sterling Publishing’s best- 
selling woodworking titles. Patrick shares 
with us his multi-hole doweling jig. 


78 


before you get to the routing steps. 


Bi Sharpen cutters. Well-honed bits produce less tear-out. 


Wi Light cuts. If you cut deeper than %" 
with one pass, you're apt to introduce 
tear-out to your project. 4" is ideal. 

Bi Feed rate. You'll worsen tear-out 
with a fast feed rate. 

Bi Climb-cutting. You can reduce tear- 
out with a climb cut (cutting with the 
rotation of the bit instead of against it). 
Light cuts and added safety procedures 
are a must. See the notes on page 80. 

Bi Cut end grain first. Because end 
grain is more apt to tear out, rout it first. 
Then rout edge grain and clean up any 
tear-out. 


Why you need this jig 
In addition to positioning dowels for most 
doweling joints (we found the jig particu- 
larly useful for face-frame joinery), this is a 
great jig for aligning shelf-support pins. 
“The dowel joint makes a lot of sense to 
me,” the former schoolteacher says. Dowels 
provide extra mechanical strength when 
joining end to edge grain, but they’re 
quicker to make than hand-cut dovetails. 


Two-piece guide bushings easily attach to 
your router's base. 


Patrick Spielman’s Multi-Hole Doweling Jig 


“The dowel joint is pretty much fool- 
poof, and with this jig, you can take the 
joint further and have the dowels come 
through the other side.” 

The 2" counterbored slots in the %"-thick 
plastic jig make Patrick’s jig versatile. The 
adjustable, removable stop will help you 
precisely position face stock. 


How to build Patrick’s jig 
Follow the drawing, opposite top, to build 
the jig. Lay out and drill the %" holes as 
accurately as possible in the plastic. (We 
used a drill press for this step.) 


Put the jig to use 
With a guide bushing in your 
router, dowel holes always line 
up regardless of how accurately 
you spaced the %" holes for 
your jig. For this type of plunge 
routing, use upcut spiral bits 
like the one shown to the /eft. 
To position the jig and router 
to make identically spaced 
dowel holes in face frame stiles 
and rails, see the two illustra- 
tions opposite bottom. 


Upcut spiral router bit 
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ROUTING FACE-FRAME HOLES 
Patrick Spielman's doweling jig makes quick 
work of doweling tasks, including the face 
frame joinery (end to edge grain) above. The 
Y" guide-bushing hole is compatible with 
Va", 5^e", or Ye" dowel pins. The positioning 
block ensures quick, accurate alignment of 
the stock. Illustrations, below right, show 
routing dowel-pin holes in the rail and stile. 


POSITIONING SHELF-PIN HOLES 


y4" T-nut 


v" deep with a 
Ya" hole 


DOWELING JIG 


5" counterbored slot 
316" deep with a 
Y&" slot centered inside 


34" counterbore ij42" 


SLOT DETAIL 


5/8" counterbored slot 
3e" deep with a 
Y" slot centered inside 


Y4-20 x 3" panhead ya" 
machine screw 


«&»^ ~Va" lock washer 


si" a 


1" counterbore 
3A" deep with a 
14" hole centered inside 


Pi knob 


"d 14" SAE washer 


14-20 x 3" F.H. 
machine screw 
"Sin into knob 


YA" slot 
1"long 


centered se 


Ya" T-nut 


CUTTING HOLES ON STILE EDGES CUTTING HOLES ON RAIL ENDS 


Originally designed for doweling, this jig also 
helps you make evenly spaced holes for 
shelf pins. To avoid goofs, tape over holes 


you won't use, as shown above. (Spacing of 
174-2" between holes works well in most 
applications.) 


The plastic world 
With more than 35 years experience with routers, Patrick has 
designed several jigs incorporating plastic parts. We built 
Patrick's jig from %" polycarbonate because it’s commonly 
available at hardware stores and home centers. However, he 
prefers v?" polycarbonate, a thickness that’s tougher to find. 
“If you can find J^" plastic,” Patrick says, “you have fewer 
problems with guide bushings being too long for the router bits. 
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Plus, thicker plastic makes it easier to rout adjustable slots." 

“I avoid acrylic plastic because it's brittle," Patrick adds. “I’ve 
had fewer problems with polycarbonate plastic cracking or 
breaking around a hole or near the edge." 

We found a local polycarbonate supplier under "plastics" in 
the phone directory. The local price was about $2.90 per square 
foot for J&"-thick polycarbonate cut to order. 
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Carol Reed's Finger-Saving Success Devices 


aes myself as a teacher of beginners," 
says Carol Reed, who has taught wood- 
working and router techniques for 20 years. 
This Phoenix-area resident also demon- 
strates her talents at woodworking and home 
and garden shows. Her first book, Router 
Joinery Workshop, was published in 2003. 


Why you need these jigs 

“I like to call these pushsticks my ‘success 
devices," Carol says. "The real reason to 
use pushsticks is that, not only will you be 
safer, you'll reduce burn marks and errors. 
Overall, you'll enjoy more success." 


How to build Carol’s jigs 
Follow the drawings above to cut the pieces 
for Carol's two router table accessories. 
You'll find the handle pattern in the WOOD 
Patterns® insert. Create a template of the 
handle design, she says, and then “make an 
armload of these darn things. That way, you 
won't feel bad when you chew up one of 
your jigs." 

We made our handles from easily worked 
and inexpensive MDF. To assemble the 


Climb-cut safely 


i 
3 
Ei 
$ 
2 
3 
3 
d 
E 
8 
ae 
8 


PI 


NARROW STOCK PUSHSTICK 


Ya" round-overs 


} n 5 


z 


vertical pushstick used for routing the ends 
of long stock, glue and clamp the base to 
the MDF upright piece. After applying glue 
to the handle, rub it across the upright and 
clamp in place. Glue on the heel last. 

To make the pushstick for narrow stock, 
glue the base to the handle and clamp until 
dry. For safety, do not use metal fasteners 
to hold the pieces together. 


14" round-overs 


VERTICAL STOCK PUSHSTICK 


Put the pushsticks to use 
Paired with a feather board, Carol’s narrow 
stock pushstick, below left, helps you con- 
trol small pieces. The vertical pushstick, 
below right, supports the ends of tall pieces. 

“T use this handle design at my tablesaw 
and jointer, too," Carol advises. After you 
chew up the sole and heel, send it through 
the jointer and attach new pieces. 

“And don't think of just 24"-thick material. 
I have safely routed with 7$" pushsticks and 
a little heel." # 
Written by Carl Voss Illustrations: Roxanne LeMoine 


PUTTING PROBLEM-SOLVING PUSHSTICKS TO WORK 


A dg 
With the aid of a feather board, Carol Reed’s 
pushstick for narrow stock keeps workpieces 
flat against the router table. 


SH Y 
Carol's vertical pushstick, with a replaceable 
14" plywood heel, helps you press tall pieces 
firmly against your router table fence. 


Carol advises woodworkers to approach climb-cutting with 
added caution. (Although this method of clockwise cutting with 
a handheld router produces less splintering than the traditional 
counter-clockwise direction, the router tends to pull itself away 
from the operator.) With climb-cutting, you can remove burn 
marks or clean up tear-out, making only a V&" pass with a hand- 
held router. 

"But I don't advocate any climb-cutting at a router table," 
Carol adds. “Think of it this way: A router table was designed to 
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cut wood narrower than the handheld router base. If you intro- 
duce wood to the backside of a cutter at a router table, you 
essentially drop your stock onto a moving sidewalk. And if 
you're trying to control a small piece, where will your fingers 
go? Right into the bit.” 

"For safety, I encourage all my students to draw big bit 
rotation arrows with a Sharpie marker on their router bases and 
motors." The arrows provide a constant and readily visible 
reminder of which direction the bit is turning. 
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* Speed range: 0-900 RPM 
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8000 RPM max. 


ITEM 
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Whether at home or on the road. 
Kids will enjoy writing and drawing 
on this portable slant-top desk. It 
keeps their art supplies organized 
and handy whenever 


inspiration strikes! 


Built from lightweight pine, the lap desk A divider forms separate areas for paper and 
weighs 412 pounds, making it easy for a lift-out pencil box. The box bottom has 
youngsters to tote around. magnets to hold it in place on the desk. 
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2a Y 
WAY COOL 


Woodworking Projects 


ere's a project sure to stir a youth to 
action in the shop. It features easy- 


to-make parts and super simple 
glue-and-screw butt joinery. Now team up 
with a youngster, as Managing Editor 
Marlen Kemmet did with his enthusiastic 
8-year-old son, Carter, and build—along 
with the project—great memories. 


Note: After preparing the parts as explained 
in the first section of this article, have your 
partner join forces to complete the machin- 
ing and assembly starting with the section 
identified by the adult/child icon on page 84. 
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3° bevel 


#6 x 38" F.H. 
wood screw 
Ya" round-over 2 
5/54" pilot hole 
3" deep, countersunk 
#6 x 12" F.H. 
wood screw 


19e" 
diameter 


Ska" hole 
114" deep 


Tem... 
Ve... 


Finger recess formed at a 
20° angle on a sanding drum 


No bevel on 
this edge 


Location of part ©) 


Ell EXPLODED VIEW 


ee 
e 


Ease edge after 
assembly. 


Recess for turn button 


1%" hole 
34" deep 


ye" rabbets 1⁄4" deep 
routed after assembly 19^" 


3/52" pilot hole 
34 


part (A) 


38"-diam. magnet 


YA" round-over 
#8 brass flat washer 


fter assembly. 


Location of 


EFJ MAGNET-HOLE DETAIL 
(Bottom face shown) 


36" hole 
Sie" deep 


35"-diam. magnet 
3s" long 


° bevel 


+ 922" pilot hole 34" deep 


y" counterbores 
34" deep with 
322" holes, centered inside 


Ya" brass rod 1" long 


Ease edge 


y" plug 


C YO Ya" long 


3" counterbore 1⁄4" deep with a 
Ya" hole, centered inside 


#8 x 1" R.H. screw 


38" plug 1⁄4" long 


5/54" hole 
1%" deep 


Corners sanded to fit 
rabbeted recess 
in bottom of case 


Let's prepare the parts 

From 34" 

stock planed 
to %4", cut the 
sides (A), back 
(B), front (C), 
and lid rest (D), 
where shown on 
Drawing 1, to the sizes listed in the 
Materials List. 

Double-face-tape the inside faces of the 

sides (A) together. Mark the angled top 
edge on the outside face of a side, where 
dimensioned on Drawing 2 on the next 
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page. Then bandsaw close to the line, and 
sand to it using a 120-grit sanding block. 
Separate the sides, and remove the tape. 
Mark centerpoints for six 24" counter- 
bores on the outside faces of the sides, 
where dimensioned on Drawing 2. Using a 
34" Forstner bit in your drill press, drill the 
counterbores 1⁄4" deep. (Your partner will 
drill the centered holes in them later when 
assembling the lap desk.) 
Edge-join stock planed to /2" to form an 
114x154" workpiece for the lid (E). 
After the glue dries, crosscut and then rip 
the lid to the finished size of 1 Ix14!546". 


114" counterbore 
38" deep 


Angle your tablesaw blade 3? from ver- 

tical. Then bevel-rip the top edges of the 
back (B) and front (C), the back edge of 
the lid rest (D), and the front edge of the lid 
(E), where shown on Drawings 1 and 2. 
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ASSEMBLE THE CASE 


Glue and clamp the right side (A) and back 
(B) together with a squaring brace. Then drill 
pilot holes through the side into the back. 


Using your table-mounted router with a 

Ys" round-over bit, rout along the top 
front edge of the lid rest (D), where shown 
on Drawing 1. Then switch to a 4" round- 
over bit, and rout along the top back edge of 
the lid (E). Now mark centerpoints for two 
31650" flathead wood screws in the top face 
of the lid rest, where dimensioned. (The 
screws align with magnets you'll install in 
the bottom of the pencil box later.) Drill the 
countersunk pilot holes at the centerpoints. 

To form a finger recess on the front (C), 

first lay out a 1x%" area centered on the 
front, where dimensioned on Drawing 1. 
Then chuck a 1'2"-diameter sanding drum 
with a 150-grit sleeve in your drill press. 
Holding the front against the drum at 
approximately 20°, sand the recess. 

From 4" plywood, cut the bottom (F) 

to size. Then, from ?4" stock planed to 
12", cut the divider (G) to size. 

To form the turn buttons (H), plane 3" 

stock to 24". Then cut a 2x6" work- 
piece. Make two copies of the full-size turn 
button pattern, Drawing 3. Spray-adhere 
the patterns to the workpiece, aligning the 


aes 
| 3'bevels P- 


3/4" © 


i i 
Mes 


A" 


i an 


5 URNA GOES D REA 
dicc án gounterbores Y Gea 
fai centered i 
E S 


RABBET THE CASE BOTTOM 


3^" rabbeting bit » | 


With the rabbeting bit's bearing riding along 
the inside of the case, rout a 36" rabbet 1⁄4" 
deep around the bottom inside edges. 


straight edges with an edge of the work- 
piece. Drill countersunk shank holes 
through the buttons. Next, using your 
scrollsaw with a no. 3 blade, cut the but- 
tons to shape. Using the sanding drum in 
your drill press, sand the edges smooth. 
Now hand-sand a Vie" round-over along 
the top rounded edges. 
1 From 34" stock resawn and planed 
to 4", cut the front/back (I) and 
ends (J) to size for the pencil box. Then, 
from stock planed to 4", cut the bottom 
(K) to size. (Your partner will drill the 
holes in the bottom for the magnets later.) 


Assemble the lap desk 
Glue and clamp. 
together the 


right side (A) and 
back (B), as shown 
in Photo A. Then 
have your partner 
drill 35" pilot 
holes, centered in the side counterbores, 
through the bottom of the counterbores and 
35" deep into the back, as shown. (We 


El SIDE (Outside face shown) 


36" counterbore 1⁄4" deep with 
a 1%" hole centered inside 


ya" Location of part (E) 3/2" hole, 


38" counterbore 
ya" deep with a 


centered inside 


DRILL HOLES FOR THE LID PINS 


c \ 


Flip the case. Holding the lid (E) in place and 
positioned by spacers, drill holes through 
the side into the lid for the brass hinge pins. 


wrapped a piece of masking tape around the 
bit for a depth stop, locating the tape 11⁄4" 
from the end of the bit to allow for the /5"- 
thick side and 34" pilot-hole depth.) Drive 
the screws. Repeat to attach the left side (A) 
and front (C) to assembly A/B. 
2 Assisting your partner, as needed, apply 
glue to the top edge of the back (B) and 
to the ends of the lid rest (D). Clamp the 
lid rest in position on the beveled top edge 
of the back, where shown on Drawing 1, 
making sure the rounded edge of the rest is 
faceup and to the inside of the case. Now 
drill pilot holes, centered in the side coun- 
terbores, into the rest, and drive the screws. 
Remove the glue squeeze-out. 
Chuck a 34" rabbeting bit in your table- 
mounted router. Then rout a 'A"-deep 
rabbet around the inside bottom edges of 
the case to receive the bottom (F), where 
shown on Drawing 1 and as shown in 
Photo B. (We recommend the adult do this.) 
To attach the lid (E), lay the case with 
the bottom up on a flat work surface. 
"Then place the lid in the case bottom face 
up, making sure that the rounded edge of 


p 
3° bevels 


EON mum PAN. 
RORO —r 7 


214". 


— 
Ya" 


LL— Location of part 


Location of part 
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Ya" hinge pin 
1" long 


5/6" dowel 
4" long 


Using a 4"-long piece of 546" dowel as a pin 
punch, drive the lid hinge pin flush with the 
bottom of the counterbore in the side (A). 


the lid is facedown and adjacent to the lid 
rest (D). Next, position the beveled front 
edge of the lid flush with the front (C) by 
inserting scrap !4"-thick spacers between 
the lid and the lid rest, and center the lid 
side-to-side by inserting 1⁄2" spacers (we 
used card stock) between it and the sides 


Perfect plugs made easy 


Trim the plugs flush with the sides (A) using 
a flush-trim saw. Keep the saw blade flat 
against the sides to ensure a straight cut. 


(A), as shown in Photo C. Now drill 4" 
holes 34" deep, centered in the side coun- 
terbores, into the lid for the brass hinge 
pins, as shown. Remove the spacers. 
From a V" brass rod 6" long, hacksaw 
two 1"-long pieces for the hinge pins. 
To install a pin, position the case vertically 


To plug screw-hole counterbores, such as those in the sides (A) of the lap desk, 
you want the plugs to fit snugly and match the tone and grain pattern of the 
surrounding wood. Make virtually invisible plugs using a tapered plug cutter and a 
cutoff from the part that needs plugs. Drill the plugs, as shown below left, making 
the length equal to the depth of the counterbore plus 1" and leaving about 1⁄4" of 
space between them. Cut a few more plugs than needed so you can choose ones 
that match best. Pry the plugs from the cutoff using a straight-blade screwdriver, 
as shown below right. A ¥%" tapered plug cutter needed for the lap desk sells for 
less than $12 at Lee Valley, 800/871-8158; leevalley.com. 


Jugs E 
bout 4 


5. 


woodmagazine.com 


u 
i 
ü 


With the lap desk shimmed level and ay" 
scrap clamped to the side (A) to prevent 
tear-out, bore the turn-button recess. 


on a side (A), holding the lid (E) in place. 
With the hinge-pin holes aligned, slip a #8 
brass flat washer between the lid and the 
side, center the washer with the holes, and 
insert a pin into the holes as far as you can. 
Then, holding the pin and lid in place, lay 
the assembly bottom up on your work sur- 
face. Now seat the pin, as shown in Photo D. 
Repeat to install the other pin. 
Have your helper make plugs for the 12 
counterbores, as explained in the Shop 
Tip, left. Then glue the plugs in place, align- 
ing the plug grain with that of the sides (A). 
Let the glue dry overnight. Then trim the 
plugs, as shown in Photo E. 
Using a 150-grit sanding drum in your 
drill press or a disc sander, let your part- 
ner sand radii on the corners of the bottom 
(F) to fit it in the rabbeted recess in the case. 
Then glue and clamp the bottom in place. 
Apply glue to the bottom edge of the 
divider (G). Then clamp it to the bottom 
(F), where dimensioned on Drawing 1. 
Mark centerpoints on the top edges of 
the sides (A) for 1!A"-diameter recesses 
for the turn buttons (H), where dimensioned 
on Drawing 1a. Next, chuck a 11⁄4" Forstner 


EJ FULL-SIZE TURN BUTTON PATTERN 


146" round-over, hand-sanded 


5/52" shank hole, 
j countersunk 
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An 18th-century idea 
for 21st-century kids 


President Thomas Jefferson discovered the 
practicality of a lap desk more than 225 years 
ago. To increase productivity during 200-mile. 
coach rides between his Monticello home in 
Charlottesville, Virginia, and the Continental 
Congress in Philadelphia, Jefferson designed 
the lap desk, right. The desk stored his sup- 
plies and give him a surface for reading and 
writing, including the penning of the 
Declaration of Independence in 1776. Though 


the concept is not new, our simplified child's 5 
lap desk offers equal convenience and utility B 
for today's creative on-the-go kids. č 
[3 
Š 
& 
bit in your drill press. Place the lap desk on Time to finish up Materials List 
the drill-press table with the front (C) Carefully mark centerpoints for 76" FINISHED SIZE 
against the fence. Then insert a shim of] the holes on the outside face of the back (B) Lap desk W E Mati: atv 
needed thickness under the front of the desk, for attaching a 3" wire pull, where dimen- A sides 2 3w eng P NO 
as shown in Photo F, to make the top level. sioned on Drawing 1. Drill the holes. B back PE ow o NM P W 
To prevent tear-out, clamp a small piece of 2r the lap desk and pencil box with — C front v 2 UM P BM 
3A" scrap to the side (A), as shown. Now grit sandpaper. Ease the edges of D lidrest ye 2 ioe P Bi 
bore a ¥"-deep hole. Repeat to bore a hole the sides (A) and lid (E), where shown. — E'lid y ii 141%" EP 1 
in the other side. Using the centers of the Remove the dust. Then apply three coats of F bottom W* 124" 454 BP 1 
counterbores as guides, drill Yoa" holes 114" a clear finish. (We used a satin polyure- — G divider W y JU p NH 
deep for the turn-button mounting screws. thane, sanding to 220 grit between coats.) Htun buttons P THe" diam, P 2 
l Lending your partner a hand, glue For health reasons, we recommend that the Pencil box 
and clamp together the pencil-box adult do this in a well-ventilated area. Te Ranvaack NETS DW p Wo 
front/back (I), ends (J), and bottom (K), Finally, screw the wire pull to the back = — "n 
noting that the front/back pieces overlap (B) and the turn buttons (H) to the sides acres B Ne ths) 
the ends. After the glue dries, drill two (A). Rotate the turn buttons, and check that oram y t — We P 
holes for magnets in the bottom, where you can raise the lid (E). If not, slightly ‘Pars initially cut oversize. See the instructions. 
dimensioned on Drawing 1b. (Using a sand the straight edges of the buttons for the Materials koy: P-pine, EP-edge-joined pine, 
Forstner bit, we drilled 34" holes 3:6" deep needed clearance for the lid. Drive two Wed 1 
fit34! diameter masnets 9e" Lone fret e xoxo neriameadiwcodlterews iA cik Supplies: Double-faced tape, spray adhesive, 14" brass 
to fit ¥s -diameter magnets 16 long iom a ox 7/8 athea M fore! SCTEWS t at augn rod 6" long, #8 brass flat washers (2), 346" dowel 4" long, 
hardware store.) Then install the magnets with the magnets in the pencil box into the — #6x%' flathead wood screws (2), #6x112" flathead wood 


using 5-minute epoxy. 


Cutting Diagram 


holes in the lid rest (D). Now have your 
partner round up some drawing supplies, 
and let the artistry begin! ® 


Written by Owen Duvall with Jeff Mertz 
Project design: Kevin Boyle 
Illustrations: Roxanne LeMoine 


oO. 


screws (2), #8x1" roundhead screws (10), #8-32x1" round- 
head machine screws (2), 5-minute epoxy, 3&"-diameter 
magnets %e" long (2), 3" wire pull. 

Blades and bits: %" and 1%" Forstner bits, va" and 
vs" round-over and 35" rabbeting router bits, no. 3 scrollsaw 
blade, 34" tapered plug cutter. 


(i 
© © PO 
oe - — O — 


Ya x 24 x 24" Birch plywood 
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74 x 74 x|96" Pine (5.3 bd. ft.) *Plane or resaw to the thicknesses listed in the Materials List. 


WOOD magazine November 2004 


Don't Buy a 
Big Tiller 


For a Small Job! 


If your garden is an acre or more, you may want to 
buy a big tiller. If its any less, you should buy a Mantis 
Tiller/ Cultivator. Big tillers till and weed 20" or more 

wide. The Mantis Tiller/ Culti-vator 


Big tillers weigh almost 300 Ibs. 
\ \ The Mantis tiller weighs just 20 
} lbs.! Simply turning a 300 Ib. tiller 
in a backyard garden without 
running over crops (or yourself) is 
a challenge. 


Costs Hundreds Less! 


Z A ^ tills and weeds a practical 9" wide. 
Ve 


just till (but many now offer clumsy 
"add-on" attachments to try to 
justify their high cost). The Mantis Tiller/ Cultivator was 
designed from the beginning to precisely match a 
small, powerful engine to a variety of useful 
attachments for your yard and garden. Tiller. Cultivator. 
Furrower. Edger. Lawn Aerator. Lawn Dethatcher. 
Hedge Trimmer. 

Most big tillers cost an arm and a leg. Despite the 
fact that the Mantis is a tough, durable, precision 
instrument...it costs a fraction of what you'll pay for a 
big tiller. 


Look at the warranty. 


Most machines are partially covered for 90 daystoa For free details call toll-free 1-800-366-6268 


year. The Mantis Tiller/Cultivators patented tines are 
guaranteed forever against breakage. If they ever 
break, return the broken one to us for a replacement. 
The tiller is guaranteed for two years, from the date of 
purchase, against defects in materials or workmanship. 


If we didn't make such a fine machine we couldn't 
make such a fine offer. 


* Easily weeds an average gardenin 20 minutes. 


* Does so many jobs...from lawn care to 
weeding...and more! 


* Women and senior gardeners love the Mantis 
Tiller/Cultivator. 


* Early order bonus (if you hurry). 


* Patented tines guaranteed forever against 
breakage. 


Fun to Use! The Mantis Tiller/Cultivator is so much fun 
to use-gardeners everywhere love their Mantis tillers. 


Most big tillers were designed to 


Send for our 


FREE VIDEO! 


The Mantis Promise 
Try any product that you buy directly from Mantis 


with NO RISK! If you're not completely satisfied, 
send it back to us within one year for a 
complete no-hassle refund. 


or mail coupon today! 


FREE Border Edger with Early Orders 
- Mantis 
2 1028 Street Road 
[Mamis Dept MT6074 
= Southampton, PA 18966 
W Please send me a FREE VIDEO and more 


information on the Mantis Tiller/Cultivator. 


| State Zip 


Mantis tines spin at 240 RPM " ©2004 Mantis Div. Schiller-Pleiffer Inc. . 


from simple to deluxe — how to 


choose a router table 


Options and accessories abound for table-mounted routers. We'll sort out what 
matters most to help you pick the table setup that best suits your needs. 


Free from scrap bin 


Less than $60 


Plywood fence Steel wings 


22x24" plywood table 


i ae 
High-tech fenc 
mounting system ` 


Y Aluminum table 
sid 


Grizzly H3114 


Fence with 
E b. split-faces About $1,000 complete 
: STANDARD 


About $200 complete 


Multi-function 
fence 


T-track 


€ 
Insert plate 


b. 
Miter-gauge slot “\ 
bh. me 


Built-in 
Melamine- router lift 
coated MDF 


tabletop 


JessEm Mast-R-Lift Excel g 


MLCS Ltd. 9734 with Mit-R-Slide 


oodworkers love their router tables. 
And we have good reason. These 
highly useful accessories give us 


cabinet-shop capability. For profiling an edge 
or cutting many types of joints, they make the 
tasks easy, accurate, and safe. 
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Not surprisingly, a slew of manufacturers 
have responded to woodworkers’ insatiable 
appetite for router tables and accessories 
with a mind-boggling array of products. 
Vendors sell everything from basic tables to 
tricked-out machines with the features of a 


full-fledged spindle shaper. We've tried 
nearly all of them. To help you benefit from 
that experience, we’ ve pooled together our 
best advice on the subject so you can find 
and outfit a router table ideally suited to 
your shop size, routing needs, and budget. 
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{choices that make a difference 


Choice 1: Get your work- 
surface needs on the table 
Which router table to use—stand-alone, 
benchtop, or tablesaw-mounted—should be 
your first decision. Thankfully, you no 
longer need to choose a stand-alone model 
in order to get a full-featured router table. 
Today's benchtop and tablesaw-mounted 
versions offer all the bells and whistles you 
could ever want, as shown at right. 

It makes sense to replace your tablesaw's 
extension table with a router table, as 
shown at far right, if you're tight on 
shop space. If your projects take you out- 
side the shop, or if you'll only use a router 
table on occasion, go for a benchtop unit. 
You can stow it away or hang it on a wall 
to save space. 

If space allows, a stand-alone table 
provides the most versatility. Place the table 
on wheels and position it wherever you 


Choice 2: What's what 

in tabletop materials 
Manufacturers make tabletops in a variety 
of materials. Most consist of a core made of 
medium-density fiberboard (MDF) covered 
with either plastic laminate or melamine. 
This combination produces a table that's 
flat, economical, and durable. 

Because channels cut into MDF will wear, 
manufacturers often equip these tables with 
aluminum tracks to guide the miter gauge 
and fence. Know also that MDF can absorb 
moisture and swell if placed in particularly 
damp environments. Seal any exposed MDF 
to prevent such absorption. 

Several manufacturers now offer table- 
tops made of phenolic resin, a rock-hard, 
stiff, and durable plastic. These tables 
come dead flat and boast immunity to 
moisture changes. Phenolic machines well, 
meaning you can mill a miter-gauge slot 
or slots for T-tracks or fence mounts 
directly into the tabletop. On the downside, 
phenolic tabletops cost 10 to 20 percent 
more than MDF. 


Choice 3: Gauge your 
miter-g auge preferences 
Router tables, by design, perform best at 
machining the edges of workpieces. So 
what if you need to rout across the end 
of a board? Most tables accomplish this 
with a built-in track that guides a standard 


woodmagazine.com 


Bench Dog 
ProTop 
Contractor 


This benchtop 
model offers an 
enclosed cabinet, multi- 
function fence, and an inset 

plate predrilled to fit almost any router. 


want. A stand-alone (or benchtop) table can 
be set up the for an operation and left with- 
out interfering with other tool operations. 

Bottom Line: Space and portability may 
dictate your decision here, but if you have 


If you prefer heavy metal, your tabletop 
options include aluminum, plate steel, and 
cast iron. These tables are ground smooth 
and flat, and are very durable. Typically, 
they’re equipped with miter-gauge slots. 


MLCS Ltd. 
#9459 Cast- 
Iron Table 


miter gauge (which you supply). This slot 
often doubles as a handy place to mount 
accessories, such as feather boards. 

Some router-table users prefer instead to 
use a shop-built miter sled that rides against 
the fence. With a sled, the workpiece stays 
square to the fence face whether or not the 


Bench Dog 


This tablesaw- 
mounted router 
table shares all the 
amenities found on 
the manufacturer's 
stand-alone model. 


the room, opt for a stand-alone table. 
Besides maximizing your flexibility, a 
stand-alone table usually offers the widest 
range of tabletop sizes and the most storage 
and dust collection options. 


Note that you'll have to keep rust off 
steel and iron versions. Aluminum tables 
won't rust, but can corrode. And uncoated 
aluminum may leave marks on wood. 
Bottom Line: MDF ranks as our top 
choice for tabletops. These are priced right, 
durable, and sold in a variety of sizes. Plus, 
you easily can cut and machine MDF if you 
want to modify the tabletop. 


Veritas Router Table 
Top #05J20.01 with 
fence #05J21.01 


The cast-iron router table (left) resembles a tablesaw 
top. The plate-steel version (right) offers similar traits of d 
flatness and heft, but has no miter-gauge slot. 


fence sits perfectly parallel to the miter- 
gauge slot. 

Bottom Line: A miter-gauge maximizes 
flexibility, allowing you to dado and cut 
slots, even at an angle, such as when splin- 
ing a mitered joint. A sled may raise the 
workpiece beyond the bit’s cutting height. 
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Choice 4: Select from a 

full plate of insert options 
Most tabletops come with an insert plate 
that fits into a rabbeted opening. The router 
bolts to the plate—which is typically made 
of phenolic, aluminum, or polycarbonate— 
using existing holes in the router base. You 
also can buy insert plates separately and fit 
them to your tabletop. 

A removable insert plate offers two 
advantages over bolting the router directly 
to a solid tabletop. First, at 1⁄4" to 34" thick, 
a plate allows greater cutting height than if 
the bit had to reach through a 1" or thicker 
tabletop. Second, a plate makes the router 
easily removable. You'll appreciate this 
when you need to change bits, below. 

The insert plate must sit flat and flush 
with the table surface. If it doesn't, your 
workpiece may catch on protruding edges. 


Phenolic 


Polycarbonate 


Aluminum 


These three types of insert plates hold the router base firmly in place, remove easily for bit changing, and are 
thin enough to allow full cutting capacity. Each is made of material that resists sagging with weighty routers. 


Make sure that either the tabletop or plate 
has jack screws or another leveling system 
to flush the plate with the tabletop. 

Some manufacturers design a slight 
crown into the plate. If the router's weight 
flexes the plate, it forces the plate flat rather 
than create a concave surface. 

Because router bits range from less than 
V4" to more than 3" in diameter, choose an 


'S EASIER TO CHANGE BITS FROM ABOVE THAN BELOW 


Lifting the router and insert plate out of the table (left) simplifies bit changing by allowing full access. If the 
router bolts directly to the table (right), a tilting top facilitates bit changes. 


Choice 5: Find a reliable 
feature-filled fence 
Unless you're using a bearing-guided bit, 
most router-table operations require a fence 
to guide the workpiece. To work properly, a 
fence has to, at a minimum, measure flat 
from end to end, hold the faces square to the 
tabletop, and adjust easily. 

Split faces that open and close to change 
the size of the gap around the bit, as shown 


below, perform best. By allowing you to 
offset one face, the split faces on some 
fences allow you to joint board edges, as 
shown at right. This feature comes in handy 
if you don't have a jointer. 

Beyond these basic functions, find a fence 
with T-tracks or other mounting points for 
such accessories as feather boards and 
stop-blocks, bit guards, and auxiliary jigs. If 
the fence doesn't come with a port to accept 


SLIDING FENCE FACES ADJUST TO SUIT ANY SIZE BIT 


Faces close 
around small- 
diameter bits. 


Insert plate 
reducer rings 
minimize the 
table opening. 


- Faces opento . 
accommodate 
large panel bit. 

= 


Reducer 
rings 
removed 
from 
insert 
plate 


You can adjust sliding fence faces to fully support the workpiece on the infeed and outfeed sides of the cut, no 
matter what size bit you use. To get the best performance, always set the smallest gap possible around the bit. 
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insert with interchangeable reducer rings to 
adjust the bit opening, as shown below. 
Bottom Line: What plate material you 
choose holds less importance than getting 
one with reducer rings and a leveling 
system. You'll pay more for these features, 
but will be glad you did. For the ultimate 
router plate, get one that's equipped with a 
lift. (See "Router lifts" on the next page). 


The small 
ring accepts 
guide 
bushings. 


A lip 
system 
locks the 
reducer 
rings 
together. 


Reducer rings fit into the insert plate to support 
Stock, increase safety, and reduce tear-out. 


The outfeed side of some fences moves forward with 
spacers or adjustment screws so you can edge-joint 
boards with a straight bit. 


a vacuum hose, get one. By connecting to 
a shop vacuum or dust-collector hose, you 
can collect most of the dust and chips your 
router produces. Most commercial fences 
offer these features, as does the fence we 
designed on page 40. 

Bottom Line: The best fences offer split 
faces, accessory-holding tracks, and a 
sturdy frame (usually made of extruded 
aluminum). Choose one that’s at least as 
wide as your tabletop, and check the 
attachment system. Some require that you 
mount tracks in the tabletop; others clamp 
in place. A few can be mounted either way. 
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Choice 6: Define your 
minimum stand standards 
After you have chosen your tabletop and 
accessories, you still need to decide on a 
stand. The big question: Should the stand 
be enclosed or open? Both approaches have 
advantages and disadvantages. 

An open stand allows easy access to the 
router, letting you adjust settings or change 
bits by reaching under the table. Plus, an 
open design allows unlimited ventilation to 
cool the router. On the other hand, an open 


Choice 7: Consider a 
shop-built solution 

With so many router tables available, why 
would you want to build one yourself? 
Because you can customize it to meet your 
exact needs rather than having to mix and 
match components or purchase a package 
deal. You'll find plans for two top-notch 


stand does nothing to contain noise or dust, 
and offers no storage space. 

An enclosed stand, such as the model 
shown at right, keeps noise and dust 
contained, and may offer storage space for 
bits and accessories. However, this style 
will likely cost more than an open stand. 
Bottom Line: An enclosed stand offers 
the most versatility. When selecting one, 
make sure it allows quick router access 
and ventilation to keep your router motor 
running cool. 


tables, shown below, on our Web site at 
woodmagazine.con/toolplans. 

Thankfully, many of the same vendors 
that sell complete tables also stock about 
every component and accessory you'll need 
to customize your table. You'll find some 
of our favorite sources for router-tables and 
gear listed bottom right. 


Our downloadable router-table plans allow you to build your own hard-working setup. The tilt-top model (left) 
offers storage, dust collection, and a large tabletop. The benchtop model boasts big features in a compact size. 


Router lifts ki— 


36" socket driver 


Woodhaven 
#365 Stand 
with phenolic 
tabletop and 
fence 


An enclosed 
cabinet keeps your 
router workstation 
tidy by providing 
storage space for 
bits and router 
accessories. 


Combination — c, A Y 
miter-gauge P 
and T-track 

Remote 

power 

switch 


You can buy router-table components that would 
prove too difficult to build in the shop. these include 
insert plates and levelers, miter-gauge and T-tracks, 
dust-collection fittings, and many safety devices. 


Bottom Line: Building your own router 
table offers the ultimate opportunity for 
customization. You choose which features 
you want, including table size, insert-plate 
location, and stand type. You decide which 
parts to build and which to buy. If you don't 
want to fuss with the precision required to 
build a fence, for example, purchase one 
and build the rest yourself. ® 


A few of our favorite sources 


{f 1, me" deep-well socket 


A router lift holds 
the router motor in a 
carriage that rides 
up and down on a 
pair of guide posts 
that are attached to 
an insert plate. By 
turning a cranking 
mechanism above 
the table, you can 
adjust the cutting 
height of the router 
bit accurately with- 
out having to reach 
under the tabletop. 


Height-adjustment § — 


Fine-adjustment scale 
access hole 


Anti-backlash | 


Carriage 
adjustment 


lock 


Written by David Stone Illustration: Tim Cahill 
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Bench Dog Complete router tables, components, router lifts, accessories. 
800/786-8902; benchdog.com 


Grizzly Industrial, Inc. Complete router tables, accessories. 
800/523-4777; grizzly.com 


JessEm Tool Co. Complete router tables, fences, router lifts, accessories. 
866/272-7492; jessem.com 


MLCS Ltd.: Complete router tables, components, fences, accessories. 
800/533-9298; mlcswoodworking.com 


Rockler Woodworking and Hardware Complete router tables, fences, 
components, insert plates, stands, accessories, 800/279-4441; rockler.com 


Rousseau Co. Complete router tables, fences, components, insert plates, 
accessories. 800/635-3416; rousseauco.com 


Woodhaven Complete router tables, fences, components, insert plates, 
router lifts, accessories. 800/344-6657; woodhaven.com 
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bright ideas ior 
workshop lighting 


See the difference à 
with these surefire strategies. 


Strategy 1: Take a two-fold approach to proper lighting 


When setting up shop, most of us pay too 
little attention to lighting. We hang a few 
fixtures where convenient and hope the 
light produced fits our needs. Without good 
illumination, though, the fine details 
needed for top-notch woodworking and 
shop safety disappear. 

As you'll see, our eyes perceive not just 
the quantity of light, but its quality, as well. 
= To get the quantity and quality of light you 
need, consider the following: 


Light it bright 
Lighting quantity—the amount of light 
reaching a surface—is measured in foot- 
candles (fc). The quantity of light needed 
for any task increases with the complexity 
of the task. For example, household chores 
can be accomplished comfortably with 
30 fc. Reading requires 50 fc. Precision 
tasks, such as woodworking, require more. 
How much more? We asked lighting 
expert Doreen LeMay-Madden. 
She chairs the residential 
lighting committee for the 
Illuminating Engineering 
Society of North America, 
and is president of Lux Lighting 
Design in Belmont, Massachusetts. 
She suggests that those of us 40 
years of age and older 
should light our shops to a 
uniform 80 to 100 fc. 
Lighting needs change, 
too, as we age. Starting at 
about age 15, our eyes begin 
to deteriorate. To perceive the 
same amount of brightness at age 
40 as you did at age 20, you'll 
need 50 percent more light. By age 
70, you'll need twice as much light 
as you did at age 40. Older eyes also 
become more sensitive to glare. 


Provide quality illumination 
Three factors determine the quality of light. 
These are color temperature, color render- 
ing, and glare. 


Color temperature: All lamps (bulbs to 
us laymen) receive a rating based on the 
color of light they produce. The rating is 
expressed as a temperature in degrees 
Kelvin (K). Manufacturers assign names to 
the temperatures, such as "soft white" 
(3,000? K), “cool white" (4,100? K), or 
"daylight" (6,500? K). Some lamps list the 
name or temperature, while others don't. 
See "Fluorescent Lamp Basics" on the next 
page, or ask the retailer for help if you can't 
decipher which types of lamps they sell. 
Color rendering: Another rating for 
lamps indicates their ability to accurately 
represent the colors of the items they 
illuminate. For an explanation, see "Show 
your true colors," below. We often perceive 
bulbs that reproduce color better to be 
brighter, even though they don't actually 
put out a higher quantity of light. 

Glare: If a surface is too reflective or con- 
trasts with those around it, glare will result. 
LeMay-Madden suggests painting shop in 
flat or eggshell-sheen white. If you have 
natural-wood cabinets, coat them with satin 
finish, rather than gloss. And what about all 
those cast-iron surfaces on woodworking 
machines? Wax these surfaces or coat 
them with such commercial protectants as 
Boeshield T-9 to prevent excess reflection. 


Show your true colors 


All fluorescent lamps are rated by 
how accurately they show the color 
of objects they illuminate. Lighting 
experts express this ability with a 
color rendering index (CRI) rating 
that measures from 0 to 100. 


* Oto 55 CRI = poor accuracy 
*55to 65 CRI = fair accuracy 
*65to 75 CRI = good accuracy 

* 75 to 100 CRI = excellent accuracy 


Lamps with a CRI of at least 65 offer 
the most pleasing light in a shop. As 
with color temperature, these ratings 
may not always be listed on lamps, 
but you can obtain them from retailers 
or manufacturers. 


Strategy 2: Use fluorescents for overall lighting 


Fluorescent lights have a bad reputation 
among some woodworkers who say they 
won't start in cold weather and that they 
hum, flicker, and make colors look odd. But 
if you use the proper fixtures and lamps, 
you can prevent those problems. 

Fluorescent fixtures are a smart choice 
because they're three to four times more 
efficient than incandescent bulbs and last 
about 10 times longer. Fluorescent fixtures 
have become downright cheap to purchase, 
too. And you'll find a wide variety of styles 
suited to shop environments. The most 
common types are shown in the “Fixture 
Basics" chart, below. 


Find the right ballast 

All fluorescent light fixtures use a device 
called a ballast to supply the high initial 
voltage necessary to start the lamps and to 
regulate the voltage lamps receive while 
operating. This prevents flickering. You'll 
find two types: magnetic and electronic, 
shown above right. 


FIXTURE BASICS 


You'll find fluorescent fixtures in many sizes and shapes. 
For shop use, look for the following types: 


Standard Strip 

= Best use: General lighting 

m Construction: Two or four open 
lamps located below a metal housing 
m Location: Mount directly to a 
finished ceiling 

m Styles: 4' and 8' long, plug-in 

or hard-wire 

m Price: $10 and up (less-expensive 
models use magnetic ballast) 


Industrial 

u Best use: General lighting 

= Construction: Similar to a 
standard strip, but flanked by 
reflectors. Some feature protective 
screening (shown). 

m Location: Suspend below a 
high or unfinished ceiling 

m Styles: 4' and 8' long, plug-in 
or hardwired 

m Price: $10 and up 


Under Cabinet 

= Best use: Task lighting 

= Construction: Single lamp inside 
a metal housing with an opaque 
diffusing cover 

= Location: Mount under a cabinet 
or shelf 

m Styles: 13 to 48" long, plug-in or 
hardwired 

= Price: $8 and up 


E 


Magnetic ballasts cost about 
half the price of electronic ver- 
sions, but often generate more 
noise (producing that telltale 
hum). Magnetic ballasts also 
may cause annoying flickering 
and perform poorly—or not 
at all—at temperatures below 
50° Fahrenheit. Electronic 
ballasts are quiet, stable, and 
operate at temperatures as low 
as -10? F. 


Install the correct lamp 

Once you choose fixtures, you'll need 
lamps to bring them to life. Home centers 
stock a large array. Use the "Fluorescent 
Lamp Basics" chart, below, to cut through 
the confusion and make sure you pick the 
correct type for your needs. 

Lamps with higher temperature and CRI 
ratings cost more than run-of-the-mill cool 
white versions, but perform better. To see 
the difference in the light produced by these 


= Cost (4): 


Look at ballast labels for two important ratings: 
Minimum starting temperature, shown in degrees, 
and noise rating, where A ranks quietest. 


FLUORESCENT LAMP BASICS 


Looking to buy fluorescent lamps for your shop? 
Here's what you need to know: 


m Sizes: Lamps for ceiling-mount fixtures come in 

4' and 8' lengths. Two diameters are common: T8 (1") 
and T12 (1v2"). 

\ = Power: Full-wattage 4' T12s are rated at 40 watts, 
8' versions at 75 watts. Ratings for economy versions 
are 34 and 60 watts, respectively. 


m Common names: While more varieties exist, look 
for the following for shop use: 


CoolWhite 

= Color temperature: 4,100* K 
= Approximate CRI rating: 70 
= Cost (4): $1.50+ 


= Acceptable for overall shop lighting 


Natural Sunshine 


= Color temperature: 5,000° K PHILIPS ES 
m Approximate CRI rating: 90 ems) 
u Cost (4): $1.50 i 0 @ M2 


= Great for overall shop lighting 
Spec 35/Full Spectrum 

= Color temperature: 3,500-5,000° K 
m Approximate CRI rating: 90 
m A good choice for finishing areas 


Daylight Deluxe 


= Color temperature: 6,500* K 
m Approx. CRI rating: 85 
= Cost (4): $5.00+ 


= Good for those who need more light 


Protect lamps from impacts 
If your shop ceiling height is less than 
10', you may know what happens 

when a board meets a fluorescent 
lamp. Plastic protectors (about s 
$2 to $3 at home centers) 
provide cheap insurance c 


against showers of Florescent 
broken glass. tube 
protector 


$4.00 
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A cool-white lamp (bottom) seems { 
bright, but a higher-temperature 
"daylight" lamp gives more 

perceived light and better color. 


lamps, check out the photo, 
above. Higher-priced lamps last 
longer as well. 


Locate fixtures 

for best lighting 

As the final step in lighting your 
shop, you need to decide where 
to put the fixtures. To get the 
most from your lighting layout, 
locate fluorescent lights using 
the guidelines in “Perfect fixture 
positioning made simple,” right. 


Strategy 3: Examine options for supplementary lighting 


Well-placed fluorescents provide 
great overall lighting. But you’ll 
want additional light over such 
places as your workbench, band- 
saw, and finishing area. 


Get task-light right 
Standard incandescent bulbs 
work well for task lighting, 
LeMay-Madden says. They cast 
more shadows, which can high- 
light contrasts and make blades 
and layout lines more visible. 
To get better lighting quality, 


replace an incandescent with a You can replace an incandescent bulb with a 
compact fluorescent, which costs less to run, 
or a screw-in “halogena” that lasts longer. 


“halogena” lamp. 

Compact fluorescent lamps 
work in any fixture that takes a 
standard screw-in bulb. They operate more 
economically, but don’t offer quite as much 
contrast as an incandescent or halogena. 

We recently discovered a new halogen 
fixture that offers promise for shop lighting, 
above far right. It’s a cinch to install thanks 
to adhesive backing on the power strip. The 
fixtures clip onto the strip so you can move 
them to exactly where you need lighting. 


Automate your lights 
For the ultimate in lighting convenience, 
add motion sensors, such as those at right. 
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Perfect fixture positioning made simple 
To ensure adequate illumination without shadows or dark spots, use 


these formulas to determine fixture locations. Note: These formulas 
assume the use of continuous rows of two-lamp fluorescent fixtures. 
m Measure (A), the distance from your main work surfaces to the 


Use one to simply turn on a 
single light to illuminate your 
path when you enter the shop, or 
to flip on all of the lights. Try 
putting one over your lumber 
rack so you can better examine 
boards, or above your mitersaw 
station. You'll have light every 
time you cut, without having to 
flip a switch. ® 


Written by David Stone 
Illustration: Mike Mittermeier 


ceiling (or to the desired height of suspended 
fixtures—usually 8' to 10' above the floor). 


m The distance between fixtures (B), should 

be equal to or no more than 1.5 times (A). 
m The distance between a fixture and the 

wall (C) should be no more than one third 


. 4 to one half (B). 


Let's translate that to a typical two-car 
garage shop that measures 24x24' with 
a 9' ceiling and work surfaces 36" high. 
We'll use 16'-long rows of fixtures (either 
two 8' or four 4' placed end-to-end): 

A=72" or 6' 

B=72"x1.5=108" or 9' 

C=108"x.5=54" or 4v? 
! If we place two rows of fixtures 9' apart 
(B), they'll each be 7¥2' (C) from the side 
walls—way more than the 412' maximum. 
The sides of the shop will be too dark. 

If we center one row, then add two 
more rows spaced 8' apart (B=8), then 
; the outer rows will be 4' (C24) from the 
walls. This layout lights the shop well. 


" ji 20-watt 
À i | Am. halogen 
WO lamp 
1 1 power strip 
" 


Y 


This $30 setup from Lights Now (800/945-4837; 


lightsnow.com) includes three clip-on lamps that 
mount along its 48" power strip. 


GOING THROUGH THE MOTIONS 
3 jus "m 


Ni i 


Remote 
| motion 
sensor 


This floodlight ($40) has a 
wireless remote sensor to 
allow mounting options. 


Motion-detecting Switches can 
turn on overhead fixtures when 
you walk in the room. 
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^; hy Should tuse System Three on my projects? 


Because Woodworking 


| Built Our Company” 


Kern Hendricks - 


Chemical Engineer & Founder 


We Understand Specific 
Woodworking Applications. 

For over 2 decades we've been working 
with woodworkers to formulate the 
highest quality epoxy adhesives and 
coatings for their specific applications. 
We specifically designed MirrorCoat to 
create a high gloss, decorative coating 
on wood and other materials. 


Pourable Perfection. 

MirrorCoat is specially formulated to 

S | create glossy, high build resin surfaces 
on bars, counters and tabletops. 

Pour a perfect durable, smooth, glossy 
finish on many surfaces such as wood, 
ceramics, plaster and masonry. 


= THREE 


rable, self-leveling, bartop coating. Scratch & 
in resistant as well as alcohol S water 


EPOXY | 
Part A MARDENE: 


Find a dealer near you at: systemthree.com 
Or call 800.333.5514 


‘02004 System Tves Resins Ine Ai gts Revered 


bauro X 
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KLINGSPOR'S 


WOODWORKING SHOP 


ality Tools and Supplies for the Woodworker” 


Wi KLINGSP NC S j 
| 15 Year Anniversary Truck Giveaway | Whether you shop thru our 
Join us in our celebration as we give one of our ` catalog, our website or one 
| special customers something to carry their of our four retail stores you 
[eapon projects aw 3 3 
around in in- A BRANI will find all your woodwork- 
IEW FO =E ing tools and supplies in 


Come to one of our 4 stores or AP) one convenient location. 
check the website for full details. 6. 


1,000'S OF PRODUCTS AVAILABLE ONLINE 


1-800-228-0000 * www.woodworkingshop.com 
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Excellent UM Lane Variety Router Tables! 
"m ADVA NTAGE 


Today! Lifetime 


Miren Micro po Industrial Carbide. 
30 pc. Professional 
Router Bit Set 1235. 


"w4lfiFtttietIt sl titt 
Many, many more ADVANTAGE Router Bits are 
available individually or in convenient sets! 


ET Shop Our Catalog or Shop Online use p 
A www.ai-supply.corm ( nipping 
Zh * 


On orders 
over $200 


pilog Mini 


adj th Your Own 


Call Toll Free 888-437-4564 for a Free 
Brochure & Sample Packet! 


ET www.epiloglaser.com/wood.htm 
sales@epiloglaser.com 
Toll Free 888-437-4564 
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Helping you work faster, smarter, and safer 


top shop tip 


Gauging your wood's 
appetite for biscuits 


Ever wonder 
whether your 
biscuit slots are 
sized right for the 
width of your 
workpiece or 
whether you can 
squeeze in two 
instead of one? 
This jig takes the 
guesswork out of 
spacing biscuits in 
narrow rails. 

Make the jig by cutting 
biscuit slots of three sizes 
(#0, #10, and #20) in a 
piece of 34" material. Cut a 
pair of slots of each size in 
the jig sides and leave 1" 
between slots. To use the 
jig, set the butt end of a rail 
against the jig side to 
determine the size and 
number of biscuits to insert 
in the joint. 

—Stu Klausner, Hilton Head, S.C. 


Biscuit template 


Biscuit centerlines 


1/ "space between slots 


Reversed drill bits a step forward for safe storage 


Sometimes when I drill, the bit spins the solid shank, making it easier to select 
briefly in the chuck, creating a ring-like 
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After retiring from Cornell University 
about seven years ago, Stu Klausner 
and his wife moved to Hilton Head, 
South Carolina, where he started a 
computer consulting business. Life is 
good, he says. “I’m five minutes from 
the ocean. I work two days, I fish two 
days, I build furniture two days. On the 
seventh day, I rest." Recently, Stu 
wrestled a 68-pound cobia into his boat. 
Now, our Top Shop Tip winner gets 
free tools. Some guys have all the luck. 


Stu Klausner wins a Bosch 14.4-volt 
cordless tool kit (92614DJP) for 
submitting the Top Shop Tip. 
Congratulations, Stu! 


| the correct bit size. q wi L| 
burr on the shank, which becomes a prob- : —Dave Dunlap, Kingman, Ariz. Top tips n tools! 


lem for bits stored in 
metal storage cases. 
As | put the bit away, 
the burr often hangs 
up in the tight metal 
holes of the case, 
sometimes cutting my 
finger or causing the 
case of bits to spill. 
The same happens 
when | try to remove 
the bit from the case. 
To avoid this frus- 
tration, | turn the bits 
over so the smooth 
shank sticks out. Now 
| can remove and 
replace bits without 
hangups, and view 


Describe how you've solved a work- 
shop dilemma, and you'll earn $75 if it 
appears here. And, if your tip garners 
Top Shop Tip honors, you'll also win a 
tool prize worth at least $250. 

Send your best tips, along with photos 
or illustrations and your daytime phone 
number, to: Shop Tips, WOOD 
Magazine, 1716 Locust St., GA-310, 
Des Moines, IA 50309-3023. Or e-mail 
tips to: shoptips @ woodmagazine.com. 
Remember to include your contact 
info in the e-mail as well. 

Because we try to publish only 
original tips, please send your tips only 
to WOOD magazine. Sorry, submitted 
materials can’t be returned. 
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Clean calculator 
is in the bag 
My workshop calculator doesn't react 
well with the flying dust, splashing 
solvents, and moisture changes that 
take place in the shop. After ruining a 
few calculators, | started storing my 
current one in a plastic zipper-type 
storage bag and hanging it on the 
pegboard. | also discovered | can use 
the calculator while it's still in the bag, 
so | never have to expose the sensitive 
electronics to the shop environment. 
—Mike Herberger, East Rochester, N.Y. 


Taming tangled cords 
with office supplies 
Wrapping power tool cords around the 
tool for storage has often been a source 
of aggravation for me. More often than 
not, the cord comes loose while I’m 
putting the tool away or “cord gremlins” 
tangle it together with other cords during 
storage. To confidently tame those 
cords, use a binder clip to clamp the 
cord to itself for storage. When the tool 
is in use, keep the clip handy by clamp- 
ing it to the cord. 

—Minuard Jordan, Ransom Canyon, Texas 


Binder clip 


Continued on page 98 
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YOU’RE PROBABLY JUST AS AMBITIOUS. 


Whether you are a do-it- 
yourselfer, a professional 
woodworker or somewhere 
in between, you have a world 
full of projects in the home 
or in the shop that will be 
easier and more enjoyable to 
complete when you use qual- 
ity clamps, bench vises and 
miter boxes/saws from the 
Adjustable Clamp Company. 
Look for them under the 
Jorgensen, Adjustable and 
Pony brand names wherever 
fine tools are sold. 


fa - 4 
"Y & E E 


‘Adjustable’, “Jorgensen” “Pony 


Made in the USA by the Adjustable Clamp Co., 
433 North Ashland Ave., Chicago, IL 60622, 
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Holy Cow! Bucket Master™ 
is better than a tool box! 
—~ Youcould say that again... 
ifwehada A 


We stock wonderful, useful Equipment and Goods 
designed and tested by Tradesmen for Builders and 
ardent Do-It-Yourselfers. Get a Free Catalog at 800 - 
505-8888 or order online - www. Duluthyrading.com 


shop tips 


Quick-reference label 

demystifies jig's origins 

Over the years, | have accumulated quite a few shop-made jigs. 
Occasionally, | forget some of the finer points of the jig's opera- 

tion and need a refresher course. The problem is that finding the 
jig's origins sometimes feels like an archeological expedition as 

| dig through my woodworking library. 

My solution: Label each jig with enough information (title of 
magazine, date or issue number, and page number) to identify 
the original source. The clear self-sticking address labels 
(available at office supply stores) work well, and | can print them 
with a computer. Attach the label to the jig in a place that won't 
interfere with its operation, and cover the label with clear tape to 
keep the printing intact. 


—Richard Rudisill, Harrisburg, Pa. 


gee 7 
IB Triple Force 


<7 ‘Arrow Fastener Co, Inc. 271 Mayhil Street, Saddle Brook, New Jersey 07663 
Canada: Jardel Distributors, Inc.: 6505 Metropolitan Blvd. East, Montreal, Quebec H1P 1X9 
United Kingdom: Arrow Fastener (U.K.) Ltd., Unit 5, ZK Park, 23 Commerce Way, Croydon CRO 4ZS, Surrey 


004 ARROW FASTENER COMPANY, INC. 


Clear address labels 


Close the gates before 
the horsepower is gone 


Within months of setting up my dust col- 
lector, | started having problems with the 
plastic blast gates. The corners of the 
housing that the gates slide into fouled 
with sawdust, making it impossible to 
completely shut the gates. Consequently, 
the collector became less effective 
because of leaks. 

To make these gate housings self- 
cleaning, | clipped the closed corners, 
as shown, to give the dust a means of 
escape. The slight draft through the 
corner holes when the gate is open 
doesn't noticeably take away from the 
collector's power. 

—Mal Ingraham, Norcross, Ga. 


Trim off 
corners of the 
blast gate housing. 
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Set an accurate miter 
gauge as simple as 1-2-3 
| enjoyed the tablesaw tune-up article in 
the November 2003 WOOD» magazine 
(issue 152), and it inspired me to share a 
simple and accurate way | use to true my 
miter gauge to 90°. Begin with a scrap of 
34" sheet goods—| prefer medium-density 
fiberboard (MDF)—at least 8x8" that has 
one perfectly straight edge. Mark this 
edge as 1. Label the other edges 2, 3, 
and 4 in a counterclockwise direction, as 
shown in the drawing. 

Place edge 1 against your miter gauge 


Circle No. 2127 


set at 90° and cut edge 2, then rotate the 
piece clockwise and repeat for edges 


3 and 4. The three cuts will cause any ‘Great art that doesn't require an artist's touch! | 
angular error to be magnified by three ii ! - —— 


because each cut adds to the error of the j | CMT's exclusive new 


previous cut. Using an accurate square, 3 D Ro u te r C a rv e r 


check the angle between edges 1 and 

4 for square. If a gap shows on the inside 
elbow of the framing square, adjust the 
miter gauge counterclockwise; if the gap 
is at the top of the test piece, adjust the 
gauge clockwise. 


—Dave Willis, Murray, Utah 


Top of test piece | 


Who says that intricate woodcarving requires an artist's touch or the skill of a tra- 
ditional woodcarver? Thanks to the patented 3D Router Carver System, 

anyone with a 1/2" collet plunge router can create dozens of beautiful 

designs easily, accurately and with complete repeatability. Rout true 
3-dimensional carvings on doors, drawers, cabinets, furniture or just about 

any flat wooden surface in minutes. Ask for your free 2004 - 2005 CMT 

catalog for details, then visit your CMT Distributor to get in on the fun! 


Shop Tip 


of the Day at E Ask for a free catalog & a distributor in your area 
888-268-2487 ° www.cmtusa.com 
— M—— CMT USA, Inc. * 307-F Pomona Drive * Greensboro, NC 27407 


The 3D Router Carver System is protected by U.S. Patent No, 5,146,965. 
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shop-proven products 


These woodworking wares passed our shop trials 


This 14" bandsaw comes loaded 


| 4" dust port (connected to my dust 
| collector) helped catch almost everything. 


I'd heard good things about Powermatic’s 
PWBS-14CS bandsaw, and my test-drive 
proved this is one solid machine. After 
assembling the bandsaw (including its fixed 
5"-wide extension table that fills the gap 
between the spacious 15x15" tilting table 
and the column), I turned it on. Instead of 
making the usual start-up noises—a rattling 
door, the blade rubbing on a guide, etc.— 
the PWBS-14CS purred like a kitten. In 
fact, it was so smooth, I stood two nickels 
on edge then ripped and crosscut a piece of 
2x2x8" red oak. To my surprise, both 
nickels stood for the whole procedure. 
Next, using the included T-square-style 
fence with its resawing guide attached, 
I resawed several 6"-wide pieces of red oak 
and maple, the maximum for this saw 
without an optional riser block, and the 
PWBS-14CS didn't miss a beat, thanks to 
its 1⁄2-hp motor. Same story when I stack- 
sawed three pieces of 4/4 maple. And 
through all the cutting, the well-positioned 


. 14CS has a quick-release blade tensioner, 

; and this one comes from Carter—the people 
. who invented the bandsaw quick-release 

. and sell it as a $150 add-on. With three 

| handle positions, you can have the blade 


. V&"-wide blade I used for scroll-cutting a 
| bandsawn box. Other standard equipment 
. accessories include a gooseneck lamp and 
_ dust blower that keep the cutline visible. 


Like many newer bandsaws, the PWBS- 


fully tensioned, completely detensioned, or 

tensioned enough to adjust blade tracking. 
Microadjustable ball-bearing blade guides 

proved easy to set and lock, even on the 


—Tested by Pat Lowry 
PWBS-14CS 14" bandsaw (1791216K) 


Performance *ckok ko 
Price $900 
Powermatic 


800/274-6848; wmhtoolgroup.com 


Norton 3X sandpaper cuts and cleans like crazy 
"The manufacturer of Norton 3X sandpaper 
claims that it cuts three times faster and 
lasts three times longer than conventional 


| sandpaper. Although I couldn't verify the 
. “three times” claims in my tests, this abra- 
sive definitely cuts faster and cleans easier 
than other sandpapers 
I compared it to. 
Using the rig shown 
at left, I tested 60-grit 
Norton 3X sheets 
side-by-side against 
another widely sold 
60-grit sandpaper with 
5 Ibs of weight on 
each. The workpiece 
is melamine-coated 
particleboard sprayed 
with primer, and after 
just a few back-and- 
forth cycles, I noticed 
white dust quickly 
piling up at the ends 
of the stroke on the 
Norton 3X, where the 
other paper had little. 
To make sure the 
papers didn’t load up 
with dust and affect 


| their performance, I vacuumed the test 


surface and both abrasives after every 50 
cycles. Here I noticed that the dust buildup 


| released easily from the Norton 3X on the 


first pass with the vac, while the other 
brand took more agitation to clean. 

I repeated this test until I had sanded 500 
cycles with each paper in four grits from 60 
through 220. In every case, the Norton 3X 
abrasive cut through the primer (and in 
some cases, the white melamine to reveal 
the particleboard beneath) significantly 
faster than the competition. Norton 3X 
comes in nine different grits and is priced 
about the same as other sheet sandpaper, 
making it a whale of a bargain. 


—Tested by Dean Fiene 
3X Sandpaper 
Performance KKK KK 
Price $14, 20-sheet packages of 60- through 


150-grit; $10, for grits 180 through 400. 


Norton Abrasives 
800/551-4415; nortonabrasives.com 


Continued on page 102 
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8116 Highway 123 North 
SBORNESS Toccoa, GA 30577 

NUOVE Ue WwW.osbornewood.com 

is r 
Country Squire Heritage Portsmouth Old World Tapered Rope 

5x29 24x29 4x29 34x29 5x29 
Request our NEW catalog: 1-800-746-3233 © Order line: 1-800-849-8876 
Circle No. 1849 


The XILUIE Mark of Quality. 


«Ic» 


POCKET HOLE SYSTEM: 
Quality tools, 
education, 
service and value. 


Expect this and 
more from KREG, 
the leader in Pocket 
Hole technology. 


Krag Jig ProPack 


| A better way to join wood. 


Drill pocket holes, — Drive screws, 


800.447.8638 
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'The Difference Between 
Good and Great 


manufact a variety of products 
ble to fit your woodworl 


complete 


trong, stable top that’s 
g or swell like MDF tops. 
t with production gr 
solutions 
Inventor and #1 Maker 
of Router Lift: 


guaranteed not to 
Make it gı 


New! 
Mite(BSlide" 


See JessEm productsin lise at 
www.woodshopdemos.com 
Visit us at www.jessem.com 


Or call 866-272-7492 
Distributor Inquiries Are Highly Recommended 


Tool Company 


Barrie, Ontario 
Canada, North America 
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ROCKLER 


spe | AND HARDWARE 


Build it your way. 


We have what you 
need — hardware, 
wood, tools and 
know-how. 


paiya 
HEUER 


Register online tow 
2005 PT Cruiser Woody! 


Visit: Rockler.com/go/pt30 
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DeWalt vac: Not your mother's Dustbuster 


When I received DeWalt's DC500 battery- | worry about it discon- 
powered Wet-Dry Vacuum, my first necting. Another nice 
thought was, “Why do I want a cordless bonus: You don't have 
vac to carry around the shop?" Now that to remove the wash- 
I’ve used it for a few weeks, I’m more able Gore-Tex filter for 
inclined to think, “Why not?" wet jobs (although you 


First, unlike vacs for the home that run on. | should empty dust 
their internal batteries for only a few short from the tank first). 
minutes, I vacuumed with the DC500 If the $100 price tag 


| seems low, remember 
that doesn't include a 
battery pack, which 
could nearly double the 
price unless you 
| already own a DeWalt 
cordless tool. That 
basic price includes 
onboard storage of the 
hose, wide nozzle, 
crevice tool, and AC 
power cord. And I 
found myself wishing 


continuously for 12-13 minutes using an 
18-volt battery pack before suction began to 
suffer. The unit also operates on DeWalt's 
14.4- and 12-volt packs; the 14.4-volt 
battery yielded only 7-8 minutes of run- 
time. And, when the battery did run low, I 
simply unwrapped the AC cord, plugged it 
into a wall socket, and got back to work. 

And work it does. Under battery power, I 
found little, if any, difference between the 
suction of the DC500 and my big 12-gallon 
corded shop vacuum. Hooked to the dust- 
collection port on my router, this vac 
gobbled up virtually all of the chips from a 
Y^" round-over. 

The 1!2"-diameter hose proved plenty 
flexible in my tests, and I like that it twist- 
locks into the canister, so I don't have to 


the vacuum, as with De 
radio, but the DC500 ju: 
for that. 


Design Breakthrough! 


It’s the ultimate workbench! 
It’s a downdraft table! 
It's a complete air filtration system! 


Deluxe + 30” x 77" 


*Generous Maple Worktops 

«Powerful 1600,2100, or NEW 2550 CFM Motor 
*GfI Convenience Outlet 

«Three Stage Filtering to 0.5 Micron 


Ultra Grahd 
33"x95" 


Call now to find out 
about our Specials 


ARK 


PO. Box 211434 e Bedford, TX 76095 
1-800-845-4400 


Visa * Mastercard e Amex * FREE CATALOG! 


OOD 
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that I could charge the drained battery on 


—Tested by Randy Zimmerman 


DC500 Wet-Dry Vacuum 
Walt's job-site Performance aK Ke 
st isn’t set up Price $100 (battery not included) 


DeWalt Industrial Tool Co. 
800/433-9258, dewalt.com 


SmartStart 


Prevent power surge at 
air compressor startup 
TIl admit it: My garage workshop is 
underpowered, working off a single 
110-volt circuit breaker in the 
house. Working alone, I only use 
one power tool at a time, so it's 
rarely a problem. But my portable 
air compressor, plugged into the 
outlet farthest from the breaker box, 
overloads that breaker almost every 
time it starts. That's because a 
compressor draws its highest 
current at startup. SmartStart 


lessens this initial draw, although SmartStart Inlet Control 

it has nothing to do with the for Air Compressors 

compressor’s electrical system. Performance tek ok 
SmartStart replaces the air filter Price $15 (plus shipping) 


on virtually any electric air 
compressor (it contains its own 
filter), and installs in less than 
five minutes. When the compressor is running, it allows air to pass 
normally; but when the compressor stops, a valve inside closes to 
add resistance when the compressor kicks in again. At that point, 
the valve slowly opens, allowing the motor to reach operating speed 
before it starts compressing air. 

My SmartStart-accessorized compressor fired up without so much 
as dimming the lights. I even used the compressor on a 25' exten- 
sion cord with no ill effect, proving SmartStart to be an inexpensive 
fix to a nagging problem. 4 


R. Conrader Company 
814/898-2727; conrader.com. 


—Tested by Jim Harrold 
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IF COST MATTERS... 


Boring Tools 
Moulder Heads 
Carbide Cutters 

Moulder Steel 

Multi-Spurs 
Boring Heads 
Insert Tooling 
Carving Tools 

Lathe Tooling 
HSS Router Bits 


The serious ‘craftsperson and industrial woodworker 
knows that a quality tool cuts cleaner and lasts longer 
so they save money and produce a better finished job. 
When COST counts, use the best tools from: 


"o Forest City Tool 
De Acall 800-343-8944 

Or 
A Quality Woodworking Tools n fv 


- sínce 1890 - 
Proudly made in the USA 


Patented design uses your router in the 
horizontal OR vertical position, 


| Y 
D 
d — 
Vibration-free performance. 
that cuts through 2 5/8". 
hardwoods like butter, 


: Cuts wood, metal 
The ultimate Planer/Molder/Gang Saw. Plane DENN osa § 
your own lumber, creata custom moldings & giae 
save thousands. Variable feed with Shp motor 


Greate perfect fitting glue 
joints time after time! 


MOBILITY MADE EASY 


DRAGGING. 
- A LITTLE LATEL 


MOVING YOUR MACHINES 

CAN BE A REAL DRAG. LITERALLY! 

Dragging machines around your workshop is SAL 

hard on the machine, not to mention your back. y 
The HTC-2000 adjustable mobile base is the <L 
solution. Easy foot action, 400 Ib. capacity, 


expands from 12" x 12" to 36" x 36" or 20" x 52" 
rectangular. Stop dragging and start rolling today! 


Ma 


For your nearest dealer and FREE catalog, 


call toll-free 1-800-624-2027 
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* Square Drive Stops 
) Driver Bit Slippage! 
* Hardened Steel for 
Extra Strength 
* Available in Coarse 
OR Fine Thread 
) * Available in #6 & #8 
in both 1-1/4", and 
=) 1-1/2" lengths! 
Hy ° Kreg Jigs & Pocket 
7 Hole Supplies 
* Over 750 Other Types 
of Square Drive 


ZO G- Screws in Stock! 
m ASS 


Write for FREE Catalog! 
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B ud LY S 
> SQUARE DRIVE SCREWS 


FREE INFORMATION WORTH WRITING FOR 


Have you found ali the wood- 
working products that you 
em need? You will when you send 
[i 5 for the useful ideas and FREE 

product information from these 
advertisers in WOOD®. You'll get lots of 
valuable INFORMATION WORTH WRITING 
FOR — so take a moment to fill out the 
card in this section and order all the 
items that interest you. Each advertiser 
mails the literature or information 
directly to you. 


Adhesives & Finishes 


HIPURFORMER™ ADVANCED BONDING SYSTEM 
NEW! from the makers of TITEBOND™ wood glues and 
adhesives. The perfect solution for most bonding needs. 
Strong, permanent bonds. Waterproof. Ideal for wood- 
workers, contractors and DlYers. Excellent for construc- 
tion, remodeling and repair projects, FRANKLIN 
INTERNATIONAL, INC. Circle No. 24. 


GORILLA BRAND PREMIUM GLUE 

Bonds wood, stone, metal, ceramics, and more, Incredibly 
strong and versatile—100% waterproof. GORILLA GLUE 
Circle No. 50. 


RUST-OLEUM 

"Dream Spaces" inspirational decorating booklet from 
Rust-Oleum offers an easy, small-project paint approach 
tc creating personalized dream spaces. RUST-OLEUM 
BRANDS. Circle No. 115. 

RUST-OLEUM* EPOXYSHIELD” 

Want the ultimate garage floor? EPOXYShield provides a 
durable, long-lasting finish that beautifies as it protects con- 
crete floors. RUST-OLEUM BRANDS. Circle No. 116. 


SYSTEM THREE RESINS 

Premium adhesives and coatings. Over 25 years experi- 
ence as a specialty formulator of epoxy and urethane 
coatings, adhesives, and putties. SYSTEM THREE 
RESINS, INC. Circle No. 117. 


VARATHANE—WOOD'S RICHNESS REVEALED 
Varathane Premium Polyurethane helps you achieve pro- 
fessional results when refinishing your wood floors. 
Formulated specifically to resist scuffs and scratches, 
we've been the premier name in wood care for over 40 
years. VARATHANE. Circle No. 118. 


Bits, Blades, Cutting Tools 


CMT CUTTING TOOLS CATALOG 

CMT stands for high performance router bits, saw blades, 
spiral bits, boring bits and more. CMT USA, Inc.—The 
only orange one. CMT USA, INC. Circle No. 180. 


EAGLE AMERICA WOODWORKING CATALOG 
Features the largest selection of professional quality 
American-made router bits. 100's of unique accessories. 
10075 total satisfaction guaranteed. EAGLE AMERICA 
CORP. Circle No. 193. 


FOREST CITY TOOL CATALOG 

Quality woodworking tools since 1890, made in the USA. 
Drills; multi-spurs; moulder heads; carving, lathe and 
insert tooling; custom orders. FOREST CITY TOOL. 
Circle No. 198. 

FORREST SAW BLADES 

Top quality blades and dados for an ultra smooth finish. 
No splintering or tearouts. Full line of sizes. Sharpening 
services. FORREST MFG. CO., INC. Circle No. 206. 
FREUD SAW BLADES 

This 48-page catalog illustrates the features and benefits 
for all Freud saw blades. FREUD. Circle No. 219. 


FREUD ROUTER BITS 

All Freud router bits are represented in this 84-page cata- 
log, including more than 130 new bits and sets. FREUD. 
Circle No. 232. 

MAGIC MOLDER 

Converts a table saw into a molder. Use your table saw to 
its full potential! Merely install the Magic Molder to pro- 
duce molding on your saw, It is the only carbide-tipped 
molder head for table saws, which also allows the molding 
of natural woods and composite materials. The Magic 


Tr 
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Molder has an anti-kickback, chip-limiter design to pro- 
duce a safer and quieter tool. L.R.H. Enterprises, Inc. 
offers 75 different interchangeable profile plugs and the 
ability to supply you with custom-made plugs. L.R.H. 
ENTERPRISES, INC. Circle No. 238. 


PRODUCTION QUALITY 

CARBIDE TIPPED ROUTER BITS 

Large discounts. Also, raised panel door sets, shaper cut- 
ters, solid carbide bits, Forstner bits, the Merle Clamp and 
a variety of woodworking tools and supplies. FREE ship- 
ping. MLCS LTD. Circle No. 245. 


MULE/ACCUSQUARE 
Tablesaw, bandsaw and router accessories. MULE/ 
ACCUSQUARE. Circle No. 258. 


WOODLINE USA 

Industrial carbide router bits and shaper cutters at the 
very best prices. 600 items in stock. WOODLINE USA. 
Circle No. 310. 


THE WOODWORKER'S CHOICE 

Distributors of Oldham Viper and Hickory brand router bits 
and sets, Over 4,000 woodworking tools and accessories 
to choose from including Kost Kruncher brand router bit 
sets, Forstner bits, Tru-Grip & Bessey brand clamps, com- 
plete line of dust collection equipment and fittings, abra- 
Sives, glues, turning supplies, etc. THE WOODWORKER'S 
CHOICE, INC. Circle No. 323. 


Books, Plans and Videos 


AMERICAN FURNITURE DESIGN CO. 

125+ furniture plans by America's leading craftsmen. 36 x 48 
CAD format and comprehensive instructions. Morris chairs, 
beds, desks, hardware, tools, finishes and books. Catalog 
AMERICAN FURNITURE DESIGN CO. Circle No. 336. 


WOOD MAGAZINE WOODWORKING PLANS 

325+ top-quality furniture, shop, and yard-figure wood- 
working plans from the editors of WOOD® magazine. All 
have been designed, built, and proven in the WOOD mag- 
azine shop to ensure your complete satisfaction. Catalog. 
WOOD PLANS. Circle No. 459. 


Carving Supplies 

MICROPLANE 

A totally NEW concept for carving, shaping, forming and 
smoothing! Stainless steel and razor sharp! 
MICROPLANE. Circle No. 505. 


WOOD CARVING & 

WOOD SIGN MAKING MACHINES 

Make wood signs and wood carvings easy. quickly and 
accurately. Signs, gun stocks, decoys or furniture parts. 
TERRCO, INC. Circle No. 518. 


General Woodworking Catalogs 


WOODWORKING PROJECT PLANS AND SUPPLIES 
Free catalog of plans to make cradles, rocking horses, 
toys, clocks, crafts and more. Also hardware, wood parts, 
clock supplies, router bits and scroll saw blades. ARMOR 
CRAFTS. Circle No. 556. 


FREE WOOD CRAFT CATALOG 

FROM CHERRY TREE! 

68 full-color pages of plans, parts, kits and supplies for all 
skill levels. Clocks, whirligigs, dollhouses, door harps, 
banks and many more attractive items—plus wooden dow- 
els, pegs, wheels, knobs, & more. Tools, paint supplies, 
stencils, stamps and much more! Wholesale prices avail- 
able. Catalog. CHERRY TREE TOYS. Circle No. 563. 


DULUTH TRADING COMPANY 

Useful equipment and goods designed and tested by 
tradesmen for builders and ardent do-it-yourselfers. Free 
catalog. DULUTH TRADING COMPANY. Circle No. 573. 


GRIZZLY INDUSTRIAL, INC. 

500-page free color catalag of over 12,000 woodworking and 
metalworking machines, tools and accessories—all at unbeat- 
able prices! GRIZZLY INDUSTRIAL, INC. Cirele No. 583. 


JET, WMH TOOL GROUP 

JET introduces new woodworking machinery for 2003. 
Look at the new SuperSaw, canister filter dust collectors, 
two new lathes, belt disc sanders and hundreds of acces- 
sories. JET, WMH TOOL GROUP. Circle No. 622. 


KLINGSPOR’S WOODWORKING SHOP 

Formerly The Sanding Catalogue—is a full-line distributor of 
Klingspor Abrasives as well as Porter-Cable, Bosch, Delta, 
JET, Powermatic, Freud, and other major woodworking tool 
and accessory manufacturers. Send today for your free 


copy of our catalog and receive $5 off your first purchase. 
KLINGSPOR'S WOODWORKING SHOP. Circle No. 629. 


LAGUNA TOOLS 

Gives you 20 years of experience in delivering fine quality 
European machines. Our FREE color catalog will wet your 
woodworking appetite with our extensive selection of dis- 
criminating and award-winning woodworking machines. 
Circle today to get the most comprehensive selection of 
bandsaws and combination machines together with our 
latest innovations in table saws, lathes and much more. 
Laguna Tools—What woodworking is coming to. LAGUNA 
TOOLS. Circle No. 640. 


SQUARE DRIVE SCREWS 
Can make your woodworking easier. Over 80 color pages 
of the best fasteners and other woodworking supplies. 
MCFEELY'S. Circle No. 648. 


PRICECUTTER.COM 

Cut costs without cutting quality. Over 750 router bits plus 
a large selection of saw blades, Forstner bits, and wood- 
working accessories. Low prices and satisfaction guaran- 
teed. PRICECUTTER.COM. Circle No. 655. 
ROCKLER WOODWORKING & HARDWARE 
Rockler Woodworking & Hardware is celebrating 50 years! 
Rockler is the #1 resource for hinges, slides and other hard- 
to-find hardware. They also feature an EXCLUSIVE line of 
jigs, shop tables for band saws, drill presses and routers—as 
well as exotic and domestic hardwoods. Catalog. ROCKLER 
WOODWORKING AND HARDWARE. Circle No. 661. 


WOODWORKERS HARDWARE CATALOG 

Free 240-page catalog. Over 6,500 items in stock, Lowest 
prices, Largest selection. Best service. Complete invento- 
ty of cabinetmakers hardware, WOODWORKER'S HARD- 
WARE. Circle No. 713. 


Hand Tools, Jigs & Clamps 
ADJUSTABLE CLAMP COMPANY 

“Jorgensen,” "Pony", and "Adjustable". Adjustable Clamp 
Company manufactures a full line of woodworking c- 
clamps, bar clamps, spring and band clamps, corner 
clamps, miter saws and vises. ADJUSTABLE CLAMP 
COMPANY. Circle No. 733. 


JAPAN WOODWORKER CATALOG 

Woodworkers have discovered the secret of better quality 
work, 2 year subscription to 88 page catalog. JAPAN 
WOODWORKER. Circle No. 795. 


KREG TOOL CO. 

Specializing in tools and supplies for pocket hole joinery 
including our new line of precision measuring systems for 
the miter saw, tablesaw and more. KREG TOOL. Circle 
No. 802. 


MERLE ADJUSTABLE CORNER CLAMP 
Adjustable, uniform clamping pressure on all corners. 
Forces a frame into perfect square, Almost no capacity lim- 
itation. Ships with 23 foot reel of steel banding. Aluminum 
and steel construction. MLCS LTD. Circle No. 817. 
DOWELMAX JOINT-MAKING SYSTEM 

Dowelmax creates professionally made joints which are 
quick, easy, accurate, and strong. Dowelmax is versatile 
and adjustable to accommodate virtually any joint configu- 
ration. O.M.S. TOOL CO., LTD. Circle No. 825. 


TOOLS FOR WORKING WOOD 

Our 84-page catalog has some of the finest hand tools 
available today. We feature major brands, boutique 
brands, and the expertise to help you find the right tool for 
the job, TOOLS FOR WORKING WOOD. Circle No. 830. 


WILTON MULTI-GRIP CLAMP 

Introducing the Wilton Multi-Grip Holding system. This tool 
acts as a vice, bar clamp, spreader, and work station. 
WMH TOOL GROUP. Circle No. 833. 


Hardwood & Lumber 


BEREA HARDWOODS 

Extremely unusual high quality figured lumber, turning 
blanks and burls for those looking for the best and most 
unusual wood. BEREA HARDWOODS. Circle No. 840. 
STEVE H. WALL LUMBER CO. 

Quality hardwoods, plywood, and exotic lumber. Will ship 
UPS or motor freight, wholesale prices. Catalog. STEVE H. 
WALL LUMBER CO. Circle No. 856. 


WOODWORKERS SOURCE 

Over 100 quality woods from around the world. Lumber 
veneer, turning stock. Quantity discounts. UPS or truck 
shipment. Satisfaction guaranteed. WOODWORKERS 
SOURCE. Circle No. 869. 


TO ORDER PLEASE USE THE ATTACHED CARD 


THE WOODWORKING SHOWS 

Three days of can't miss education and savings! Learn 
about the latest hard-to-find tools, equipment, and sup- 
plies. Attend seminars for every skill level. Save on every- 
thing for your shop. Forty-two shows this season. THE 
WOODWORKING SHOWS. Circle No. 934. 


Kits 


KLOCKIT 

The leading supplier of clock-making supplies for over 25 
years: Quartz and mechanical movements, clock inserts, 
dials, easy-to-follow plans and kits for all skill levels. 
KLOCKIT, Circle No. 973. 


AMERICAN STEEL SPAN BUILDINGS 

Designed with the do-it-yourselfer in mind. Our buildings 
are made in a heavy gauge steel with a 20-year warranty. 
Everything is pre-cut and pre-drilled, and just bolts togeth- 
er. A quality pre-engineered building with style and struc- 
tural integrity at a price that everyone can afford. 3 models 
to choose from! AZTEC STEEL CORP. Circle No. 1064, 


COUNTRY ACCENTS 

Features handmade, affordable pierced metal panels in 
14 types of metal &-300 designs pictured, custom design 
and sizing, Blank metal, specialty tools and punches, pat- 
terns & do-it-yourself supplies. COUNTRY ACCENTS. 
Circle No. 1108. 


WIRELESS DRIVEWAY ALARM 

An alert sounds in the house when someone enters the 
drive. Be sure to order our free literature. DAKOTA ALERT, 
INC. Circle No. 1129. 


HOT DAWG’ GARAGE HEATERS 

Don't let winter hound you out of your garage. Lightweight 
and easy to install; natural or propane-gas fired; four sizes 
to heat from one to five-stall garages. HOT DAWG 
GARAGE HEATERS. Circle No. 1194. 


QUIK-SPLIT 

The days of struggling with heavy maul and wedges, large 
tow-behind wood splitters and unsightly piles of logs are 
over thanks to the convenience of the all new Quik-Split. 
FREE information and video. MANTIS. Circle No. 1231. 


PLANNING TO BUILD? 

We manufacture a complete range of arch steel buildings, 
tested and built to withstand wind, snow, rain and seismic 
conditions. 30 Year Warranty. Since 1980. PIONEER 
STEEL MFG., LTD. Circle No. 1298. 


WOODLINE USA 
Industrial carbide router bits and shaper cutters at the 
very best prices. 600 items in stock. WOODLINE USA. 
Circle No. 1369. 


Power Tools 


A & i SUPPLY 

Large selection, very modest pricing, superb service. All 
UPS orders over $200 freight-free in continental USA. Free 
catalog in USA. A & I SUPPLY. Circle No. 1404. 


SAVE MONEY, MAKE MONEY 

Increase profits by cutting your own lumber with an 
Accu-Trac portable sawmill. Free catalog. Demonstration 
video also available. COOK'S SAW MFG., L.L.C. Circle 
No, 1480. 


THE CRAFTSMAN GALLERY 

Demonstrates and supplies WoodRat joinery machines 
and accessories throughout USA and Canada. Develops 
products that enhance WoodRat capabilities. THE 
CRAFTSMAN GALLERY. Circle No, 1495, 


DELTA MACHINERY 

Delta's 2003/2004 full-line catalog includes 1000+ prod- 
ucts. The Delta ShopMaster brand is engineered for novice 
and intermediate woodworkers. The Delta Industrial brand 
is engineered for advanced and professional woodwork- 
ers, DELTA MACHINERY. Circle No. 1501. 


DRILL DOCTOR DRILL BIT SHARPENERS 

Sharp drill bits improve the quality of your projects. Sharpens 
3/32" to 3/4" bits in about a minute. Fast, easy to use, and 
precise, the Drill Doctor is what every fine woodworker needs 
on his workbench, DRILL DOCTOR. Circle No. 1511. 


EPILOG 

Manufacturer of wood engraving and cutting systems since 
1988. Low price, high quality laser systems allow you to 
engrave and cut wood and many other materials. Detailed 
graphic images and precision cuts are simple and add dis- 
tinction to products. EPILOG. Circle No, 1515. 

FEIN POWER TOOLS 

No more bloody knuckle, sore finger sanding. Unique 
sander, sands along edges and into corners, without 


bouncing off or running away, The secret is the distinct tri- 
angular sanding pad, combined with a high speed oscilla- 
tion. German made. Brochure shows sander in action. 
FEIN POWER TOOLS. Circle No. 1519. 


FREUD POWER TOOLS 
Freud offers superior tools at an attractive price. Catalog 
includes 16 pages of power tools and accessories. 
FREUD. Circle No. 1532. 


GENERAL AND GENERAL INTERNATIONAL 

All General and General International products are 
durable and performing. All types of woodworking tools. 
General cabinet style table saw named “Top Tool” in 
October 2003 issue of WOOD magazine. GENERAL AND 
GENERAL INTERNATIONAL. Circle No. 1552. 


JET SUPERSAW 

Introducing the new JET 10" Supersaw. Two solid cast 
iron wings, a 28 1/2" crosscut capacity sliding table posi- 
tioned 4" from blade. Fence with micro-adjust, 4 t-slots, 
moveable on/off switch, Totally enclosed cabinet. JET 
TOOL GROUP. Circle No. 1588. 


JET & BOSCH, ONE GREAT DEAL 

Priced at $1,699, the JET 10" XACTASaw with XACTALift, 
micro-adjust fence and a FREE Bosch, 2 1/4 HP Router, a 
$239 value. Visit your local JET dealer. JET, WMH TOOL 
GROUP. Circle No. 1590. 


NEW MFORCE™ CORDLESS DRILL SERIES 

The MFORCE™ Cordless Drill Series is now available with 
advanced features professionals demand, Performance, 
Durability, Power and Run Time. The MFORCE'" Series 
drills incorporate a new two-piece D-31 motor, new all-metal- 
gear transmission with Shift Lock™ Drive System, and two 
hi-capacity batteries. Shift To Full Power and send for a free 
brochure. MAKITA U.S.A., INC. Circle No. 1610. 


MLCS MARVEL 60 ROUTER 

This powerful and versatile 3-1/2" HP Variable Speed Plunge 
Router is perfect for any woodworker—from hobbyist to pro. 
The router has a wealth of features, including soft-start, 
micro-adjustment, locking power switch, 1/4" and 1/2" col- 
lets, Shaft Lock for easy bit changes, and much more, with a 
handy carrying case. Baseplate and Template Guides 
included. Free shipping. MLCS LTD. Circle No. 1612. 


AWARD-WINNING DUST COLLECTION 

Air cleaners, dust collectors, cyclone systems, hose, connec- 
tors, adaptors, hoods, remote switches, etc. 40-page free 
catalog. PENN STATE INDUSTRIES. Circle No. 1623. 


PORTER-CABLE* POWER TOOLS 

Request a free catalog to see the latest innovations and 
groundbreaking tools from Porter-Cable, PORTER-CABLE 
CORPORATION. Circle No. 1649. 


TRADESMAN™ POWER TOOLS AND PNEUMATICS 
Complete line of tools offering quality, performance and 
product features at the right price. Industry leading five- 
year warranty on products, two year on motor. 
Tradesman... "Where Great Projects Begin." POWER 
TOOL SPECIALISTS. Circle No. 1654. 


HAWK WOODWORKING TOOLS 

75 years of American-made woodworking tools. Request 
our free tool catalog that contains Hawk 3-in-1 Planer, 
Hawk Precision Scroll Saw, Hawk Router Shop, and Hawk 
Jointability. RB INDUSTRIES, INC. Circle No. 1678. 


RYOB! TOOLS 

Ryobi's 18V Super Combo Kit comes with a drill, circular 
saw, reciprocating saw and flashlight... all for just $199. 
RYOBI TOOLS. Circle No. 1688. 


SHOPBOT TOOLS INC. 

Be a part of the robotic tool revolution with easy to Use com- 
puter controlled routers for professional and home-based 
production. Build crafts, furniture, signs, 3-D carving and 
much more. SHOPBOT TOOLS INC. Circle No. 1714. 


10 TOOLS IN 1 

Ultimate Home Shop for woodworking or metalworking. 
Compact, easy to use, built to last. Free catalog. SMITHY 
SUPERSHOP. Circle No. 1766. 


TORMEK SHARPENING AND HONING SYSTEM 
Top quality, made in Sweden for serious woodworkers, 
cabinet makers, wood turners and wood carvers. 
Anybody can now sharpen and have an edge much more 
easily and faster. TORMEK U.S.A. Circle No. 1785. 


NUMBER 1 RATED DRUM SANDER 

See why Woodmaster's 26", 38" and 50" drum sanders 
are rated #1 by independent experts. Free report. WOOD- 
MASTER TOOLS, Circle No. 1818. 


WOODSTOCK INTERNATIONAL, INC. 

Our line of SHOP FOX* Woodworking Machines offers pro- 
fessional-level quality at a home shop price. These 
machines have many additional and proprietary features 
not available from any other brands. Ask for SHOP FOX* 
at your local woodworking supplier or contact us (see 


TO ORDER PLEASE USE THE ATTACHED CARD 


advertisement) for a supplier in your area, WOODSTOCK 
INTERNATIONAL, INC. Circle No. 1824. 


Project Parts & Materials 


ADAMS WOOD PRODUCTS 

Adams Wood Products has a free full-color catalog high- 
lighting their line of in stock solid wood components made 
right here in the good old U.S.A. A new line of kitchen island 
legs and cabinet onlays are introduced in this catalog edi- 
tion. ADAMS WOOD PRODUCTS. Circle No. 1831. 


OSBORNE WOOD PRODUCTS, INC. 

Woodturnings are the focus of Osborne Wood Products, 
Inc. Our company has a free catalog of turnings, which 
include table legs, kitchen island legs, bunn feet as well 
as bedposts. Custom woodturnings are made from a large 
variety of woods. “No order is too small." OSBORNE 
WOOD PRODUCTS, INC. Circle No. 1849. 


SCROLLSAW PATTERNS 

Up to 74" clocks, 300- patterns, books, clock parts, saw 
blades, tools, wood, and more. WILDWOOD DESIGNS. 
Circle No. 1857. 


Shop Accessories 


NEW PATENT-PENDING SAW-JAW 

Saw-Jaw safely installs and removes circular saw blades. 
Protects 10" blades. Free brochure. HIQOL LLC. Circle 
No. 1956. 


MOBILIZE 

Now you can create more workshop space by mobilizing 
your machines. Our exclusive self-leveling mobile bases 
will increase efficiency, safety and organization in your 
work shop. Full catalog and price list. HTC PRODUCTS, 
INC. Circle No. 1961. 


JESSEM TOOL COMPANY 

JessEm introduces a new product to their Rout-R-Lift line. 
The Mast-R-Lift allows you not only to raise and lower your 
router from the top of the table but allows for all your bit 
changes from the top as well. JESSEM TOOL COMPANY. 
Circle No. 1979. 


MOISTURE METERS FOR WOOD 

Affordable, reliable moisture meters for wood, pin and pin- 
less, for all moisture ranges and measuring depths. 
Moisture meters for concrete and drywall. Free catalog. 
LIGNOMAT USA, LTD. Circle No. 2013. 


ONEIDA AIR SYSTEMS, INC. 

Wood dust collection systems. 1.5 — 25 hp. Complete 
ductwork inventory. Ductwork design service. Free system 
brochures and ductwork catalog. ONEIDA AIR SYSTEMS, 
INC. Circle No. 2039. 


SUPERGRIT* ABRASIVES 

Offers industrial quality sanding belts, discs, rolls and sheets 
at wholesale prices directly to the small consumer. An exten- 
sive range of hook & loop backed abrasives are available: 
vacuum and solid discs, triangles for detail sanders, shop 
rolls for drum sanders, conversion discs and rolls. Try 
Supergrit Blue Zirconia discs and belts. Accessories for 
rotary tools such as carbide burrs, polishing points & wheels, 
mini drums & drills. Free 48-page catalog and incredible 
close-out sheets. RED HILL CORP. Circle No. 2065. 


THE ULTIMATE WORKBENCH 

Downdraft table to remove sanding dust. 0.5 micron ambient 
air filtration for other airborne dust. Traditional hard maple 
workbench, extra wide. WOODMARK. Circle No. 2117. 


Woodturning Supplies 


BEREA HARDWOODS 

Quality pen kits and other turning kits. We are designers 
and manufacturers of high quality and unique pen kits for 
turners. BEREA HARDWOODS, Circle No. 2127. 


TURNERS AND CARVERS 

Largest selection of Henry Taylor turning and carving tools 
in USA. Also Sorby, OneWay, Foredom, Stewart, Glaser & 
Sherline. THE CUTTING EDGE. Circle No. 2130. 


ONEWAY MANUFACTURING 

Color catalog describing our complete line of woodturning 
tools and accessories including: lathes, chucks, grinding 
jigs, faceplates, faucets & handles, spurs, drivers, vacu- 
um chucking, and coring systems. ONEWAY MANUFAC- 
TURING. Circle No. 2135, 


WOODTURNING SUPPLIES 

Large catalog with project supplies, tools, books, videos, 
lathes, and more. PACKARD WOODWORKS. Circle 
No. 2143. 


HUGE VARIETY OF PENCRAFTING PRODUCTS 
Including: 24 kt kits, lathes, duplicator and templates, 
wood and finishing supplies. 40-page free catalog. PENN 
STATE INDUSTRIES. Circle No. 2156. 
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One Man Sawmill " 


TURNS TIMBER 
INTO CASH | 


L] 
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ONE WAY 


MANUFACTURING 
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TimBerKING 
Dept, SW81, 1 


«COMO 


FR 1-800-565-7288 
CATALOG! VAL oneway. ca 


BUILT TO LAST 


AND PRICED TO SELL.. 


Compare our everyday 
rice for our 25x40" 
uilding: 


34990 


FRONT END OPTIONAL 
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* EASY DO IT YOURSELF * 30-YEAR WARRANTY 
* 100% USEABLE SPACE 

* Many sizes, shapes & applications! e Tough, rugged 

building — lasts! e Heavy gauge Galvalume steel « Easy 

to finish trussless interior * Totally maintenance free! 


* Largest Selection of Professional Quali 
American made Router Bits 
* 100's of Exciting Woodworking Tools 
* Satisfaction Guaranteed 


Charting a course of your own 
is casier than you think. With 
our CNC tools, building a 
business or adding automation 
to an exsisting onc is simple. 
You'll be up and running { 

in no time producing 
everything from signs to 


3D carvings. 


STEEL BUILDINGS GO FACTORY DIRECT 


hm §00-668-5422 


NWWw.ploneersteel.COm rcxcrrreOETITTENITTICETSRCETIETIS 


wawawzeaglecamenicatcom) 
1-800-872-2511 


SWIVEL CHAIR 


Bases * Mechanisms * Parts 
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The ShopBot Bench Top 
Personal Robotic Tool 


e No minimum quantity ° Online catalog 
www.swivel-chair-parts.com 


e Mhacus 


www.shopboffools.com 
888-680-4466 


Practical Computer Controlled Tools 


anaes - 
Ker 
800.426.4613 WORKING dft 


27 W. 20th St., #507 NYC | www.toolsfonworkingwood.com 
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—ShopBot_ 
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Create A Classic Cradle 


Call for a free 
plan catalog n 


With Our 
Full Size 
Plan You 


y 
Cradle. 

Size 
21x35x39 


Plan #J62 ` ÀVISA/MC 1-800-292-8296. 

$14.95 Ready made spindles 
available, ask for info. 

port NY 11731 


Armor Box 445 E.North 


- For the Woodworker - 
Moisture problems such 
as shrinking or warping 
can ruin the best piece 
ever built. Measure 
the moisture with a 
moisture meter to 
be sure the wood is 
dry. Call for new 
color brochure. 
- Lignomat USA - 


Po Box 30145 [9 
Portland, OR | 
97294 -- USA | 
è 
O 


Lumber - Veneer - Turning Stock 


Over 100 Quality Hardwoods 
From Around the World 


exoticwoods.net 


Wood Descriptions * Price: 


Secure On-Line 


A WOODWORKERS 


CATALOG for WOODTURNERS 


Turning Tools - Lathes - Lathe Accessories - 
Books & Videos - Wood - Penmaking Suppl 
ISanding & Finishing Supplies - Sharpening Supplies 


Call Toll Free... 800 683-TURN 


24hr Fax... 
Packard 


828 859-5551 
WOODWORKS 
INC. 


* Current Specials 
Ordering 


5402 S. 40th ds 9 E AZ 85040 


800.123.2150 
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E-Mail... 


packard@alltel.net 


Write to us... 
Packard Woodworks, PO Box 718, Tryon, NC 28782 


"The Woodturners Source" 


www.packardwoodworks.com 


ico 
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* Safely Install, Remove and 
Store Circular 10" Blades 
* Protects Costly Blades 


For video demo and ordering info: 
www.saw-jaw.com * 1-800-SAW-9366 
HIQOL L.C. 

Money Back Guarantee 


Router Bits € Shaper Cutters 

100's of Woodworking Gadgets 

and Really Neat Accessories 
Closeouts & Bargain Bin Specials 


1-888-288-2487 


The Cutting Edge, Inc. 


Fine Hand Tools For Turners 
Carvers & All Woodworkers 


Planes & 


Handtools “ge 


— er 


Carvin Carving 
‘Turning Tools a 


www.cuttingedgetools.com 


7123 SouthWest Fwy Houston TX 77074 


713/ 981-9228 


AutoMach 


Need a precise and 
affordable tool for 
routing furniture 
joints? 


Visit us... 
? specialists! 


we are the 
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TOUGH 


STEEL BUILDINGS 


Perfect for 
Your Garage 


Save Up To 


Www.stee TAE N le 
800-891-6733 


Colored Endwalls Available! 


BUILD A 
FAMILY HEIRLOOM! 


We Have The Largest 
Selection Of: 

* Clock Motors & Inserts 

* Desk, Mantel & Floor Kits 
+ Highest Quality Wood 

* Finished Clocks 

* Atomic Time Products 

* Guaranteed Satisfaction 


For Your FREE 
Catalog Call Today! 
1-800-556-2548 


Mention Offer: WD1104 


oov[d1oxuv]y SJ293JOMpOO/A, 
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FREE 


336 page 
full line catalo 
Mention offer #40 


With over 8,000 items in stock, 

we are the home of the largest 

selection of cabinet hardware 
in this industry. 


1-800-383-0130 


PO Box 180 Sauk Rapids, MN 56379. 


WOOD HEAT 
CLASSIC 


Outdoor Wood Furnace 


* Heat multiple buildings, pool, 
domestic water and more. 


* Clean, safe & efficient heat. 
* Adapts to new & existing 
heating systems. 


Dealerships available 
in select areas. 


Wireless Driveway 
Alarms 


Wirless range of up to several miles. 
Complete line of security products! 


DAKOTA ALERT, INC. 


Box 130, Elk Point, SD 57025 
Phone: (605) 356-2772 


www.dakotaalert.com 


FACTORY DIRECT LIFETIME WARRANTY 
Quality CNC machined steel 
Accurate Aluminum extrusions 
Simplicity of design 


ACCUSQUARE commercial quality Rip Fence fi 
Powermatic, Jet, Sears, Grizzly, and host a- 
other saws, Put life and ACC CY 
back int tu SES Gives the ACCUSQUARE the STRENGTH 
Migs- to stand up to rugged everyday use & provide 
“ACCURACY you need! 
W - GUARANTEED 


Dual Hairlinejcurser - EXtra Wide Tapes - Pick your Target 


www.mulecab.coOm-wirne 1-877-684-7366 
Email: accusquare 9 mulecab.com 210 Eighth Str. S., Lewiston, NY 14092 


Terrco provides a full line of machine 
carving and sign carving equipment. 222 1st Ave. NW. 
Beginning models are the T-110 single Watertown, SD 57201 
spindle bench carver and our CM614 USA 

single spindle sign carver. (605) 882-3888 
Fax (605) 882-0778 


Terrco, Inc. 


Intermediate models include the K-Star, 
a two-spindle heavy duty bench model, 
and the Northstar, a heavy duty floor 
model available in one to eight spindles, 


Our advanced model is our Master 
Carver series, which is an extremely. 
heavy duty floor model with from eight 
to forty spindles. 


Website: www.terrco.com 
E-mail: info@terrco.com 


PN 


n Carver Multi-S indle Carving Machine 


Have you discovered the TORMEK way of sharpening? 
Now with Micro Adjust for precision edge setting. 


Log on to the Tormek website www.tormek.us 

for full details of the TORMEK System. 

You will also find the entire TORMEK hand- 

book, which contains the basics of edge tool 

sharpening and detailed instructions how to 

sharpen all your woodworking tools as well as 

knives and scissors. 

U.S.A. 1-800-5-Tormek TORMEK: 
"anada 1-877-2-Torme 

Canada 1-877-2-Tormek sharpening Innovation 

Made in Sweden 


MISSION BED & NIGHT STAND 


Introducing the finest plan on the market today! Pages of. 
directions and 36 by 48 CAD generated plan. This plan only 
requires a limited amount of lumber 


AMERICAN FURNITURE DESIGN 
P.O. BOX 300100 ESCONDIDO, CA 92030 
BED AND NIGHT STAND PLAN $21.95 4$4.50 S&H 
760 743-6923 


Plan i d 
4236 www.americanfurnituredsgn.com 
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DOWELMAX 


PRECISION ENGINEERED JOINING SYSTEM 


The double and triple 

CHD joints shown are 
Stronger and more precise 
than a typical mortise and 
tenon joint. Additionally 
they can be completed 

in approximately five 
minutes with no 
measuring. 


Dowelmax creates strong 
accurate joints of virtually any 
configuration and size. 


www.dowelmax.com 
Toll Free 1.877.986.9400 


Supergrit” SANDPAPER 


HOOK & LOOP DISCS 
2' $18/100 3' $20/100 
4y or5' —50r8Hole $15.00/50 
6 6, 8 or 16 Hole $18.50/50 
9' $1.50ea 12' $2.50ea 
ABRALONT Polishing Disc 


ABRANET®5" & 6" Mesh Disc 
Grits 80 to 600. 


BELTS—A.0. RESIN SHEETS—9' x 11", AO. 
1x30 $.75|4x 24 $1.20 50D, 80D $14/50 
1x42 $.80|4x36 S1.60|120C,150C  $23/100 
3x21 $.85|6x48 $3.50|180A,220A $21/100 
3x24 $90|6x89 $6.20 ABRASIVE ROLLS 
RED HILL CORP. | FREE 48 PAGE CATALOG 
P.O. BOX 4234 & incredible close-out sheets. 


GETTYSBURG, PA 17325. 800-822-4005 
WWW.SUPERGRIT.COM 


Woodworking on the 


World Wide Weh 
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E ONLINE" | 


A WOODWORKING INFORMATION SERVICE 
FROM THE EDITORS OF WOOD* MAGAZINE 


htip://www.woodmagazine.com 


- 


The sour Di 


lterced tuv 


Add that Country Look to your woodworking projects with 
handcrafted pierced metal panels. 
Choose from 100's of award winning designs or let us customize panels for 
you alone. Do-it-yourself materials & kits, too! 
Easy to order standard sizes OR custom-made to your exact specifications in 
14 different metals, including copper & brass. 
Everything in pierced metal pictured in our large 100+ pg. colorful catalog 
$5.00 OR order 14 metal samples with catalog $25.95 ppd. 

MasterCard/ Visa/ Discover accepted. 


since LU 


Í Visit us on the web: 


MINIS -— A 
baa 


Y d BUY NOW. 


877 966 3368, 


Mc 


Mic Micraplane. 


ESFERA 


Sharper Cut 


1-800-555-2767 * www.microplane.com 


www.piercedtin.com email: sales@piercedtin.com 
Country Accents®, 1723 Scaife Road, Dept. WD-04, Williamsport, PA 17701 
Ph. 570-478-4127, M-F 8-5 EST * Fax 570-478-2007 anytime 


SAVE S - check the TWC web site tor 
numerous BIG BARGAIN overstock & 
close-out items such as: saw blades, 
router bits, shaper cutters, clamps, etc. 

You'll also find more BIG) S SAVINGS 

on the WEEKLY SPECIAL ITEMS 
we select from regular TWC catalogs. 
wwwthewoodworkerschdicescom 

CALLTOLL FREE:SI:B00:882 2/855 


FREE COLOR CATALOG 
Featuring: 

e BedPosts | 

© Billiard Legs 

e Bun Feet 


e Cabinet Feet 
© Corbels 

© Finials 

© Island Legs : 
© Table Bases ue l 2 | 


ay J 

e Table and Chair Kits ^ 
~ E 

© Tapered Legs NOSIS neas A055 HOS 

e Turned Legs 

* Queen Anne Legs 

dns Weed Products, Ino 


PO. Box 728,  Dept.M57 
Morristown, TN 37815-0728 
Phone 423-587-2942 

Fax 423-586-2188 
www.adamswoodproducts.com 
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"s ahead 


A preview of some of the articles in the December issue (on sale November 23) 


San EA 
Intarsia angel 


Media storage 


At last! A classy cabinet big enough to Here's another fun Judy Gale Roberts 
hold every CD, DVD, and video tape in design you can make using just your 
your collection. scrollsaw, drill, and a few abrasives. 


Shaker clock 
This timely project is beautiful on a wall, mantel, or shelf. We 
built two to show how you might combine different woods for 
the case/door frame and bookmatched panel. 


Mission dresser 
The matching bedroom 
set that began with the 
bed (October issue), 
and includes the night- 
stand on page 62, con- 
tinues with this stylish à 
and practical addition. — 
4 must-master hand tools 
Many workshop tasks are still best done with hand tools. Here, learn to use and sharpen 
Chisels, block planes, a marking knife, and scrapers. Instructions for building your own 
marking knife and how to buy the best low-angle block plane round out the section. 


P 


"VE mm é 
More t 


E 


& tools for better woodworking 


Hot new tools for 2005 Shop storage solutions Dust-free finishing Matching stain colors 


Our editors uncover the latest and Find three organizer projects for your Improve your finishes by keeping To imitate an existing stain color, 
greatest innovations in woodworking workshop: a wall rack for boards, a scrap the surrounding air clean with this you need to work in the right light. 
equipment and accessories. sorter, and a sheetgoods holder. low-cost, five-minute, pop-up tent. We show you how. 
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ict Agreement No. 40069223. Canadian 


SMOOTH START-UPS 


Electronic speed control with soft 
start feature for smooth start-ups and 
maintains constant speed under load 


VARIABLE SPEED 


Variable speed control dial 
(8,000 -24,000 RPM) to match the 
speed to the materials being cut 


| 
CAM-LOCK LEVER 


Cam-lock lever for fast, easy depth 
adjustment and removal of base 


PLUNGE LOCK 


Conveniently located plunge lock lever 
for efficient operation 


z 


" 
SWEEPSTAKES 


3 GRAND PRIZES 
Outdoor Patio 
Game Room 
| Media Room 
I 
For Official Sweepstakes Rules, please visit 
www.makitatools.com. No purchase necessary in 
X, order to enter sweepstakes. Void where prohibit 


wi 
1 pee yore of cer pe Ends 12/31/04. 


2- 1/4 H.P. 


i T Rt 


WHILE SUPPLIES LAST 


Purchase 


2-1/4 H.P. Router Kit 
Model bu KIT3 


5" " Random Orbit Sander vPro 


Model B05010 


INDUSTRIAL 
ROUTER 

NNING AND 
IN ITS CLASS 


AT PARTICIPATING DEALERS 


See makita| 


-1/4 H.P. ROUTER 
RF1101 


Visit us online at — 


MAKITATOOLS.COM 


$80 Value 


lools.com for details, 


It's your choice. 


, S100 Purchase one of 21 C 


qualifying products, and 
we will send you a 5100 
rebate on the purchase of a 
second JET?, Powermatic?, or 
Performax? machine with a 
retail purchase price of 
$399 or more. 


WT E P 


[3 Receive a *50 rebate 


for the purchase of: N 


A.) One of | | Grant's Group of TET 
tools priced $349.99 or below. £ 2 
B.) The purchase of  . TN 
$50 or more of JET, Y e 
Powermatic, Performax TA oe 


or Wilton accessories. n Y 
9 f 


Purchases must be made between September |, 2004 and December 31, 2004 to qualify. 
For all the promotional details ask your local distributor, or visit us at our website — www.wmhtoolgroup.com. 
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Look for the green tags... 


POWERMATIC: 


WMH TOOL GROUP, Inc. 


